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SIMOGEAR Geared Motors
Bevel geared motors

Orientation

SIMOGEAR bevel geared motor B

Fig. 5/2 Bevel geared motor B

SIMOGEAR bevel geared motor K

Fig. 5/3 Bevel geared motor K

SIMOGEAR bevel geared motors are available in the following For 2-stage bevel gearboxes B, the torque armis supplied loose
versions for mounting in any position: to enable it to be mounted as required on site. The position of the
m 2 or 3 stages B/K torque arm can be freely selected.

m Shaft-mounted design with torque arm BAD/KAD
B Flange-mounted design BF/KF

m Design with integrated housing flange BZ/KZ

B Foot-mounted design B/K

m Hollow-shaft design with feather key BA/KA

m Hollow-shaft design with splined shaft KAT

m Hollow-shaft design with shrink disk BAS/KAS

m Hollow-shaft design
with SIMOLOC assembly system BADR/KADR

B Solid shaft design
with feather key (at one end or both ends) B/K
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SIMOGEAR Geared Motors
Bevel geared motors

Geared motors up to 55 kW

. Selection and ordering data

Prated ny T, i Fro fg m Article No. Order code
kW rom Nm - N - kg (Article No. supplement = below) No. of poles
54 159 157.32 6 300 1.4 15 2KJ3504 - E BD11 -H HE J2 PO1
6.1 141 139.54 6 370 1.6 15 2KJ3504 - B BD11 - W W H2 PO1
7.0 122 121.07 6 440 1.8 15 2KJ3504 -E BD11 -EE G2 Poi
7.7 111 110.06 6 480 2.0 15 2KJ3504 - M BD11 -H H F2 PO1

B.29-LA63MF6

18 47 46.85 4200 2.3 © 2KJ3501 -E BD11 -E E B2 PO1
20 42 41.56 4200 2.6 9 2KJ3501 - E BD11 -E E A2 POl
24 36 36.06 4200 3.0 9 2KJ3501 - H BD11 - H W X1 PO1
26 33 32.78 4200 3.3 9 2KJ3501 -E BD11 -E B W1 PO1

B.29-LA63MD4

30 29 46.85 4200 3.8 ) 2KJ3501 - H BB11 - H W B2
34 26 41.56 4200 4.3 g 2KJ3501 - W BB11 - H W A2
39 22 36.06 4200 5.0 9 2KJ3501 - H BB11 - H H X1
43 20 32.78 4200 5.5 o) 2KJ3501 - E BB11 -E E W1
50 17 28.11 4200 6.4 9 2KJ3501 - BB11 -H H Vi
55 16 25.56 4200 7.0 9 2KJ3501 - W BB11 - H H U1
62 14 22.41 4200 8.0 g 2KJ3501 -E BB11 -EE T1
70 12 20.00 4200 9.0 9 2KJ3501 - H BB11 - H W Si
79 11 17.82 4200 10 9 2KJ3501 - E BB11 -H H R1
85 10 16.45 4200 11 g 2KJ3501 -E BB11 -H HE Q1
97 8.8 14.40 4200 12 ) 2KJ3501 - H BB11 -H H P1
111 7.8 12.63 4200 14 9 2KJ3501 - H BB11 - H H N1

B.19-LA63MF6

20 43 42.10 1910 1.2 8 2KJ3500 - H BD11 -H H A2 POl
23 38 37.28 1910 1.3 8 2KJ3500 - ® BD11 -H E X1 PO1
26 33 32.39 1910 1.5 8 2KJ3500 - BD11 -EH E W1 PO1
29 30 29.44 1910 1.7 8 2KJ3500 - H BD11 -H H Vi PO1

B.19-LA63MD4

88 26 42.10 1910 1.9 8 2KJ3500 - H BB11 - H W A2

38 23 37.28 1910 2.2 8 2KJ3500 - BB11 - H H X1

43 20 32.39 1910 2.5 8 2KJ3500 - H BB11 -H B W1

48 18 29.44 1910 2.8 8 2KJ3500 - @ BB11 -EH E V1

56 15 25.06 1910 &2 8 2KJ3500 - ® BB11 - H W U1

61 14 22.78 1910 3.6 8 2KJ3500 -E BB11 -EE T1

70 12 19.86 1910 41 8 2KJ3500 - BB11 - H H S1

79 11 17.78 1910 4.6 8 2KJ3500 - H BB11 - H H R1

89 9.7 15.79 1910 5.2 8 2KJ3500 - H BB11 -E H Q1

96 8.9 14.57 1910 5.6 8 2KJ3500 - H BB11 -H H P1

111 7.8 12.66 1910 6.4 8 2KJ3500 - H BB11 - H H N1

127 6.8 11.00 1910 7.4 8 2KJ3500 - H BB11 -H E M1

141 6.1 9.93 1910 8.2 8 2KJ3500 - BB11 - W N L1

150 5.7 9.35 1910 8.7 8 2KJ3500 - BB11 - H H K1

172 5.0 8.15 1910 9.4 8 2KJ3500 - M BB11 -E H J1
Article No. supplement
Shaft design 1,5,6,70r9 = Page 9/39
Frequency and voltage 2o0r9 = Page 10/2
Gearbox mounting type A,D,ForH = Page 9/35
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SIMOGEAR Geared Motors
Bevel geared motors

Geared motors up to 55 kW

. Selection and ordering data (continued)

Piated ny T i Fro fg m Article No. Order code
kW rpm Nm - N - kg (Article No. supplement = below) No. of poles
0.09 B.19-LA63MD4
178 4.8 7.87 1910 7.9 8 2KJ3500 - H BB11 - H W H1
200 4.3 6.99 1910 8.9 8 2KJ3500 - m BB11 -H H G1
217 4.0 6.45 1910 9.8 8 2KJ3500 - ® BB11 -H H F1
250 3.4 5.61 1910 11 8 2KJ3500 - m BB11 -H W E1
287 3.0 4.87 1910 12 8 2KJ3500 - ® BB11 - W W D1
318 2.7 4.40 1910 13 8 2KJ3500 - H BB11 -H H C1
338 2.5 414 1910 13 8 2KJ3500 - ® BB11 - W W B1
388 2.2 3.61 1910 14 8 2KJ3500 - H BB11 - H H A1
0.12 K.49-LA63MG6
5.0 225 200.25 8770 1.8 22 2KJ3505 - H BE11 - H H J2 PO1
5.6 200 178.06 8 850 2.1 22 2KJ3505 - M BE11 -E E H2 Po1

K.39-LA63MG6

6.4 180 167.32 6230 1.2 15 2KJ3504 - W BE11 - H W J2 PO1
7.2 160 139.54 6 300 1.4 15 2KJ3504 -E BE11 -E E H2 POl
8.3 139 121.07 6 380 1.6 15 2KJ3504 -E BE11 -EH E G2 Po1
K.49-LA63ME4
8.6 134 167.32 6 400 1.6 15 2KJ3504 - W BC11 -H W J2
Q.7 118 139.54 6 460 1.8 15 2KJ3504 - m BC11 - W W H2
11 103 121.07 6510 2.1 15 2KJ3504 - W BC11 - W W G2

B.29-LA63MG6

21 54 46.85 4200 2.0 ) 2KJ3501 -E BE11 -E E B2 PO1
24 48 41.56 4200 2.3 ) 2KJ3501 - BE11 -H EH A2 POl
28 41 36.06 4200 2.7 ) 2KJ3501 - ® BE11 - H H X1 PO1

B.29-LA63ME4

29 40 46.85 4 200 2.8 9 2KJ3501 - H BC11 - H H B2
32 35 41.56 4200 3.1 9 2KJ3501 - H BC11 - H H A2
37 31 36.06 4200 3.6 9 2KJ3501 - M BC11 - H H X1
41 28 32.78 4200 4.0 9 2KJ3501 -E BC11 -EE W1
48 24 28.11 4 200 4.6 9 2KJ3501 -E BC11 -EE V1
58 22 25.56 4200 5.1 9 2KJ3501 - E BC11 -E H U1
60 19 22.41 4200 5.8 9 2KJ3501 -E BC11 -EETI1
68 17 20.00 4200 6.5 9 2KJ3501 - H BC11 - H N Si
76 15 17.82 4200 7.3 9 2KJ3501 - H BC11 - H H R1
82 14 16.45 4 200 7.9 9 2KJ3501 - E BC11 -E HE Q1
94 12 14.40 4200 9.0 9 2KJ3501 - E BC11 -EH H P1
107 11 12.63 4 200 10 9 2KJ3501 - H BC11 - H H N1
118 9.7 11.46 4200 11 9 2KJ3501 - E BC11 -H E M1
125 9.2 10.78 4200 12 9 2KJ3501 - H BC11 -H H L1
142 8.1 9.51 4 200 14 9 2KJ3501 - H BC11 - W H K1
172 6.7 7.84 4150 11 9 2KJ3501 - H BC11 - H W H1
183 6.3 7.38 4070 12 8 2KJ3501 - H BC11 -E H G1
207 55 6.51 3900 14 9 2KJ3501 -E BC11 -EE F1
Article No. supplement
Shaft design 1,5,6,70r9 - Page 9/39
Frequency and voltage 2o0r9 = Page 10/2
Gearbox mounting type A,D,ForH = Page 9/35
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SIMOGEAR Geared Motors
Bevel geared motors

Geared motors up to 55 kW

. Selection and ordering data (continued)

Pyated ny T, i Fro fg m Article No. Order code
kW rom Nm - N - kg (Article No. supplement = below) No. of poles
24 48 42.10 1910 1.0 8 2KJ3500 - ® BE11 - H H A2 PO1
27 43 37.28 1910 1.2 8 2KJ3500 - W BE11 -H HE X1 P01
31 37 32.39 1910 1.3 8 2KJ3500 - H BE11 -EE W1 POl

B.19-LA63ME4

32 36 42.10 1910 1.4 8 2KJ3500 - H BC11 -H H A2
36 32 37.28 1910 1.6 8 2KJ3500 - E BC11 -EH HE X1
42 28 32.39 1910 1.8 8 2KJ3500 - BC11 -HE W1
46 25 29.44 1910 2.0 8 2KJ3500 - H BC11 -mm Vi
54 21 25.06 1910 2.4 8 2KJ3500 - H BC11 -H H U1
59 19 22.78 1910 2.6 8 2KJ3500 -E BC11 -EET1
68 17 19.86 1910 3.0 8 2KJ3500 - BC11 -H H S1
76 15 17.78 1910 8.8 8 2KJ3500 - H BC11 - H H R1
85 13 15.79 1910 3.7 8 2KJ3500 - H BC11 -EH HE Q1
93 12 14.57 1910 4.0 8 2KJ3500 -H BC11 -EH H P1
107 11 12.66 1910 4.7 8 2KJ3500 - H BC11 - H H N1
123 9.3 11.00 1910 54 8 2KJ3500 - E BC11 -E E M1
136 8.4 9.93 1910 5.9 8 2KJ3500 - @ BC11 -EH N L1
144 7.9 9.35 1910 6.3 8 2KJ3500 - H BC11 - H H K1
166 6.9 8.15 1910 6.8 8 2KJ3500 - H BC11 -EH E J1
172 6.7 7.87 1910 57 8 2KJ3500 - H BC11 - H W H1
193 59 6.99 1910 6.4 8 2KJ3500 -H BC11 -H H G1
209 515 6.45 1910 71 8 2KJ3500 -E BC11 -E N F1
241 4.8 5.61 1910 7.8 8 2KJ3500 - BC11 -H W E1
277 4.1 4.87 1910 8.5 8 2KJ3500 - H BC11 - N E D1
307 3.7 4.40 1910 9.1 8 2KJ3500 - H BC11 -E E C1
326 8.5 414 1910 9.4 8 2KJ3500 - H BC11 - H H B1
374 3.1 3.61 1910 10 8 2KJ3500 - H BC11 - H H A1
0.18 K.79-LA71MG6
3.5 490 244.25 14 400 1.7 35 2KJ3508 -E CD11 -H W J2 PO1
3.8 445 222.05 14 400 1.8 85 2KJ3508 - H CD11 - N H H2 PO1
4.3 395 196.59 11 300 1.5 30 2KJ3507 - H CD11 - N H H2 PO1
4.8 360 178.72 11 400 1.7 30 2KJ3507 -E CD11 -H E G2 PO1
5.6 305 152.00 11500 2.0 30 2KJ3507 -E CD11 -EH H F2 PO1
6.2 275 138.18 11 600 2.1 30 2KJ3507 -E CD11 -H H E2 PO1
4.2 405 200.25 7 940 1.0 23 2KJ3505 -E CD11 -H W J2 PO1
4.8 360 178.06 8 290 1.2 23 2KJ3505 - H CD11 - N H H2 PO1
5.4 815 156.34 8510 1.3 23 2KJ3505 -H CD11 -H H G2 PO1
6.0 285 142.13 8 600 15 23 2KJ3505 -E CD11 -EH H F2 PO1

K.49-LA63MF4
6.7 255 200.25 8 690 1.6 22 2KJ3505 - H BD11 - H W J2

Article No. supplement

Shaft design 1,5,6,70r9 - Page 9/39
Frequency and voltage 2o0r9 = Page 10/2
Gearbox mounting type A,D,ForH = Page 9/35
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SIMOGEAR Geared Motors
Bevel geared motors

Geared motors up to 55 kW

. Selection and ordering data (continued)

Pyated ny T, i Fro fg m Article No. Order code
kW rom Nm - N - kg (Article No. supplement = below) No. of poles
7.6 225 178.06 8770 1.9 22 2KJ3505 - H BD11 - H W H2
8.6 199 156.34 8850 2.1 22 2KJ3505 - H BD11 - H H G2
7.0 245 121.07 5980 0.90 16 2KJ3504 -E CD11 -EE G2 POl
7.7 220 110.06 6 080 0.99 16 2KJ3504 - E CD11 -E H F2 PO1
8.6 200 157.32 6 150 1.1 15 2KJ3504 - H BD11 - H W J2
9.7 178 139.54 6 230 1.2 15 2KJ3504 - H BD11 - H W H2
11 154 121.07 6 320 1.4 15 2KJ3504 - H BD11 - H H G2
12 140 110.06 6 370 1.6 15 2KJ3504 - H BD11 -H H F2
14 120 94.39 6 450 1.8 15 2KJ3504 - H BD11 - H H E2
16 109 85.81 6 490 2.0 15 2KJ3504 - H BD11 - H H D2
18 96 75.24 6 530 2.3 15 2KJ3504 - H BD11 - H H C2
B.39-LA71MG6
15 114 56.36 6 980 2.2 15 2KJ3502 -E CD11 -E H A2 POl
17 101 50.11 6980 2.1 15 2KJ3502 - H CD11 -H H X1 PO1
B.29-LA71MG6
18 95 46.85 4200 1.2 10 2KJ3501 -E CD11 -E E B2 POl
20 84 41.56 4 200 1.3 10 2KJ3501 - H CD11 - H H A2 PO1
24 73 36.06 4 200 15 10 2KJ3501 - H CD11 -H H X1 PO1
26 66 32.78 4 200 1.7 10 2KJ3501 -E CD11 -E E W1 POl
29 60 46.85 4200 1.8 9 2KJ3501 - H BD11 - H H B2
32 68 41.56 4200 2.1 9 2KJ3501 - H BD11 - H W A2
37 46 36.06 4200 2.4 9 2KJ3501 - H BD11 - H H X1
41 42 32.78 4 200 2.6 9 2KJ3501 - E BD11 -mE W1
48 36 28.11 4 200 &1 9 2KJ3501 -E BD11 -E E Vi
53 32 25.56 4 200 3.4 9 2KJ3501 - ® BD11 - H W U1
60 28 22.41 4200 3.9 9 2KJ3501 -E BD11 -EET1
68 26 20.00 4200 4.3 9 2KJ3501 - H BD11 - H N Si
76 23 17.82 4 200 4.8 9 2KJ3501 - ® BD11 - W H R1
82 21 16.45 4 200 5.8 9 2KJ3501 - E BD11 -H H Q1
94 18 14.40 4 200 6.0 9 2KJ3501 - ® BD11 -E H P1
107 16 12.63 4 200 6.8 9 2KJ3501 - M BD11 - H H N1
118 15 11.46 4 200 7.5 9 2KJ3501 -E BD11 -E E M1
125 14 10.78 4200 8.0 9 2KJ3501 - E BD11 -H N L1
142 12 9.51 4 200 9.1 9 2KJ3501 - H BD11 - H H K1
164 10 8.25 4 200 10 9 2KJ3501 - H BD11 -E E J1
172 10 7.84 4110 7.5 9 2KJ3501 - H BD11 - H W H1
183 9.4 7.38 4 040 8.0 9 2KJ3501 - H BD11 -H H G1
207 8.3 6.51 3880 9.0 9 2KJ3501 -E BD11 -E HE F1
239 7.2 5.65 3700 10 9 2KJ3501 - BD11 -E N E1
Article No. supplement
Shaft design 1,5,6,70r9 - Page 9/39
Frequency and voltage 2o0r9 = Page 10/2
Gearbox mounting type A,D,ForH = Page 9/35
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SIMOGEAR Geared Motors
Bevel geared motors

Geared motors up to 55 kW

. Selection and ordering data (continued)

Prated n T,
kW rpm Nm

0.18 B.29-LA63MF4

i

Fro

Article No.

(Article No. supplement = below)

Order code
No. of poles

266 6.5 5.07 3590 12 9 2KJ3501 - BD11 - H H D1
282 6.1 4.78 3520 12 9 2KJ3501 - W BD11 -H H C1
321 5.4 4.21 3 380 14 9 2KJ3501 - m BD11 - H H B1

B.19-LA71MG6

29

29.44

1910

2KJ3500

-ECD11 -HE V1

PO1

B.19-LA63MF4

32 54 42.10 1910 0.93 8 2KJ3500 - W BD11 - W W A2
36 48 37.28 1910 1.1 8 2KJ3500 - ® BD11 - H H X1
42 41 32.39 1910 1.2 8 2KJ3500 - W BD11 -m ® W1
46 38 29.44 1910 1.3 8 2KJ3500 - ® BD11 -m m Vi
54 32 25.06 1910 1.6 8 2KJ3500 - m BD11 - W W U1
59 29 22.78 1910 1.7 8 2KJ3500 -E BD11 -EE T1
68 25 19.86 1910 2.0 8 2KJ3500 - m BD11 - N W S1
76 23 17.78 1910 2.2 8 2KJ3500 - m BD11 -H H R1
85 20 15.79 1910 2.5 8 2KJ3500 - E BD11 -H E Q1
93 19 14.57 1910 2.7 8 2KJ3500 - W BD11 -H H P1
107 16 12.66 1910 3.1 8 2KJ3500 - ® BD11 - H H N1
123 14 11.00 1910 3.6 8 2KJ3500 - W BD11 -H H M1
136 13 9.93 1910 4.0 8 2KJ3500 - ® BD11 -mE W L1
144 12 9.35 1910 4.2 8 2KJ3500 - ® BD11 -H H K1
166 10 8.15 1910 4.5 8 2KJ3500 - BD11 -E E J1
172 10 7.87 1910 3.8 8 2KJ3500 - ® BD11 -H H H1
193 8.9 6.99 1910 4.3 8 2KJ3500 - m BD11 -H H G1
209 8.2 6.45 1910 4.7 8 2KJ3500 - BD11 -E E F1
241 71 561 1910 5.2 8 2KJ3500 - W BD11 - N W E1
277 6.2 4.87 1910 5.6 8 2KJ3500 - m BD11 - W H D1
307 5.6 4.40 1910 6.1 8 2KJ3500 - W BD11 -H H C1
326 5.3 4.14 1910 6.3 8 2KJ3500 - m BD11 - W W B1
374 4.6 3.61 1910 6.7 8 2KJ3500 - ® BD11 -H H A1

0.25 K.79-LA71MH6

3.5 675 244.25 14 200 1.2 37 2KJ3508 - H CE11 - H H J2 PO1
3.9 615 222.05 14 300 1.3 37 2KJ3508 -H CE11 -E E H2 POl
4.6 520 188.85 14 400 1.6 37 2KJ3508 - M CE11 -EH Em G2 Po1
5.0 475 171.69 14 400 1.7 37 2KJ3508 - H CE11 -H H F2 PO1

K.79-LA71MG4
8.5

430

244.25

14 400

1.8

35

2KJ3508

-HCD11 -H N J2

6.1
K.69-LA71MH6

390

222.05

14 400

2.1

35

2KJ3508

-H CD11 - W W H2

4.4 545 196.59 10 900 11 32 2KJ3507 - B CE11 - H W H2 PO1
4.8 495 178.72 11100 1.2 32 2KJ3507 - H CE11 -H H G2 PO1
5.7 420 152.00 11 200 1.4 32 2KJ3507 -E CE11 -EEF2 POl
6.2 380 138.18 11 300 1.6 32 2KJ3507 - H CE11 -H H E2 PO1
Article No. supplement
Shaft design 1,5,6,70r9 - Page 9/39
Frequency and voltage 2o0r9 = Page 10/2
Gearbox mounting type A,D,ForH = Page 9/35
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SIMOGEAR Geared Motors
Bevel geared motors

Geared motors up to 55 kW

. Selection and ordering data (continued)

Pyated ny T, i Fro fg m Article No. Order code
kW rom Nm - N - kg (Article No. supplement = below) No. of poles
6.9 345 196.59 11 400 1.7 30 2KJ3507 - H CD11 - H W H2
7.6 315 178.72 11 500 1.9 30 2KJ3507 - H CD11 -H H G2
4.8 490 178.06 7 270 0.85 25 2KJ3505 -H CE11 -E E H2 POl
5.5 430 156.34 7740 0.97 25 2KJ3505 -E CE11 -EE G2 Poi
6.1 395 142.13 8 020 1.1 25 2KJ3505 -E CE11 -EEF2 POl
6.7 350 200.25 8370 1.2 23 2KJ3505 - H CD11 - H W J2
7.6 315 178.06 8510 1.3 23 2KJ3505 - B CD11 - W W H2
8.6 275 156.34 8 630 1.5 23 2KJ3505 - H CD11 -H H G2
9.5 250 142.13 8 700 1.7 23 2KJ3505 - E CD11 -H H F2
11 215 121.60 8800 2.0 23 2KJ3505 - W CD11 - H W E2
12 196 110.55 8 860 2.1 23 2KJ3505 - H CD11 - H H D2
K.39-LA71MG4
9.7 245 139.54 5980 0.89 16 2KJ3504 - H CD11 - H H H2
11 210 121.07 6 110 1.0 16 2KJ3504 - H CD11 -H H G2
12 195 110.06 6170 1.1 16 2KJ3504 -E CD11 -H H F2
14 167 94.39 6270 1.3 16 2KJ3504 - H CD11 -H H E2
16 152 85.81 6 330 1.4 16 2KJ3504 - H CD11 - H H D2
18 133 75.24 6 400 1.7 16 2KJ3504 - E CD11 -E E C2
20 119 67.16 6 450 1.9 16 2KJ3504 - H CD11 - H H B2
23 106 59.85 6 500 2.1 16 2KJ3504 - H CD11 - H H A2
24 98 §5.25 6 530 2.3 16 2KJ3504 - H CD11 -H H X1
15 156 56.36 6980 1.6 17 2KJ3502 -E CE11 -EH E A2 POl
17 139 50.11 6 980 1.5 17 2KJ3502 -E CE11 -E HE X1 PO1
20 122 44.00 6980 2.0 17 2KJ3502 -E CE11 -EE W1 POl
22 111 40.00 6980 2.1 17 2KJ3502 -E CE11 -EHE V1 PO1
27 89 50.11 6 980 2.4 15 2KJ3502 - E CD11 -E HE X1
18 130 46.85 4030 0.85 12 2KJ3501 -E CE11 -EE B2 Poi
21 115 41.56 4110 0.95 12 2KJ3501 -E CE11 -H E A2 POl
24 100 36.06 4190 1.1 12 2KJ3501 - E CE11 -E HE X1 PO1
26 91 32.78 4 200 1.2 12 2KJ3501 - E CE11 -EE W1 POl
29 83 46.85 4200 1.3 10 2KJ3501 - H CD11 - H H B2
32 74 41.56 4200 1.5 10 2KJ3501 - H CD11 - H H A2
37 64 36.06 4 200 1.7 10 2KJ3501 -E CD11 -E E X1
41 58 32.78 4200 1.9 10 2KJ3501 -E CD11 -HE W1
48 50 28.11 4 200 2.2 10 2KJ3501 -E CD11 -mE V1
58 45 25.56 4200 2.4 10 2KJ3501 - E CD11 -E H U1
Article No. supplement
Shaft design 1,5,6,70r9 - Page 9/39
Frequency and voltage 2o0r9 = Page 10/2
Gearbox mounting type A,D,ForH = Page 9/35
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SIMOGEAR Geared Motors
Bevel geared motors

Geared motors up to 55 kW

. Selection and ordering data (continued)

Pyated ny T, i Fro fg m Article No. Order code
kW rom Nm - N - kg (Article No. supplement = below) No. of poles
60 40 22.41 4 200 2.8 10 2KJ3501 -E CD11 -EET1
68 35 20.00 4 200 3.1 10 2KJ3501 -E CD11 -H H S1
76 32 17.82 4 200 3.5 10 2KJ3501 - H CD11 - H H R1
82 29 16.45 4 200 3.8 10 2KJ3501 - E CD11 -E H Q1
94 26 14.40 4 200 4.3 10 2KJ3501 -E CD11 -EH H P1
107 22 12.63 4 200 4.9 10 2KJ3501 - B CD11 - H H N1
118 20 11.46 4 200 5.4 10 2KJ3501 -E CD11 -EH E M1
125 19 10.78 4 200 5.8 10 2KJ3501 - E CD11 -H H L1
142 17 9.51 4 200 6.5 10 2KJ3501 - H CD11 - W H K1
164 15 8.25 4150 7.5 10 2KJ3501 -E CD11 -E E J1
172 14 7.84 4070 54 10 2KJ3501 - H CD11 - H W H1
183 13 7.38 4000 5.7 10 2KJ3501 -E CD11 -EH H G1
207 12 6.51 3 840 6.5 10 2KJ3501 -E CD11 -E HE F1
239 10 5.65 3680 7.5 10 2KJ3501 -E CD11 -H H E1
266 9.0 5.07 3570 8.3 10 2KJ3501 - ®m CD11 - H H D1
282 8.5 4.78 3500 8.8 10 2KJ3501 - E CD11 -E HE C1
321 7.4 4.21 3 360 9.9 10 2KJ3501 - H CD11 - H H B1
370 6.5 3.65 3210 11 10 2KJ3501 - H CD11 - H H A1
42 57 32.39 1910 0.87 9 2KJ3500 - ® CD11 -m E W1
46 52 29.44 1910 0.96 9 2KJ3500 -E CD11 -EHE V1
54 44 25.06 1910 1.1 9 2KJ3500 - ® CD11 -H m U1
59 40 22.78 1910 1.2 9 2KJ3500 - CD11 -EE T1
68 85 19.86 1910 1.4 9 2KJ3500 - E CD11 -H W S1
76 31 17.78 1910 1.6 9 2KJ3500 - ® CD11 - H H R1
85 28 15.79 1910 1.8 9 2KJ3500 - CD11 -E HE Q1
93 26 14.57 1910 1.9 9 2KJ3500 - E CD11 -EH H P1
107 22 12.66 1910 2.2 9 2KJ3500 - ® CD11 - H H N1
123 20 11.00 1910 2.6 9 2KJ3500 -E CD11 -E E M1
136 18 9.93 1910 2.8 9 2KJ3500 - ® CD11 -H H L1
144 16 9.35 1910 3.0 9 2KJ3500 - ® CD11 - W H K1
166 14 8.15 1910 8.8 9 2KJ3500 -E CD11 -H H J1
172 14 7.87 1910 2.7 9 2KJ3500 - ® CD11 - W W H1
193 12 6.99 1910 3.1 9 2KJ3500 - CD11 -E H G1
209 11 6.45 1910 3.4 9 2KJ3500 - E CD11 -E H F1
241 9.9 5.61 1910 3.7 9 2KJ3500 - ® CD11 -H W E1
277 8.6 4.87 1910 41 9 2KJ3500 - H CD11 - H H D1
307 7.8 4.40 1910 4.4 9 2KJ3500 - H CD11 -E H C1
326 7.3 414 1910 4.5 € 2KJ3500 - ® CD11 - W H B1
374 6.4 3.61 1910 4.9 9 2KJ3500 - H CD11 - H H A1

0.37 K.89-LES8OMDG6E
3.9 900 231.80 18 100 1.8 62 2KJ3510 - B DC22 - W W K2 PO1
4.3 815 210.72 18 100 2.0 62 2KJ3510 - E DC22 - H H J2 PO1

Article No. supplement

Shaft design 1,5,6,70r9 = Page 9/39
Frequency and voltage 2o0r9 = Page 10/2
Gearbox mounting type A,D,ForH = Page 9/35
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SIMOGEAR Geared Motors
Bevel geared motors

Geared motors up to 55 kW

. Selection and ordering data (continued)

Pyated ny T, i Fro fg m Article No. Order code
kW rom Nm - N - kg (Article No. supplement = below) No. of poles

3.7 945 244.25 13 700 0.86 39 2KJ3508 - E DC22 -H H J2 PO1

4.1 860 222.05 13800 0.95 39 2KJ3508 -E DC22 -E E H2 Po1

4.8 730 188.85 14 100 1.1 39 2KJ3508 -E DC22 -EHE G2 POl

5.3 665 171.69 14 200 1.2 39 2KJ3508 -E DC22 -H H F2 PO1

5.6 630 244.25 14 300 1.3 37 2KJ3508 - M CE11 -H N J2

6.2 570 222.05 14 400 1.4 37 2KJ3508 - B CE11 - H W H2

7.3 485 188.85 14 400 1.7 37 2KJ3508 - M CE11 -H H G2

8.0 440 171.69 14 400 1.9 37 2KJ3508 - H CE11 -E H F2

8.9 395 153.18 14 400 2.1 37 2KJ3508 - W CE11 -H H E2

K.69-LES8OMDG6E

5.1 690 178.72 10 300 0.86 34 2KJ3507 -E DC22 -H E G2 PO1
6.0 590 152.00 10 800 1.0 34 2KJ3507 -E DC22 -EH H F2 PO1
6.6 535 138.18 11000 11 34 2KJ3507 -E DC22 -H H E2 PO1
K.69-LA71MH4
7.0 505 196.59 11 000 1.2 32 2KJ3507 - H CE11 - H H H2
7.7 460 178.72 11100 1.3 32 2KJ3507 - H CE11 -H N G2
9.0 390 152.00 11 300 15 32 2KJ3507 -EH CE11 -EH E F2
9.9 355 138.18 11 400 1.7 32 2KJ3507 - H CE11 -H H E2
11 315 123.29 11500 1.9 32 2KJ3507 - H CE11 - H H D2
12 285 110.55 11 600 2.1 32 2KJ3507 -H CE11 -EH E C2
6.8 515 200.25 7 080 0.81 25 2KJ3505 - H CE11 -H E J2
7.7 455 178.06 7 550 0.91 25 2KJ3505 - H CE11 - H H H2
8.8 400 156.34 7 980 1.0 25 2KJ3505 -H CE11 -H E G2
9.6 365 142.13 8 250 1.1 25 2KJ3505 -H CE11 -EH E F2
11 310 121.60 8 530 1.3 25 2KJ3505 -H CE11 -EH H E2
12 285 110.55 8 600 15 25 2KJ3505 - H CE11 - H H D2
14 250 97.71 8 700 1.7 25 2KJ3505 -H CE11 -EH E C2
15 225 88.83 8770 1.8 25 2KJ3505 - H CE11 -H H B2
18 200 77.81 8 820 2.1 25 2KJ3505 - H CE11 - H H A2
19 185 71.82 8 670 2.3 25 2KJ3505 -EH CE11 -EE X1
15 230 59.28 11 500 2.0 25 2KJ3503 -E DC22 -EH E C2 PO1
17 205 53.89 11 500 2.2 25 2KJ3503 -E DC22 - N E B2 PO1
15 240 94.39 6 000 0.90 17 2KJ3504 - H CE11 -H N E2
16 220 85.81 6 080 0.99 17 2KJ3504 - H CE11 - H E D2
18 194 75.24 6 170 1.1 17 2KJ3504 -H CE11 -EH HE C2
20 173 67.16 6 250 1.3 17 2KJ3504 - H CE11 -H E B2
23 154 59.85 6 320 1.4 17 2KJ3504 -H CE11 -H HE A2
25 143 55.25 6 360 15 17 2KJ3504 -E CE11 -EHHE X1

Article No. supplement

Shaft design 1,5,6,70r9 - Page 9/39
Frequency and voltage 20r9 = Page 10/2
Gearbox mounting type A,D,ForH = Page 9/35

5/10 Siemens MD 50.1 - 2014



© Siemens AG 2014

SIMOGEAR Geared Motors
Bevel geared motors

Geared motors up to 55 kW

. Selection and ordering data (continued)

Prated n T,
kW rpm Nm

0.37 K.39-LA71MH4

i

Fro

Article No.

(Article No. supplement = below)

Order code
No. of poles

28 125 48.37 6 430 1.8 17 2KJ3504 -E CE11 -mE W1
32 109 42.41 6 490 2.0 17 2KJ3504 -E CE11 -EE V1
36 99 38.47 6 530 2.2 17 2KJ3504 -E CE11 -EE U1
38 93 36.21 6 530 2.4 17 2KJ3504 -E CE11 -EETI1
43 82 31.92 6470 2.7 17 2KJ3504 - H CE11 - H N Si
18 195 50.11 6980 1.1 20 2KJ3502 -E DC22 -E E X1 PO1
21 171 44.00 6980 1.5 20 2KJ3502 -E DC22 -EH E W1 POl
23 155 40.00 6980 15 20 2KJ3502 - E DC22 -m H Vi PO1
24 145 56.36 6 980 1.7 17 2KJ3502 - H CE11 - H H A2
27 129 50.11 6980 1.6 17 2KJ3502 -E CE11 -E E X1
31 113 44.00 6980 2.2 17 2KJ3502 -E CE11 -HmE W1
34 103 40.00 6980 2.2 17 2KJ3502 - M CE11 -E E Vi
28 127 32.78 4 050 0.86 15 2KJ3501 -E DC22 -E E W1 Poi
29 121 46.85 4080 0.91 12 2KJ3501 - H CE11 - H H B2
33 107 41.56 4150 1.0 12 2KJ3501 - H CE11 - H H A2
38 93 36.06 4 200 1.2 12 2KJ3501 - H CE11 -H HE X1
42 84 32.78 4 200 1.3 12 2KJ3501 -E CE11 -mE W1
49 72 28.11 4200 1.5 12 2KJ3501 -E CE11 -H E Vi
54 66 25.56 4200 1.7 12 2KJ3501 -E CE11 -EE U1
61 58 22.41 4 200 1.9 12 2KJ3501 -E CE11 -EETI1
68 52 20.00 4200 2.1 12 2KJ3501 - E CE11 -H H S1
77 46 17.82 4 200 2.4 12 2KJ3501 - ® CE11 - H H R1
83 42 16.45 4200 2.6 12 2KJ3501 -E CE11 -E HE Q1
95 37 14.40 4200 3.0 12 2KJ3501 - H CE11 -H H P1
108 €8 12.63 4 200 3.4 12 2KJ3501 - W CE11 - H H N1
120 30 11.46 4200 3.7 12 2KJ3501 -E CE11 -EE M
127 28 10.78 4 200 4.0 12 2KJ3501 - CE11 -E H L1
144 24 9.51 4200 4.5 12 2KJ3501 - H CE11 - H H K1
166 21 8.25 4070 5.2 12 2KJ3501 - E CE11 -E E J1
175 20 7.84 3990 3.7 12 2KJ3501 - ® CE11 - H H H1
186 19 7.38 3920 3.9 12 2KJ3501 - E CE11 -E H G1
210 17 6.51 3770 45 12 2KJ3501 -E CE11 -EEF1
242 15 5.65 3610 5.1 12 2KJ3501 - H CE11 -H N E1
270 13 5.07 3510 5.7 12 2KJ3501 - H CE11 - H H D1
287 12 4.78 3450 6.0 12 2KJ3501 -E CE11 -EEC1
325 11 4.21 3310 6.8 12 2KJ3501 - H CE11 - H H B1
Blo) 9.4 3.65 3170 7.8 12 2KJ3501 - B CE11 - H H A1
60 59 22.78 1910 0.85 10 2KJ3500 - H CE11 -EETI1
Article No. supplement
Shaft design 1,5,6,70r9 = Page 9/39
Frequency and voltage 2o0r9 = Page 10/2
Gearbox mounting type A,D,ForH = Page 9/35
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SIMOGEAR Geared Motors
Bevel geared motors

Geared motors up to 55 kW

. Selection and ordering data (continued)

Pyated ny T, i Fro fg m Article No. Order code
kW rom Nm - N - kg (Article No. supplement = below) No. of poles
69 51 19.86 1910 0.98 10 2KJ3500 - ® CE11 -E N S1
77 46 17.78 1910 11 10 2KJ3500 - B CE11 - H H R1
87 41 15.79 1910 1.2 10 2KJ3500 - M CE11 -E HE Q1
94 38 14.57 1910 1.3 10 2KJ3500 - M CE11 -E HE P1
108 33 12.66 1910 15 10 2KJ3500 - ® CE11 - H H N1
125 28 11.00 1910 1.8 10 2KJ3500 - M CE11 -mE M
138 26 9.93 1910 2.0 10 2KJ3500 - ® CE11 -H H L1
147 24 9.35 1910 2.1 10 2KJ3500 - ® CE11 - H H K1
168 21 8.15 1910 2.2 10 2KJ3500 - M CE11 -mE J1
174 20 7.87 1910 1.9 10 2KJ3500 - W CE11 - H H H1
196 18 6.99 1910 2.1 10 2KJ3500 - M CE11 -E H G1
212 17 6.45 1910 2.8 10 2KJ3500 - B CE11 -E HE F1
244 14 5.61 1910 2.6 10 2KJ3500 - ® CE11 -H N E1
281 13 4.87 1910 2.8 10 2KJ3500 - ® CE11 - H H D1
311 11 4.40 1910 3.0 10 2KJ3500 - H CE11 -E HE C1
331 11 4.14 1910 3.1 10 2KJ3500 - ® CE11 - Hm H B1
380 9.3 3.61 1910 3.3 10 2KJ3500 - W CE11 - H H A1
0.55 K.89-LES8OMK6E
3.9 1360 231.80 18 100 1.2 62 2KJ3510 - E DF22 -E E K2 PoO1
4.2 1230 210.72 18 100 1.3 62 2KJ3510 - M DF22 - H H J2 PO1
4.7 1100 189.01 18 100 1.4 62 2KJ3510 - E DF22 -E E H2 PoO1
5.3 995 169.94 18 100 1.6 62 2KJ3510 -E DF22 -EE G2 Po1
5.8 900 153.70 18 100 1.8 62 2KJ3510 -E DF22 -EEF2 POl
6.2 845 231.80 18 100 1.9 60 2KJ3510 - H DB21 - H W K2
6.8 765 210.72 18 100 2.1 60 2KJ3510 - H DB21 - H N J2
52 1000 171.69 13 600 0.81 40 2KJ3508 -E DF22 -EEF2 POl
5.9 890 244.25 13800 0.92 38 2KJ3508 - E DB21 -H H J2
6.5 810 222.05 13900 1.0 38 2KJ3508 - W DB21 - H W H2
7.6 685 188.85 14 200 1.2 38 2KJ3508 - W DB21 - H N G2
8.4 625 171.69 14 300 118 38 2KJ3508 -E DB21 -H H F2
9.4 555 153.18 14 400 1.5 38 2KJ3508 - m DB21 - H W E2
10 500 137.35 14 400 1.6 38 2KJ3508 - W DB21 - H W D2
12 450 123.80 14 400 1.8 38 2KJ3508 - H DB21 -H N C2
13 415 114.28 14 400 2.0 38 2KJ3508 - M DB21 - W H B2
14 380 104.32 14 400 2.2 38 2KJ3508 - H DB21 - H H A2
7.3 715 196.59 10 100 0.84 33 2KJ3507 - M DB21 - W W H2
8.1 650 178.72 10 500 0.92 88 2KJ3507 - H DB21 - H H G2
9.5 550 152.00 10 900 1.1 88 2KJ3507 - DB21 -H H F2
10 500 138.18 11 000 1.2 33 2KJ3507 - E DB21 - H N E2

Article No. supplement

Shaft design 1,5,6,70r9 = Page 9/39
Frequency and voltage 2o0r9 = Page 10/2
Gearbox mounting type A,D,ForH = Page 9/35
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SIMOGEAR Geared Motors
Bevel geared motors

Geared motors up to 55 kW

. Selection and ordering data (continued)

Prated n T,
kW rpm Nm

0.55 K.69-LES8OMB4

i

Fro

Article No.

(Article No. supplement = below)

Order code
No. of poles

12 450 123.29 11 200 1.3 33 2KJ3507 - W DB21 - W W D2
13 400 110.55 11 300 1.5 33 2KJ3507 - H DB21 - H H C2
14 360 99.64 11 400 1.7 33 2KJ3507 - W DB21 - H W B2
16 335 91.98 11 400 1.8 33 2KJ3507 - W DB21 - H W A2
17 305 83.96 11 500 2.0 33 2KJ3507 - H DB21 - H H X1
21 250 69.67 11 600 2.4 33 2KJ3507 - E DB21 -mH E W1

K.49-LESOMB4

10 515 142.13 7 080 0.81 26 2KJ3505 - H DB21 - H H F2
12 440 121.60 7670 0.95 26 2KJ3505 - W DB21 - W W E2
13 400 110.55 7980 1.0 26 2KJ3505 - H DB21 - H H D2
15 355 97.71 8 250 1.2 26 2KJ3505 - W DB21 - M W C2
16 320 88.83 8 180 1.3 26 2KJ3505 - W DB21 - H W B2
19 280 77.81 8 030 1.5 26 2KJ3505 - H DB21 - H H A2
20 260 71.82 7910 1.6 26 2KJ3505 - W DB21 - H H X1
23 230 63.59 7750 1.8 26 2KJ3505 - E DB21 -H H W1
27 193 52.93 7 470 2.2 26 2KJ3505 - H DB21 -H H Vi
29 182 49.82 7 380 2.3 26 2KJ3505 - W DB21 -H H U1

B.49-LESOMKG6E

15 345 59.28 11 400 1.3 26 2KJ3503 -E DF22 -EE C2 POt
17 315 53.89 11 500 1.4 26 2KJ3503 -E DF22 -E E B2 POl
20 265 45.83 11 500 1.7 26 2KJ3503 -E DF22 -E H A2 Po1
21 245 41.67 11 400 1.8 26 2KJ3503 - W DF22 - H E X1 PO1

B.49-LESOMB4
24

215

59.28

11100

2.1

24

2KJ3503

-H DB21 -H HE C2

27
K.39-LES8OMB4

197

53.89

10 800

2.3

24

2KJ3503

- H DB21 - H H B2

19 270 75.24 5890 0.8 20 2KJ3504 -E DB21 -H H C2

21 245 67.16 5980 0.9 20 2KJ3504 - H DB21 - H H B2

24 215 59.85 6 100 1.0 20 2KJ3504 - H DB21 - H H A2

26 200 55.25 6 150 1.1 20 2KJ3504 -E DB21 - H H X1

30 176 48.37 6 240 1.2 20 2KJ3504 -E DB21 -E E W1

34 155 42.41 6 320 1.4 20 2KJ3504 -E DB21 -EE Vi

37 140 38.47 6280 1.6 20 2KJ3504 - H DB21 - H H U1

40 132 36.21 6210 1.7 20 2KJ3504 -E DB21 -EET1

45 116 31.92 6 050 1.9 20 2KJ3504 -E DB21 -H N S1

52 101 27.70 5850 2.2 20 2KJ3504 - E DB21 -H H R1

54 98 26.89 5810 2.2 20 2KJ3504 - H DB21 - H H Q1

60 87 23.97 5 660 2.5 20 2KJ3504 -E DB21 -H H P1

65 81 22.12 5550 2.7 20 2KJ3504 - E DB21 - H H N1

74 71 19.37 5 360 3.1 20 2KJ3504 -E DB21 -EE M1

20 255 44.00 6980 0.97 21 2KJ3502 -E DF22 -E E W1 POl

22 235 40.00 6980 0.98 21 2KJ3502 - H DF22 -m H Vi PO1
Article No. supplement
Shaft design 1,5,6,70r9 = Page 9/39
Frequency and voltage 2o0r9 = Page 10/2
Gearbox mounting type A,D,ForH = Page 9/35
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SIMOGEAR Geared Motors
Bevel geared motors

Geared motors up to 55 kW

. Selection and ordering data (continued)

Pyated ny T, i Fro fg m Article No. Order code
kW rom Nm - N - kg (Article No. supplement = below) No. of poles
29 183 50.11 6 980 1.1 19 2KJ3502 -E DB21 -H HE X1

33 160 44.00 6 980 1.6 19 2KJ3502 -E DB21 -EE W1
36 146 40.00 6980 1.6 19 2KJ3502 -E DB21 -EHE Vi
42 125 34.22 6 980 2.0 19 2KJ3502 - DB21 - H H U1
46 113 31.11 6 980 2.2 19 2KJ3502 -E DB21 -EHET1
52 100 27.50 6980 2.5 19 2KJ3502 - DB21 -H N S1
58 91 25.00 6 980 2.7 19 2KJ3502 - H DB21 - H H R1
66 80 21.90 6 980 3.1 19 2KJ3502 -E DB21 -EH HE Q1
40 132 36.06 4020 0.84 14 2KJ3501 - EH DB21 - H H X1
44 120 32.78 4080 0.92 14 2KJ3501 -E DB21 -EHE W1
51 103 28.11 4170 1.1 14 2KJ3501 -E DB21 -EE Vi
56 93 25.56 4 200 1.2 14 2KJ3501 - m DB21 - H H U1
64 82 22.41 4 200 1.3 14 2KJ3501 -E DB21 -E N T1
72 73 20.00 4 200 1.5 14 2KJ3501 -E DB21 -H N S1
81 65 17.82 4 200 1.7 14 2KJ3501 - m DB21 - H H R1
88 60 16.45 4 200 1.8 14 2KJ3501 -E DB21 -E HE Q1
100 52 14.40 4 200 2.1 14 2KJ3501 -E DB21 -H H P1
114 46 12.63 4 200 2.4 14 2KJ3501 - m DB21 - H H N1
126 42 11.46 4 200 2.6 14 2KJ3501 -E DB21 -EE M1
134 39 10.78 4 200 2.8 14 2KJ3501 -E DB21 -H H L1
151 86 9.51 4070 3.2 14 2KJ3501 - ® DB21 - W H K1
175 30 8.25 3920 3.7 14 2KJ3501 - E DB21 -H H J1
184 29 7.84 3830 2.6 14 2KJ3501 - m DB21 - W W H1
195 27 7.38 3770 2.8 14 2KJ3501 - E DB21 -H H G1
221 24 6.51 3 630 3.2 14 2KJ3501 -E DB21 -H H Fi
255 21 5.65 3480 3.6 14 2KJ3501 -E DB21 -H N E1
284 18 5.07 3410 4.0 14 2KJ3501 - H DB21 - H H D1
301 17 4.78 3 340 4.2 14 2KJ3501 -E DB21 -H H C1
342 15 4.21 3220 4.8 14 2KJ3501 - m DB21 - N W B1
91 58 15.79 1910 0.87 12 2KJ3500 - E DB21 -H H Q1
99 68 14.57 1910 0.94 12 2KJ3500 - m DB21 -H H P1
114 46 12.66 1910 1.1 12 2KJ3500 - H DB21 - H H N1
131 40 11.00 1910 1.2 12 2KJ3500 - DB21 -E E M1
145 36 9.93 1910 1.4 12 2KJ3500 - m DB21 - W W L1
154 34 9.35 1910 1.5 12 2KJ3500 - H DB21 - H H K1
177 30 8.15 1910 1.6 12 2KJ3500 - E DB21 -H H J1
183 29 7.87 1910 1.3 12 2KJ3500 - ® DB21 - W W H1
206 26 6.99 1910 1.5 12 2KJ3500 - H DB21 - H H G1
223 24 6.45 1910 1.7 12 2KJ3500 - m DB21 -H N F1
257 20 5.61 1910 1.8 12 2KJ3500 - E DB21 -H H E1
296 18 4.87 1910 2.0 12 2KJ3500 - H DB21 - H H D1

Article No. supplement

Shaft design 1,5,6,70r9 - Page 9/39
Frequency and voltage 2o0r9 = Page 10/2
Gearbox mounting type A,D,ForH = Page 9/35
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SIMOGEAR Geared Motors
Bevel geared motors

Geared motors up to 55 kW

. Selection and ordering data (continued)

Pyated ny T, i Fro fg m Article No. Order code
kW rom Nm - N - kg (Article No. supplement = below) No. of poles
327 16 4.40 1910 2.1 12 2KJ3500 - m DB21 -H H C1
348 15 414 1910 2.2 12 2KJ3500 - ® DB21 - W H B1
399 13 3.61 1910 2.4 12 2KJ3500 - H DB21 -H H A1
0.75 K.109-LE9OSH6E
4.3 1670 216.65 24 500 1.7 102 2KJ3511 - H EC22 - H W H2 PO1
4.7 1510 195.60 24 500 1.9 102 2KJ3511 -E EC22 -EE G2 POl
5.2 1370 177.43 24 500 2.1 102 2KJ3511 - B EC22 -H H F2 PO1
4.0 1790 231.80 18 100 0.89 65 2KJ3510 - W EC22 - W H K2 PO1
4.4 1630 210.72 18 100 0.98 65 2KJ3510 - M EC22 -EHE J2 POl
4.9 1460 189.01 18 100 11 65 2KJ3510 - H EC22 - H H H2 PO1
5.4 1310 169.94 18 100 1.2 65 2KJ3510 - M EC22 -EE G2 Po1
6.2 1150 231.80 18 100 1.4 62 2KJ3510 - W DE22 - H W K2
6.8 1040 210.72 18 100 1.5 62 2KJ3510 - B DE22 - H N J2
7.6 940 189.01 18 100 1.7 62 2KJ3510 - W DE22 - W W H2
8.5 845 169.94 18 100 1.9 62 2KJ3510 - W DE22 - H N G2
9.4 760 153.70 18 100 2.1 62 2KJ3510 - W DE22 -H H F2
7.6 935 188.85 13700 0.87 40 2KJ3508 - M DE22 - H H G2
8.4 850 171.69 13900 0.96 40 2KJ3508 - W DE22 - H H F2
9.4 760 153.18 14 000 1.1 40 2KJ3508 - W DE22 - H W E2
10 680 137.35 14 200 1.2 40 2KJ3508 - W DE22 - H H D2
12 615 123.80 14 300 1.3 40 2KJ3508 - H DE22 -H H C2
13 565 114.28 14 400 1.4 40 2KJ3508 - W DE22 - H W B2
14 515 104.32 14 400 1.6 40 2KJ3508 - W DE22 - H H A2
17 430 86.56 14 400 1.9 40 2KJ3508 - W DE22 -EH HE X1
18 405 81.47 14 400 2.0 40 2KJ3508 - W DE22 -H EH W1
19 380 76.94 14 400 2.1 40 2KJ3508 - W DE22 -H H Vi
10 685 138.18 10 300 0.87 88 2KJ3507 - W DE22 - H W E2
12 610 123.29 10 800 0.98 85) 2KJ3507 - H DE22 - H H D2
13 550 110.55 10 900 1.1 35 2KJ3507 - M DE22 -H E C2
14 495 99.64 11 100 1.2 85) 2KJ3507 - H DE22 - H H B2
16 455 91.98 11200 1.3 85 2KJ3507 - W DE22 - H W A2
17 415 83.96 11200 1.4 88 2KJ3507 - W DE22 -H H X1
21 345 69.67 11 100 1.7 35 2KJ3507 -E DE22 -E E W1
22 325 65.57 11 000 1.8 35 2KJ3507 -E DE22 -EE V1
23 305 61.93 10900 1.9 35 2KJ3507 - W DE22 -H H U1
27 260 52.69 10 500 2.3 35 2KJ3507 -E DE22 -EET1

K.49-LES8OMH4E
15 485 97.71 7 240 0.86 28 2KJ3505 - W DE22 - W H C2

Article No. supplement
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Frequency and voltage 2o0r9 = Page 10/2
Gearbox mounting type A,D,ForH - Page 9/35
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SIMOGEAR Geared Motors
Bevel geared motors

Geared motors up to 55 kW

. Selection and ordering data (continued)

Pyated ny T, i Fro fg m Article No. Order code
kW rom Nm - N - kg (Article No. supplement = below) No. of poles
16 440 88.83 7 240 0.95 28 2KJ3505 - W DE22 - H H B2
19 385 77.81 7210 1.1 28 2KJ3505 - W DE22 - H N A2
20 355 71.82 7170 1.2 28 2KJ3505 - E DE22 -E HE X1
23 315 63.59 7 090 1.3 28 2KJ3505 - H DE22 -E B W1
27 260 52.93 6 950 1.6 28 2KJ3505 -E DE22 -E HE Vi
29 245 49.82 6 890 1.7 28 2KJ3505 - W DE22 - H H U1
32 220 44.63 6770 1.9 28 2KJ3505 - M DE22 -EHE T1
38 189 38.00 6 570 2.2 28 2KJ3505 - M DE22 -H H S1
44 162 32.57 6 370 2.6 28 2KJ3505 - W DE22 - H H R1

B.49-LE90SH6E

16 455 59.28 11 200 0.98 29 2KJ3503 - W EC22 -EEC2 POl

17 415 53.89 11 200 1.1 29 2KJ3503 - E EC22 -EE B2 Poi

20 866 45.83 10 900 1.3 29 2KJ3503 - W EC22 -EH N A2 PO1

22 320 41.67 10 700 1.4 29 2KJ3503 - E EC22 -E HE X1 PO1

B.49-LES8OMH4E

24 295 59.28 10 500 1.5 26 2KJ3503 - M DE22 -H E C2

27 265 53.89 10 300 1.7 26 2KJ3503 - W DE22 - H H B2

31 225 45.83 10 000 2.0 26 2KJ3503 - W DE22 - H H A2

85 205 41.67 9780 2.2 26 2KJ3503 - W DE22 - H H X1

39 185 37.18 9500 2.4 26 2KJ3503 - W DE22 -H H W1

43 166 33.33 9240 2.7 26 2KJ3503 - M DE22 -m E Vi

26 275 §5.25 5870 0.80 22 2KJ3504 - W DE22 - H H X1

30 240 48.37 5980 0.91 22 2KJ3504 - H DE22 -H E W1

34 210 42.41 5900 1.0 22 2KJ3504 -E DE22 -m E Vi

37 191 38.47 5820 1.1 22 2KJ3504 - H DE22 - H H U1

40 180 36.21 5770 1.2 22 2KJ3504 -E DE22 -EETI1

45 159 31.92 5 660 1.4 22 2KJ3504 - W DE22 - H N Si

52 138 27.70 5520 1.6 22 2KJ3504 - H DE22 - H H R1

54 134 26.89 5490 1.6 22 2KJ3504 - E DE22 -E E Q1

60 119 23.97 5370 1.8 22 2KJ3504 - E DE22 -H H P1

65 110 2212 5280 2.0 22 2KJ3504 - B DE22 - H H N1

74 96 19.37 5140 2.3 22 2KJ3504 - E DE22 -H E M1

85 84 16.98 4990 2.6 22 2KJ3504 - E DE22 -H N L1

93 77 15.41 4870 2.9 22 2KJ3504 - W DE22 - H H K1

99 72 14.50 4800 3.1 22 2KJ3504 - W DE22 -H E J1

113 64 12.78 4 650 85 22 2KJ3504 - W DE22 - H H H1

143 50 10.04 4 300 3.7 22 2KJ3504 - E DE22 -E HE F1

29 245 50.11 6 980 0.84 21 2KJ3502 - M DE22 -H H X1

88 215 44.00 6980 1.1 21 2KJ3502 - M DE22 -mE W1

36 199 40.00 6980 1.2 21 2KJ3502 - W DE22 -H H Vi
Article No. supplement
Shaft design 1,5,6,70r9 = Page 9/39
Frequency and voltage 2o0r9 = Page 10/2
Gearbox mounting type A,D,ForH = Page 9/35
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SIMOGEAR Geared Motors

Bevel geared motors

Geared motors up to 55 kW

. Selection and ordering data (continued)

Pyated ny T, i Fro fg m Article No. Order code
kW rom Nm - N - kg (Article No. supplement = below) No. of poles
42 170 34.22 6 980 1.5 21 2KJ3502 - W DE22 - H H U1
46 155 31.11 6980 1.6 21 2KJ3502 -E DE22 -EET1
52 137 27.50 6 980 1.8 21 2KJ3502 - H DE22 -H N S1
58 124 25.00 6980 2.0 21 2KJ3502 - ® DE22 - H N R1
66 109 21.90 6 980 2.3 21 2KJ3502 - H DE22 - H H Q1
71 101 20.21 6 980 2.5 21 2KJ3502 - E DE22 -E H P1
80 89 17.90 6 980 2.8 21 2KJ3502 - W DE22 - H H N1
97 74 14.90 6 980 3.4 21 2KJ3502 - E DE22 -E E M1
56 127 25.56 4 050 0.87 16 2KJ3501 - ® DE22 - H H U1
64 111 22.41 4130 0.99 16 2KJ3501 -E DE22 -EET1
72 100 20.00 4190 1.1 16 2KJ3501 - M DE22 -H N S1
81 89 17.82 4 200 1.2 16 2KJ3501 - M DE22 - H H R1
88 82 16.45 4200 1.3 16 2KJ3501 - H DE22 - H H Q1
100 72 14.40 4 200 15 16 2KJ3501 - E DE22 -H HE P1
114 63 12.63 4200 1.8 16 2KJ3501 - W DE22 - H H N1
126 57 11.46 4150 1.9 16 2KJ3501 - DE22 -E E M1
134 54 10.78 4 090 2.1 16 2KJ3501 - E DE22 -H N L1
151 47 9.51 3960 2.8 16 2KJ3501 - B DE22 - H H K1
175 41 8.25 3820 2.7 16 2KJ3501 - W DE22 -H N J1
184 39 7.84 3730 1.9 16 2KJ3501 - B DE22 - H H H1
195 37 7.38 3 660 2.0 16 2KJ3501 - W DE22 -H H Gi
221 32 6.51 3550 2.3 16 2KJ3501 -E DE22 -E H F1
255 28 5.65 3410 2.7 16 2KJ3501 - E DE22 -E N E1
284 25 5.07 3350 2.9 16 2KJ3501 - W DE22 - H H D1
301 24 4.78 3280 3.1 16 2KJ3501 - M DE22 -H HE C1
342 21 4.21 3170 8 16 2KJ3501 - M DE22 -H N B1
395 18 3.65 3 040 4.0 16 2KJ3501 - H DE22 - H H A1
131 55 11.00 1910 0.91 14 2KJ3500 - @ DE22 -E E M1
145 49 9.93 1910 1.0 14 2KJ3500 - W DE22 - W W L1
154 46 9.35 1910 11 14 2KJ3500 - W DE22 - H H K1
177 40 8.15 1910 1.2 14 2KJ3500 - W DE22 -E E J1
183 39 7.87 1910 0.97 14 2KJ3500 - M DE22 - H H H1
206 35 6.99 1910 1.1 14 2KJ3500 - B DE22 - H H G1
223 32 6.45 1910 1.2 14 2KJ3500 - ®M DE22 -E H F1
257 28 5.61 1910 118 14 2KJ3500 - W DE22 -H MW E1
296 24 4.87 1910 1.4 14 2KJ3500 - W DE22 - H H D1
327 22 4.40 1910 1.6 14 2KJ3500 - W DE22 -H H C1
348 21 414 1910 1.6 14 2KJ3500 - H DE22 - H H B1
399 18 3.61 1910 1.7 14 2KJ3500 - W DE22 -H N A1
Article No. supplement
Shaft design 1,5,6,70r9 - Page 9/39
Frequency and voltage 2o0r9 = Page 10/2
Gearbox mounting type A,D,ForH = Page 9/35
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SIMOGEAR Geared Motors
Bevel geared motors

Geared motors up to 55 kW

. Selection and ordering data (continued)

Pyated ny T, i Fro fg m Article No. Order code
kW rom Nm - N - kg (Article No. supplement = below) No. of poles
1.1 K.129-LE9OLLB6E

41 2 560 228.30 40 000 1.7 156 2KJ3512 - H EP22 -H H J2 PO1

4.4 2 360 210.74 40 000 1.9 156 2KJ3512 - H EP22 -E E H2 PO1

4.8 2180 194.04 40 000 2.0 156 2KJ3512 - H EP22 - H H G2 PO1

4.3 2430 216.65 24 500 1.2 105 2KJ3511 - H EP22 - H H H2 PO1

4.8 2190 195.60 24 500 1.3 105 2KJ3511 -E EP22 -EE G2 POl

5.3 1990 177.43 24 500 1.5 105 2KJ3511 - H EP22 -H H F2 PO1

5.7 1840 163.78 24 500 1.6 105 2KJ3511 -E EP22 -EEE2 PO1

6.3 1670 148.88 24 500 1.7 105 2KJ3511 - H EP22 - H H D2 PO1

K.109-LE90SG4E

6.6 1590 216.65 24 500 1.8 101 2KJ3511 - W EK22 - H H H2
7.3 1440 195.60 24 500 2.0 101 2KJ3511 - H EK22 -H E G2
K.89-LE9OLLB6E
55 1900 169.94 18 100 0.84 68 2KJ3510 - M EP22 - H E G2 PO1
K.89-LE90SG4E

6.1 1700 231.80 18 100 0.94 64 2KJ3510 - B EK22 - H H K2
6.8 1550 210.72 18 100 1.0 64 2KJ3510 - H EK22 -H E J2
7.5 1390 189.01 18 100 11 64 2KJ3510 - B EK22 - H H H2
8.4 1250 169.94 18 100 1.3 64 2KJ3510 - H EK22 -H E G2
9.3 1130 153.70 18 100 14 64 2KJ3510 - H EK22 -E E F2
10 1040 141.88 18 100 1.5 64 2KJ3510 - H EK22 -H E E2
11 955 129.96 18 100 1.7 64 2KJ3510 - H EK22 - H E D2
13 800 109.04 18 100 2.0 64 2KJ3510 - M EK22 -HEH HE C2
14 755 102.63 18 100 21 64 2KJ3510 - H EK22 - H E B2
10 1010 137.35 13 600 0.81 42 2KJ3508 - W EK22 - H H D2
12 840 114.28 13 900 0.97 42 2KJ3508 - M EK22 - H H B2
12 910 123.80 13 700 0.90 42 2KJ3508 - H EK22 -H E C2
14 765 104.32 14 000 11 42 2KJ3508 - W EK22 -H H A2
16 635 86.56 14 300 1.3 42 2KJ3508 -H EK22 -EH E X1
17 600 81.47 14 400 1.4 42 2KJ3508 - EK22 -m E W1
19 565 76.94 14 400 1.4 42 2KJ3508 - H EK22 -E E Vi
22 480 65.47 14 400 1.7 42 2KJ3508 - W EK22 - H H U1
25 410 56.08 14 400 2.0 42 2KJ3508 -BM EK22 -EET1
29 360 49.31 14 400 2.3 42 2KJ3508 - H EK22 -H E S1
34 305 41.60 14 400 2.6 42 2KJ3508 - B EK22 - H H R1
14 735 99.64 9990 0.82 37 2KJ3507 - H EK22 - H H B2
15 675 91.98 10 100 0.88 37 2KJ3507 - H EK22 -H H A2
17 615 83.96 10 100 0.97 37 2KJ3507 -E EK22 -EE X1
20 510 69.67 10 000 1.2 37 2KJ3507 -H EK22 -E E Wi
22 480 65.57 9 960 1.2 37 2KJ3507 -H EK22 -mE V1

Article No. supplement

Shaft design 1,5,6,70r9 = Page 9/39
Frequency and voltage 2o0r9 = Page 10/2
Gearbox mounting type A,D,ForH = Page 9/35
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SIMOGEAR Geared Motors
Bevel geared motors

Geared motors up to 55 kW

. Selection and ordering data (continued)

Pyated ny T, i Fro fg m Article No. Order code
kW rom Nm - N - kg (Article No. supplement = below) No. of poles

23 455 61.93 9890 1.3 37 2KJ3507 - H EK22 - H E U1

27 385 52.69 9700 1.5 37 2KJ3507 - M EK22 -EET1

32 330 45.14 9470 1.8 37 2KJ3507 - H EK22 -H N S1

36 290 39.69 9 260 2.1 37 2KJ3507 - W EK22 -E ER1

43 245 33.48 8 950 2.3 37 2KJ3507 - M EK22 -EH HE Q1

49 215 29.18 8 690 2.6 37 2KJ3507 - W EK22 -H N P1

22 465 63.59 5960 0.9 30 2KJ3505 - W EK22 -m E W1

27 390 52.93 5970 1.1 30 2KJ3505 - E EK22 -EE Vi

29 365 49.82 5980 1.1 30 2KJ3505 - M EK22 - H m U1

32 325 44.63 5980 1.3 30 2KJ3505 - M EK22 -EET1

38 280 38.00 5890 15 30 2KJ3505 - W EK22 -H H S1

44 240 32.57 5790 1.7 30 2KJ3505 - W EK22 -E H R1

51 205 28.05 5690 2.0 30 2KJ3505 - W EK22 - H H Q1

54 194 26.30 5620 2.2 30 2KJ3505 - W EK22 -H H P1

61 172 23.28 5510 2.4 30 2KJ3505 - W EK22 - H H N1

74 143 19.38 5330 29 30 2KJ3505 - W EK22 -E E M1

78 134 18.24 5270 3.1 30 2KJ3505 - W EK22 -H N L1

146 72 9.75 4530 3.8 30 2KJ3505 - M EK22 -H H F1

155 68 9.18 4 460 4.0 30 2KJ3505 - W EK22 - H N E1

173 61 8.22 4 330 4.2 30 2KJ3505 - B EK22 - H H D1

20 515 45.83 9860 0.87 32 2KJ3503 - W EP22 -E E A2 Poi

22 465 41.67 9780 0.96 32 2KJ3503 - W EP22 -H H X1 PO1

24 435 59.28 9680 1.0 28 2KJ3503 - M EK22 -H HE C2

26 395 53.89 9 560 1.1 28 2KJ3503 - B EK22 - H H B2

31 866 45.83 9320 1.3 28 2KJ3503 - W EK22 - H H A2

34 305 41.67 9150 1.5 28 2KJ3503 - W EK22 -H HE X1

38 270 37.18 8970 1.6 28 2KJ3503 - WM EK22 -mE W1

43 245 88158 8 750 1.8 28 2KJ3503 - M EK22 -E E Vi

47 220 30.05 8 560 2.0 28 2KJ3503 - H EK22 - H H U1

51 200 27.74 8430 2.2 28 2KJ3503 - M EK22 -EET1

56 187 25.32 8230 2.4 28 2KJ3503 - W EK22 -H H S1

68 155 21.01 7 870 29 28 2KJ3503 - WM EK22 -E HE R1

72 146 19.77 7 750 &Ll 28 2KJ3503 - W EK22 - H H Q1

39 265 36.21 5030 0.82 24 2KJ3504 -E EK22 -EET1

45 235 31.92 4990 0.93 24 2KJ3504 - W EK22 - H N Si

51 200 27.70 4980 1.1 24 2KJ3504 - W EK22 -E HR1

58 198 26.89 4930 1.1 24 2KJ3504 - W EK22 -E E Q1

59 177 23.97 4870 1.2 24 2KJ3504 - W EK22 -H H P1
Article No. supplement
Shaft design 1,5,6,70r9 - Page 9/39
Frequency and voltage 2o0r9 = Page 10/2
Gearbox mounting type A,D,ForH = Page 9/35
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SIMOGEAR Geared Motors
Bevel geared motors

Geared motors up to 55 kW

. Selection and ordering data (continued)

Pyated ny T, i Fro fg m Article No. Order code
kW rom Nm - N - kg (Article No. supplement = below) No. of poles
64 163 22.12 4 820 1.3 24 2KJ3504 - B EK22 - H H N1
74 143 19.37 4730 15 24 2KJ3504 - W EK22 -m E M1
84 125 16.98 4 640 1.8 24 2KJ3504 - W EK22 -H H L1
92 114 15.41 4 550 1.9 24 2KJ3504 - W EK22 - H H K1
98 107 14.50 4 500 2.1 24 2KJ3504 - H EK22 -E E J1
112 94 12.78 4 400 2.3 24 2KJ3504 - B EK22 - H H H1
128 82 11.09 4 260 2.7 24 2KJ3504 - E EK22 -E HE G1
142 74 10.04 4070 2.5 24 2KJ3504 - M EK22 -E E F1
162 65 8.81 3950 2.8 24 2KJ3504 - W EK22 -H MW E1
178 59 7.99 3870 3.0 24 2KJ3504 - W EK22 -mE HE D1
189 55 7.52 3820 3.1 24 2KJ3504 - H EK22 -E E C1
215 49 6.63 3700 8.3 24 2KJ3504 - W EK22 - H H B1
248 42 5.75 3 580 3.5 24 2KJ3504 - B EK22 - H H A1

B.39-LE90SG4E
42 250 34.22 6 980 0.99 23 2KJ3502 - W EK22 - H H U1
46 225 31.11 6 980 1.1 23 2KJ3502 - M EK22 -EET1
52 200 27.50 6 980 1.2 23 2KJ3502 - W EK22 -E E S1
57 184 25.00 6 980 1.4 23 2KJ3502 - W EK22 - H H R1
65 161 21.90 6 980 15 23 2KJ3502 -H EK22 -EHE Q1
71 149 20.21 6 980 1.7 23 2KJ3502 - M EK22 -E H P1
80 132 17.90 6 980 1.9 23 2KJ3502 - W EK22 -H H N1
96 110 14.90 6 800 2.3 23 2KJ3502 - M EK22 -mE M1
102 103 14.02 6710 2.4 23 2KJ3502 - W EK22 -H N L1
113 93 12.56 6510 2.7 23 2KJ3502 - W EK22 - H H K1
133 79 10.69 6 240 3.0 23 2KJ3502 - M EK22 -E E J1
155 68 9.17 5980 3.4 23 2KJ3502 - W EK22 -E H H1
181 58 7.89 5740 3.8 23 2KJ3502 - M EK22 -H E G1
216 49 6.60 5490 41 23 2KJ3502 - W EK22 -E H F1
229 46 6.21 5400 4.4 23 2KJ3502 - W EK22 -E N E1
80 131 17.82 4 030 0.84 18 2KJ3501 - B EK22 - H H R1
87 121 16.45 4080 0.91 18 2KJ3501 - E EK22 -EH HE Q1
99 106 14.40 4 090 1.0 18 2KJ3501 - W EK22 -E E P1
113 93 12.63 3990 1.2 18 2KJ3501 - M EK22 - H H N1
124 84 11.46 3920 1.3 18 2KJ3501 - B EK22 -EE M1
132 80 10.78 3860 1.4 18 2KJ3501 - W EK22 -H N L1
150 70 9.51 3760 1.6 18 2KJ3501 - W EK22 - H H K1
173 61 8.25 3640 1.8 18 2KJ3501 - W EK22 -mE E J1
182 58 7.84 3 550 118 18 2KJ3501 - W EK22 - H B H1
193 54 7.38 3 500 1.4 18 2KJ3501 - H EK22 -H H G1
219 48 6.51 3400 1.6 18 2KJ3501 - W EK22 -H H F1
252 42 5.65 3280 1.8 18 2KJ3501 - W EK22 -E N E1

Article No. supplement

Shaft design 1,5,6,70r9 - Page 9/39
Frequency and voltage 2o0r9 = Page 10/2
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SIMOGEAR Geared Motors
Bevel geared motors

Geared motors up to 55 kW

. Selection and ordering data (continued)

Pyated ny T, i Fro fg m Article No. Order code
kW rom Nm - N - kg (Article No. supplement = below) No. of poles
281 37 5.07 3250 2.0 18 2KJ3501 - W EK22 - H H D1
298 35 4.78 3200 2.1 18 2KJ3501 - W EK22 -H H C1
338 3 4.21 3090 2.4 18 2KJ3501 - H EK22 - H H B1
390 27 3.65 2970 2.7 18 2KJ3501 - H EK22 - H H A1
1.5 K.129-LE100LLB6E
4.2 3370 228.30 40 000 1.3 164 2KJ3512 -E FP22 -EE J2 POl
4.6 3110 210.74 40 000 1.4 164 2KJ3512 - H FP22 - H H H2 PO1
5.0 2 860 194.04 40 000 15 164 2KJ3512 -E FP22 -EE G2 POl
5.9 2 440 165.47 40 000 1.8 164 2KJ3512 -E FP22 -HE H F2 PO1
6.3 2270 228.30 40 000 1.9 155 2KJ3512 - ® EM22 - H N J2
6.8 2100 210.74 40 000 2.1 155 2KJ3512 - @ EM22 - W W H2
4.5 3190 216.65 24 500 0.91 114 2KJ3511 -E FP22 -E E H2 PoO1
5.0 2 880 195.60 24 500 1.0 114 2KJ3511 -E FP22 -EE G2 POl
518 2620 177.43 24 500 1.1 114 2KJ3511 -E FP22 -EEF2 POl
5.9 2410 163.78 24 500 1.2 114 2KJ3511 - E FP22 - H N E2 PO1
6.6 2 160 216.65 24 500 1.3 104 2KJ3511 - B EM22 - B H H2
7.3 1950 195.60 24 500 15 104 2KJ3511 - ® EM22 - H H G2
8.1 1770 177.43 24 500 1.6 104 2KJ3511 - ® EM22 - H H F2
8.8 1630 163.78 24 500 1.8 104 2KJ3511 - @ EM22 - H W E2
9.6 1480 148.88 24 500 2.0 104 2KJ3511 - ® EM22 - W W D2
7.6 1880 189.01 18 100 0.85 67 2KJ3510 - W EM22 - W W H2
8.4 1690 169.94 18 100 0.94 67 2KJ3510 - W EM22 - H H G2
9.3 1530 158.70 18 100 1.0 67 2KJ3510 - ® EM22 - H H F2
10 1410 141.88 18 100 1.1 67 2KJ3510 - @ EM22 - W W E2
11 1290 129.96 18 100 1.2 67 2KJ3510 - @ EM22 - W W D2
13 1080 109.04 18 100 15 67 2KJ3510 - W EM22 - H H C2
14 1020 102.63 18 100 1.6 67 2KJ3510 - @ EM22 - W W B2
15 940 94.16 18 100 1.7 67 2KJ3510 - H EM22 - H B A2
17 820 82.25 18 100 1.9 67 2KJ3510 - @ EM22 - H H X1
19 735 73.64 18 100 2.2 67 2KJ3510 - @ EM22 - H H W1
17 860 86.56 13800 0.95 45 2KJ3508 - W EM22 - H H X1
18 810 81.47 13 900 1.0 45 2KJ3508 - W EM22 -E E W1
19 765 76.94 14 000 1.1 45 2KJ3508 - W EM22 -H H V1
22 650 65.47 14 300 1.3 45 2KJ3508 - ® EM22 - H H U1
26 560 56.08 14 400 15 45 2KJ3508 - M EM22 -E E T1
29 490 49.31 14 400 1.7 45 2KJ3508 - M EM22 - H N S1
34 415 41.60 14 400 1.9 45 2KJ3508 - M EM22 - W H R1

Article No. supplement

Shaft design 1,5,6,70r9 = Page 9/39
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SIMOGEAR Geared Motors
Bevel geared motors

Geared motors up to 55 kW

. Selection and ordering data (continued)

Pyated ny T, i Fro fg m Article No. Order code
kW rom Nm - N - kg (Article No. supplement = below) No. of poles

15 K.79-LE9OLH4E

40 360 36.26 14 400 2.1 45 2KJ3508 - W EM22 - H E Q1
44 325 32.78 14 400 2.5 45 2KJ3508 - ® EM22 - H H P1
53 270 27.20 14 400 2.9 45 2KJ3508 - W EM22 - H H N1

K.69-LE9OLH4E

21 695 69.67 8 670 0.86 40 2KJ3507 - W EM22 - H W1
22 655 65.57 8 690 0.92 40 2KJ3507 - ® EM22 - H H Vi
23 615 61.93 8720 0.97 40 2KJ3507 - ® EM22 - H U1
27 525 52.69 8670 1.1 40 2KJ3507 -EM EM22 -EE T1
32 450 45.14 8580 1.3 40 2KJ3507 - ® EM22 - H N Si
36 395 39.69 8 480 1.5 40 2KJ3507 - W EM22 - H H R1
43 330 33.48 8 320 1.7 40 2KJ3507 - M EM22 -EH E Q1
49 290 29.18 8 130 1.9 40 2KJ3507 - W EM22 - H N P1
55 260 26.05 7 960 2.3 40 2KJ3507 - W EM22 - H H N1
59 245 24.52 7870 2.4 40 2KJ3507 - H EM22 - H H M1
62 230 23.15 7 800 2.5 40 2KJ3507 - W EM22 -H W L1
73 197 19.70 7 540 2.8 40 2KJ3507 - ® EM22 - H H K1
85 169 16.88 7 290 3.1 40 2KJ3507 - W EM22 - H W J1
97 148 14.84 7 080 3.5 40 2KJ3507 - ® EM22 - H H H1
154 93 9.34 6 140 4.0 40 2KJ3507 - W EM22 - H N E1

K.49-LE9OLH4E

29 495 49.82 4950 0.84 33 2KJ3505 - W EM22 - H H U1
32 445 44.63 5020 0.94 33 2KJ3505 - B EM22 -EET1
38 375 38.00 5130 1.1 33 2KJ3505 - W EM22 - N N S1
44 325 32.57 5110 1.3 33 2KJ3505 - W EM22 - H H R1
51 280 28.05 5090 1.5 33 2KJ3505 -E EM22 -EH E Q1
55 260 26.30 5090 1.6 33 2KJ3505 - W EM22 - H H P1
62 230 23.28 5040 1.8 33 2KJ3505 - ® EM22 - H H N1
74 193 19.38 4930 2.2 33 2KJ3505 - W EM22 - H EH M1
79 182 18.24 4880 2.3 33 2KJ3505 - W EM22 -H W L1
88 163 16.34 4800 2.6 33 2KJ3505 - H EM22 - H H K1
103 139 13.91 4670 3.0 33 2KJ3505 - W EM22 - H W J1
120 119 11.93 4540 3.5 33 2KJ3505 - ® EM22 - H H H1
147 97 ©.75 4310 2.8 33 2KJ3505 - W EM22 -H H F1
156 92 9.18 4240 2.9 33 2KJ3505 - W EM22 - H N E1
175 82 8.22 4150 3.1 33 2KJ3505 - W EM22 - W H D1
205 70 7.00 3990 3.4 33 2KJ3505 - W EM22 - W H C1
239 60 6.00 3850 3.8 33 2KJ3505 - ® EM22 - H H B1
278 52 5.17 3700 4.1 33 2KJ3505 - W EM22 - H W A1

B.49-LE90LH4E

27 66 53.89 8 600 0.84 31 2KJ3503 - ® EM22 - H H B2

31 455 45.83 8490 0.98 31 2KJ3503 - ® EM22 - H H A2

34 415 41.67 8 400 1.1 31 2KJ3503 - W EM22 - H H X1
Article No. supplement
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SIMOGEAR Geared Motors
Bevel geared motors

Geared motors up to 55 kW

. Selection and ordering data (continued)

Pyated ny T, i Fro fg m Article No. Order code
kW rom Nm - N - kg (Article No. supplement = below) No. of poles
39 370 37.18 8 280 1.2 31 2KJ3503 - ® EM22 -E E W1
43 330 33.33 8 160 1.4 31 2KJ3503 - M EM22 -H H Vi
48 300 30.05 8010 15 31 2KJ3503 - ® EM22 - H H U1
52 275 27.74 7910 1.6 31 2KJ3503 -E EM22 -E N T1
57 250 25.32 7 790 1.8 3 2KJ3503 - ® EM22 - H H S1
68 210 21.01 7 480 2.1 31 2KJ3503 - ® EM22 - H H R1
73 197 19.77 7 390 2.3 31 2KJ3503 - E EM22 -E H Q1
77 186 18.67 7 300 2.4 31 2KJ3503 - W EM22 -H H P1
90 159 15.89 7 030 2.8 31 2KJ3503 - ® EM22 - H H N1
105 136 13.61 6 780 8.8 31 2KJ3503 - W EM22 -H H M1
173 83 8.29 6 020 4.0 31 2KJ3503 - @ EM22 - H W H1
184 78 7.80 5920 4.2 31 2KJ3503 - ® EM22 -H H G1
52 275 27.70 4 280 0.80 27 2KJ3504 - @ EM22 - H H R1
53 265 26.89 4310 0.82 27 2KJ3504 - H EM22 -E H Q1
60 235 23.97 4 330 0.92 27 2KJ3504 - ® EM22 -H H P1
65 220 22.12 4 290 1.0 27 2KJ3504 - ® EM22 - H H N1
74 193 19.37 4270 1.1 27 2KJ3504 - W EM22 -H E M1
85 170 16.98 4 220 1.3 27 2KJ3504 - @ EM22 - H H L1
93 154 15.41 4180 1.4 27 2KJ3504 - @ EM22 - W H K1
99 145 14.50 4150 1.5 27 2KJ3504 - ® EM22 -H H J1
112 128 12.78 4080 1.7 27 2KJ3504 - @ EM22 - H W H1
129 111 11.09 3990 2.0 27 2KJ3504 - ® EM22 -H H G1
143 100 10.04 3780 1.8 27 2KJ3504 - @ EM22 -H H F1
163 88 8.81 3700 2.1 27 2KJ3504 - W EM22 - N N E1
180 80 7.99 3640 2.2 27 2KJ3504 - ® EM22 - H H D1
191 75 7.52 3600 2.3 27 2KJ3504 - W EM22 - N H C1
216 66 6.63 3510 2.4 27 2KJ3504 - ®H EM22 - H H B1
250 57 5.75 3410 2.6 27 2KJ3504 - ® EM22 - H H A1
46 310 31.11 6 980 0.81 26 2KJ3502 - M EM22 -E N T1
52 275 27.50 6 980 0.91 26 2KJ3502 - @ EM22 - H N S1
57 250 25.00 6 980 1.0 26 2KJ3502 - @ EM22 - H H R1
66 215 21.90 6 980 1.1 26 2KJ3502 - M EM22 -H H Q1
71 200 20.21 6910 1.2 26 2KJ3502 - ® EM22 - H H P1
80 179 17.90 6 740 1.4 26 2KJ3502 - @ EM22 - W H N1
96 149 14.90 6 490 1.7 26 2KJ3502 - E EM22 -EH E M1
102 140 14.02 6 400 1.8 26 2KJ3502 - W EM22 - W N L1
114 125 12.56 6 250 2.0 26 2KJ3502 - ® EM22 - H H K1
134 107 10.69 6010 2.2 26 2KJ3502 - @ EM22 - H H J1
156 92 9.17 5780 2.5 26 2KJ3502 - ® EM22 - W W H1
182 79 7.89 5570 2.8 26 2KJ3502 - @ EM22 - H H G1

Article No. supplement
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SIMOGEAR Geared Motors
Bevel geared motors

Geared motors up to 55 kW

. Selection and ordering data (continued)

Pyated ny T, i Fro fg m Article No. Order code
kW rom Nm - N - kg (Article No. supplement = below) No. of poles

217 66 6.60 5 360 3.0 26 2KJ3502 - @ EM22 - H H F1

231 62 6.21 5270 3.2 26 2KJ3502 - W EM22 - N N E1

258 56 5.56 5110 3.6 26 2KJ3502 - ® EM22 - H H D1

303 47 4.74 4 880 4.2 26 2KJ3502 - @ EM22 - H H C1

353 40 4.06 4670 4.9 26 2KJ3502 - ® EM22 - H H B1

410 35 3.50 4 470 5.5 26 2KJ3502 - ® EM22 - H H A1

114 126 12.63 3670 0.87 21 2KJ3501 - @ EM22 - W H N1

125 114 11.46 3 630 0.96 21 2KJ3501 - EM22 -E E M1

133 108 10.78 3 590 1.0 21 2KJ3501 - @ EM22 - W N L1

151 95 9.51 3520 1.2 21 2KJ3501 - W EM22 - W H K1

174 82 8.25 3 440 1.3 21 2KJ3501 - W EM22 - H H J1

183 78 7.84 3330 0.96 21 2KJ3501 - @ EM22 - W W H1

194 74 7.38 3290 1.0 21 2KJ3501 - EM22 - H H G1

220 65 6.51 3210 1.2 21 2KJ3501 - W EM22 - H H F1

254 56 5.65 3130 1.3 21 2KJ3501 - W EM22 - N N E1

283 51 5.07 3120 1.5 21 2KJ3501 - @ EM22 - H H D1

300 48 4.78 3070 1.6 21 2KJ3501 - W EM22 - H H C1

341 42 4.21 2980 1.8 21 2KJ3501 - @ EM22 - H H B1

393 36 3.65 2880 2.0 21 2KJ3501 - @ EM22 - W H A1

2.2 K.149-LE112MEGE

41 5160 237.03 65 000 1.6 236 2KJ3513 -E GH22 -mm J2 POl
4.8 4410 202.86 65 000 1.8 236 2KJ3513 -E GH22 -E E H2 Po1
5.1 4150 190.92 65 000 1.9 236 2KJ3513 -E GH22 -m E G2 Po1
5.4 3890 178.97 65 000 2.1 236 2KJ3513 -E GH22 -EEF2 Po1
4.2 4970 228.30 40 000 0.89 165 2KJ3512 -E GH22 -Em J2 POt
4.6 4 580 210.74 40 000 0.96 165 2KJ3512 - M GH22 -E E H2 Po1
5.0 4 220 194.04 40 000 1.0 165 2KJ3512 - H GH22 - H H G2 PO1
58 3600 165.47 40 000 1.2 165 2KJ3512 - ® GH22 - H W F2 PO1
6.4 3290 228.30 40 000 1.3 160 2KJ3512 -E FL22 -H H J2
6.9 3040 210.74 40 000 1.4 160 2KJ3512 - H FL22 - H H H2
7.5 2800 194.04 40 000 1.6 160 2KJ3512 - W FL22 -E E G2
8.8 2 380 165.47 40 000 1.8 160 2KJ3512 -HE FL22 -H E F2
9.3 2 240 155.74 40 000 2.0 160 2KJ3512 - E FL22 -E H E2
10 2080 144.53 40 000 2.1 160 2KJ3512 - W FL22 - W H D2
5.9 3 560 163.78 24 500 0.81 115 2KJ3511 - H GH22 - H W E2 PO1
6.7 3120 216.65 24 500 0.93 110 2KJ3511 - H FL22 - H H H2
7.4 2820 195.60 24 500 1.0 110 2KJ3511 - E FL22 -H E G2

Article No. supplement
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SIMOGEAR Geared Motors
Bevel geared motors

Geared motors up to 55 kW

. Selection and ordering data (continued)

Pyated ny T, i Fro fg m Article No. Order code
kW rom Nm - N - kg (Article No. supplement = below) No. of poles
8.2 2 560 177.43 24 500 11 110 2KJ3511 -E FL22 -E HE F2
8.9 2 360 163.78 24 500 1.2 110 2KJ3511 - H FL22 -H H E2
9.8 2150 148.88 24 500 1.3 110 2KJ3511 - H FL22 - H H D2
12 1710 118.65 24 500 1.7 110 2KJ3511 - H FL22 - H N B2
12 1820 126.07 24 500 1.6 110 2KJ3511 -E FL22 -H HE C2
13 1580 109.57 24 500 1.8 110 2KJ3511 - W FL22 - H H A2
15 1400 97.49 24 500 2.1 110 2KJ3511 -E FL22 -E E X1
17 1250 86.59 24 500 2.3 110 2KJ3511 -E FL22 -mE W1

K.89-LE100LE4E

11 1870 129.96 18 100 0.85 75 2KJ3510 - ® FL22 - H H D2
13 1570 109.04 18 100 1.0 75 2KJ3510 - W FL22 - H H C2
14 1480 102.63 18 100 1.1 75 2KJ3510 - W FL22 - H H B2
15 1360 94.16 18 100 1.2 75 2KJ3510 - W FL22 - H H A2
18 1180 82.25 18 100 1.3 75 2KJ3510 - E FL22 -E HE X1
20 1060 73.64 18 100 15 75 2KJ3510 - W FL22 -mE W1
23 930 64.39 18 100 1.7 75 2KJ3510 - H FL22 -H E Vi
26 795 55.27 18 100 2.0 75 2KJ3510 - W FL22 - m m U1
30 705 48.85 18 100 2.3 75 2KJ3510 -E FL22 -EET1
35 600 41.54 18 100 2.6 75 2KJ3510 - E FL22 -H HE S1
22 945 65.47 13 700 0.87 54 2KJ3508 - W FL22 - m m U1
26 810 56.08 13 900 1.0 54 2KJ3508 -E FL22 -EET1
30 710 49.31 14 100 1.2 54 2KJ3508 - E FL22 -H N S1
85 600 41.60 14 400 1.3 54 2KJ3508 - W FL22 -H HE R1
40 520 36.26 14 400 1.5 54 2KJ3508 -E FL22 -E HE Q1
44 470 32.78 14 400 1.7 54 2KJ3508 - E FL22 -E E P1
58 390 27.20 14 400 2.0 54 2KJ3508 - HM FL22 - H H N1
57 370 25.60 14 400 2.1 54 2KJ3508 -E FL22 -mE M1
60 345 24.17 14 400 2.2 54 2KJ3508 - W FL22 -H N L1
71 295 20.57 14 400 2.5 54 2KJ3508 - H FL22 - H H K1
83 250 17.62 14 400 2.8 54 2KJ3508 - W FL22 -m E J1
94 220 15.49 14 400 3.1 54 2KJ3508 - M FL22 - H H H1
111 189 13.07 14 400 85 54 2KJ3508 - W FL22 -E E Gi
138 152 10.51 14 400 2.9 54 2KJ3508 - W FL22 -H N E1
161 130 9.01 13 800 85 54 2KJ3508 - M FL22 - H H D1
184 114 7.92 13 400 3.9 54 2KJ3508 -HE FL22 -E E C1
32 650 4514 7100 0.92 48 2KJ3507 - W FL22 - H N Si
7 570 39.69 7 180 1.0 48 2KJ3507 - M FL22 - H H R1
43 480 33.48 7 200 1.2 48 2KJ3507 - H FL22 -H E Q1
50 420 29.18 7 150 1.3 48 2KJ3507 -E FL22 -E HE P1
56 375 26.05 7100 1.6 48 2KJ3507 - W FL22 -H HE N1
Article No. supplement
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SIMOGEAR Geared Motors
Bevel geared motors

Geared motors up to 55 kW

. Selection and ordering data (continued)

Pyated ny T, i Fro fg m Article No. Order code
kW rom Nm - N - kg (Article No. supplement = below) No. of poles
59 350 24.52 7 080 1.7 48 2KJ3507 -E FL22 -mE M1
63 330 23.15 7 040 1.8 48 2KJ3507 - H FL22 -H N L1
74 280 19.70 6910 2.0 48 2KJ3507 - H FL22 - H H K1
86 240 16.88 6 740 2.2 48 2KJ3507 - W FL22 -mWEJ1
98 210 14.84 6 600 2.4 48 2KJ3507 - H FL22 - H H H1
116 181 12.52 6 360 2.7 48 2KJ3507 - E FL22 -E E Gi
133 158 10.91 6 180 3.0 48 2KJ3507 - H FL22 -H HE F1
156 135 9.34 5730 2.7 48 2KJ3507 -E FL22 -E N E1
182 116 8.01 5550 3.2 48 2KJ3507 - W FL22 - H W D1
207 102 7.04 5400 3.6 48 2KJ3507 -HE FL22 -E HE C1
245 86 594 5200 4.0 48 2KJ3507 - W FL22 - H W Bi
281 75 5.18 5030 4.4 48 2KJ3507 - H FL22 -H H A1

K.49-LE100LE4E
45 470 32.57 3950 0.89 42 2KJ3505 - H FL22 - H H R1
52 405 28.05 4080 1.0 42 2KJ3505 -E FL22 -E HE Q1
55) 380 26.30 4120 11 42 2KJ3505 -E FL22 -E HE P1
62 335 23.28 4190 1.2 42 2KJ3505 - H FL22 - H H N1
75 280 19.38 4 220 1.5 42 2KJ3505 -HE FL22 -E E M1
80 260 18.24 4 250 1.6 42 2KJ3505 -HE FL22 -H H L1
89 235 16.34 4210 1.8 42 2KJ3505 - W FL22 - H N K1
105 200 13.91 4170 2.1 42 2KJ3505 -HE FL22 -E HE J1
122 172 11.93 4100 2.4 42 2KJ3505 - H FL22 - H W H1
142 148 10.27 4020 2.8 42 2KJ3505 - E FL22 -E H Gi
149 141 9.75 3920 2.0 42 2KJ3505 -E FL22 -E HE F1
158 133 9.18 3880 2.0 42 2KJ3505 -E FL22 -E MW E1
177 119 8.22 3820 2.1 42 2KJ3505 - H FL22 - H H D1
208 101 7.00 3720 2.4 42 2KJ3505 - E FL22 -E E C1
242 87 6.00 3600 2.6 42 2KJ3505 - H FL22 -H E Bi
281 75 517 3490 2.8 42 2KJ3505 - W FL22 -H H A1
39 535 37.18 7130 0.84 39 2KJ3503 -E FL22 -mE W1
44 480 88188 7120 0.94 39 2KJ3503 -E FL22 -EE V1
48 430 30.05 7100 1.0 39 2KJ3503 - W FL22 -H H U1
52 400 27.74 7 030 1.1 39 2KJ3503 -E FL22 -EET1
57 365 25.32 6 980 1.2 39 2KJ3503 - E FL22 -E N S1
69 300 21.01 6 840 1.5 39 2KJ3503 - ® FL22 - H N R1
74 285 19.77 6770 1.6 39 2KJ3503 -E FL22 -E HE Q1
78 270 18.67 6 700 1.7 39 2KJ3503 -E FL22 -E HE P1
92 225 15.89 6 560 2.0 39 2KJ3503 - H FL22 - H H N1
107 197 13.61 6 340 2.3 39 2KJ3503 -E FL22 -EE M1
122 173 11.97 6 180 2.6 39 2KJ3503 -E FL22 -H N L1
144 146 10.10 5950 3.1 39 2KJ3503 - H FL22 - H H K1

Article No. supplement
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SIMOGEAR Geared Motors
Bevel geared motors

Geared motors up to 55 kW

. Selection and ordering data (continued)

Pyated ny T, i Fro fg m Article No. Order code
kW rom Nm - N - kg (Article No. supplement = below) No. of poles

165 127 8.80 5770 3.5 39 2KJ3503 - E FL22 -E E J1
176 120 8.29 5780 2.8 39 2KJ3503 - H FL22 - H H H1
187 113 7.80 5690 2.9 39 2KJ3503 - H FL22 -H H G1
197 106 7.37 5610 3.1 39 2KJ3503 -E FL22 -E N F1
232 90 6.27 5380 3.6 39 2KJ3503 -HE FL22 -E HE E1
271 78 5.37 5150 4.3 39 2KJ3503 - H FL22 - H E D1
308 68 4.72 4970 4.8 39 2KJ3503 -E FL22 -H E C1

86 245 16.98 3510 0.90 32 2KJ3504 - H FL22 -H N L1

94 220 15.41 3 550 0.99 32 2KJ3504 - W FL22 - H N K1
100 205 14.50 3 580 1.1 32 2KJ3504 -E FL22 -mEEJ1
114 185 12.78 3540 1.2 32 2KJ3504 - ® FL22 - H H H1
131 160 11.09 3520 14 32 2KJ3504 - E FL22 -E E G1
145 145 10.04 3290 1.3 32 2KJ3504 -E FL22 -E HE F1
165 127 8.81 3270 1.4 32 2KJ3504 -H FL22 -E N E1
182 115 7.99 3250 1.5 32 2KJ3504 - ® FL22 - E E D1
193 109 7.52 3220 1.6 32 2KJ3504 -E FL22 -E E C1
219 96 6.63 3180 1.7 32 2KJ3504 - H FL22 - H H B1
253 83 5.75 3120 1.8 32 2KJ3504 - W FL22 -E E A1

72 290 20.21 6180 0.86 31 2KJ3502 -E FL22 -E HE P1

81 255 17.90 6110 0.97 31 2KJ3502 - W FL22 - H H N1

98 215 14.90 5940 1.2 31 2KJ3502 - H FL22 -m E M1
104 200 14.02 5900 1.2 31 2KJ3502 - M FL22 -H N L1
116 181 12.56 5780 1.4 31 2KJ3502 - H FL22 - H H K1
136 154 10.69 5620 1.6 8l 2KJ3502 -HE FL22 -E E J1
159 132 9.17 5450 1.7 31 2KJ3502 - W FL22 - H H H1
184 114 7.89 5270 1.9 31 2KJ3502 - E FL22 -E HE Gi
220 95 6.60 5130 2.1 31 2KJ3502 - H FL22 -H HE F1
234 90 6.21 5050 2.2 31 2KJ3502 - W FL22 -E N E1
262 80 5.56 4920 2.5 8l 2KJ3502 - H FL22 - H H D1
307 68 4.74 4710 2.9 31 2KJ3502 - W FL22 -E E C1
358 59 4.06 4520 3.4 31 2KJ3502 - H FL22 -H H B1
416 50 3.50 4 340 3.8 31 2KJ3502 - H FL22 -H H A1
153 137 9.51 3110 0.80 27 2KJ3501 - ® FL22 - H H K1
176 119 8.25 3080 0.92 27 2KJ3501 -E FL22 -EE J1
224 94 6.51 2900 0.80 27 2KJ3501 -E FL22 -E HE F1
258 82 5.65 2840 0.92 27 2KJ3501 -E FL22 -E N E1
287 78 5.07 2910 1.0 27 2KJ3501 - H FL22 - H E D1
304 69 4.78 2870 1.1 27 2KJ3501 -E FL22 -E E C1
346 61 4.21 2800 1.2 27 2KJ3501 - W FL22 - N H B1
399 53 3.65 2710 1.4 27 2KJ3501 - W FL22 - H H A1
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SIMOGEAR Geared Motors
Bevel geared motors

Geared motors up to 55 kW

. Selection and ordering data (continued)

Pyated ny T, i Fro fg m Article No. Order code
kW rom Nm - N - kg (Article No. supplement = below) No. of poles
3 K.149-LE132SC6E

41 7 000 237.03 65 000 1.1 243 2KJ3513 - B HF22 - H H J2 PO1

4.8 5990 202.86 65 000 1.3 243 2KJ3513 - E HF22 -E E H2 PoO1

5.1 5630 190.92 65 000 1.4 243 2KJ3513 - B HF22 - H H G2 PO1

5.4 5 280 178.97 65 000 15 243 2KJ3513 -E HF22 -EEF2 Po1

6.1 4 660 237.03 65 000 1.7 236 2KJ3513 - E FM22 - H H J2

7.2 3990 202.86 65 000 2.0 236 2KJ3513 - H FM22 - H B H2

7.6 3750 190.92 65 000 2.1 236 2KJ3513 - ® FM22 - H H G2

K.129-LE132SC6E
5.9 4880 165.47 40 000 0.90 174 2KJ3512 -E HF22 -EEF2 POl
K.129-LE100LK4E

6.4 4 490 228.30 40 000 0.98 164 2KJ3512 - @ FM22 - H H J2
6.9 4150 210.74 40 000 1.1 164 2KJ3512 - @ FM22 - B W H2
7.5 3820 194.04 40 000 1.2 164 2KJ3512 - W FM22 - W W G2
8.8 3250 165.47 40 000 1.4 164 2KJ3512 - H FM22 - H H F2
9.3 3060 155.74 40 000 1.4 164 2KJ3512 - B FM22 - H W E2
10 2840 144.53 40 000 1.5 164 2KJ3512 - ® FM22 - H H D2
11 2510 127.77 40 000 1.7 164 2KJ3512 - @ FM22 - H W C2
13 2240 114.06 40 000 2.0 164 2KJ3512 - ® FM22 - H H B2
14 2020 102.64 40 000 2.2 164 2KJ3512 - W FM22 - W B A2

8.2 3490 177.43 24 500 0.83 114 2KJ3511 -E FM22 -E E F2

8.9 3220 163.78 24 500 0.90 114 2KJ3511 - H FM22 - H H E2

9.8 2930 148.88 24 500 0.99 114 2KJ3511 - H FM22 - H H D2
12 2330 118.65 24 500 1.2 114 2KJ3511 - H FM22 - H H B2
12 2 480 126.07 24 500 1.2 114 2KJ3511 -EH FM22 -H E C2
13 2150 109.57 24 500 1.3 114 2KJ3511 - H FM22 - H H A2
15 1920 97.49 24 500 1.5 114 2KJ3511 -E FM22 -E E X1
17 1700 86.59 24 500 1.7 114 2KJ3511 -E FM22 -E B W1
19 1520 77.51 24 500 1.9 114 2KJ3511 -E FM22 -E E V1
22 1 300 66.26 24 500 2.2 114 2KJ3511 - H FM22 - H H U1
15 1850 94.16 18 100 0.86 79 2KJ3510 - H FM22 - H H A2
18 1620 82.25 18 100 0.99 79 2KJ3510 - B FM22 -E E X1
20 1450 73.64 18 100 1.1 79 2KJ3510 - FM22 -E H W1
23 1260 64.39 18 100 1.3 79 2KJ3510 - B FM22 -E E V1
26 1080 55.27 18 100 1.5 79 2KJ3510 - ®@ FM22 - H H U1
30 960 48.85 18 100 1.7 79 2KJ3510 -B FM22 -EET1
35 815 41.54 18 100 1.9 79 2KJ3510 -H FM22 -H E S1
37 770 39.29 18 100 2.1 79 2KJ3510 - H FM22 - H H R1
44 645 32.96 18 100 2.5 79 2KJ3510 - E FM22 -E E Q1
a7 610 31.03 18 100 2.6 79 2KJ3510 -E FM22 -E E P1
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SIMOGEAR Geared Motors

Bevel geared motors

Geared motors up to 55 kW

. Selection and ordering data (continued)

Pyated ny T, i Fro fg m Article No. Order code
kW rom Nm - N - kg (Article No. supplement = below) No. of poles
30 970 49.31 13 600 0.84 58 2KJ3508 - ® FM22 - H H S1
85 815 41.60 13 900 0.98 58 2KJ3508 - ® FM22 - H H R1
40 710 36.26 14 100 1.1 58 2KJ3508 - H FM22 - H H Q1
44 645 32.78 14 300 1.3 58 2KJ3508 - ® FM22 -H H P1
53 535 27.20 14 400 1.5 58 2KJ3508 - H FM22 - H B Ni
57 500 25.60 14 400 1.6 58 2KJ3508 -E FM22 -E E M1
60 475 2417 14 400 1.6 58 2KJ3508 - W FM22 - H N L1
71 405 20.57 14 400 1.8 58 2KJ3508 - ® FM22 - H H K1
83 345 17.62 14 400 2.1 58 2KJ3508 - ® FM22 - m W J1
94 305 15.49 14 400 2.3 58 2KJ3508 - H FM22 - H H H1
111 255 13.07 14 400 2.6 58 2KJ3508 - ® FM22 - H H G1
128 220 11.39 14 400 2.9 58 2KJ3508 - E FM22 -E H F1
138 205 10.51 14 100 2.2 58 2KJ3508 - ® FM22 - H W E1
161 177 9.01 13 500 2.5 58 2KJ3508 - ® FM22 - H H D1
184 156 7.92 13 100 2.9 58 2KJ3508 - E FM22 - H H C1
218 132 6.68 12 600 3.5 58 2KJ3508 - ® FM22 - H W Bi
250 115 5.82 12 100 3.8 58 2KJ3508 - H FM22 - H H A1
43 655 33.48 5960 0.88 52 2KJ3507 - H FM22 - H H Q1
50 575 29.18 6 050 0.97 52 2KJ3507 - H FM22 - H H P1
56 510 26.05 6 140 1.2 52 2KJ3507 - ® FM22 - H H N1
59 480 24.52 6 150 1.2 52 2KJ3507 -E FM22 -E E M1
63 455 23.15 6 150 1.3 52 2KJ3507 - H® FM22 -H N L1
74 385 19.70 6 160 14 52 2KJ3507 - @ FM22 - H H K1
86 330 16.88 6 100 1.6 52 2KJ3507 - ® FM22 - H H J1
98 290 14.84 6 030 1.8 52 2KJ3507 - ® FM22 - H H H1
116 245 12.52 5910 2.0 52 2KJ3507 - ® FM22 - H H G1
133 215 10.91 5780 2.2 52 2KJ3507 -E FM22 -E H F1
156 184 9.34 5 300 2.0 52 2KJ3507 - ® FM22 - H W E1
182 158 8.01 5180 2.3 52 2KJ3507 - ® FM22 - H H D1
207 139 7.04 5070 2.6 52 2KJ3507 -E FM22 - HE H C1
245 117 5.94 4920 29 52 2KJ3507 - ® FM22 - H H B1
281 102 5.18 4790 82 52 2KJ3507 - H FM22 - H B A1
55 515 26.30 3070 0.81 46 2KJ3505 - H FM22 - H H P1
62 455 23.28 3260 0.92 46 2KJ3505 - W FM22 - H H N1
75 380 19.38 3440 11 46 2KJ3505 - H FM22 -E B M1
80 355 18.24 3510 1.2 46 2KJ3505 - @ FM22 - W W L1
89 320 16.34 3 550 118 46 2KJ3505 - H FM22 - H E K1
105 270 13.91 3630 1.5 46 2KJ3505 - E FM22 - H H J1
122 235 11.93 3610 1.8 46 2KJ3505 - W FM22 - H H H1
142 200 10.27 3620 2.1 46 2KJ3505 - E FM22 - H H Gi
Article No. supplement
Shaft design 1,5,6,70r9 - Page 9/39
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SIMOGEAR Geared Motors
Bevel geared motors

Geared motors up to 55 kW

. Selection and ordering data (continued)

Pyated ny T, i Fro fg m Article No. Order code
kW rom Nm - N - kg (Article No. supplement = below) No. of poles

149 192 9.75 3490 1.4 46 2KJ3505 - E FM22 - H H Fi
158 181 9.18 3480 15 46 2KJ3505 - ® FM22 -H N E1
177 162 8.22 3 460 1.6 46 2KJ3505 - H FM22 - H H D1
208 138 7.00 3410 1.7 46 2KJ3505 - ® FM22 - H H C1
242 118 6.00 3 350 1.9 46 2KJ3505 - H FM22 - H H Bi
281 102 517 3270 2.1 46 2KJ3505 - ® FM22 - H H A1

52 545 27.74 6 070 0.82 43 2KJ3503 -E FM22 -E N T1

57 495 25.32 6110 0.90 43 2KJ3503 - FM22 -H N Si

69 410 21.01 6110 1.1 43 2KJ3503 - ® FM22 - H H R1

74 385 19.77 6 100 1.2 43 2KJ3503 - E FM22 - H H Q1

78 365 18.67 6 070 1.2 43 2KJ3503 -E FM22 -H H P1

92 310 15.89 5990 1.4 43 2KJ3503 - ® FM22 - H H N1
107 265 13.61 5 880 1.7 43 2KJ3503 - ® FM22 -H H M1
122 235 11.97 5760 1.9 43 2KJ3503 - ® FM22 - H N L1
144 199 10.10 5 600 2.3 43 2KJ3503 - ® FM22 - H H K1
165 173 8.80 5460 2.6 43 2KJ3503 - ® FM22 - E H J1
176 163 8.29 5520 2.0 43 2KJ3503 - ® FM22 - H H H1
187 154 7.80 5450 2.1 43 2KJ3503 - E FM22 - H H G1
197 145 7.37 5 380 2.3 43 2KJ3503 - ® FM22 -H H F1
232 123 6.27 5180 2.7 43 2KJ3503 - E FM22 - H H E1
271 106 5.37 4980 3.1 43 2KJ3503 - ® FM22 - H E D1
308 93 4.72 4820 3.6 43 2KJ3503 - FM22 -H H C1
366 78 3.98 4620 4.2 43 2KJ3503 - @ FM22 - H H B1
419 68 3.47 4 450 4.8 43 2KJ3503 - ® FM22 - H H A1
114 250 12.78 2950 0.87 36 2KJ3504 - ® FM22 - H H H1
131 215 11.09 3 020 1.0 36 2KJ3504 - E FM22 - H H Gi
145 198 10.04 2730 0.93 36 2KJ3504 - ® FM22 -H H F1
165 173 8.81 2790 1.1 36 2KJ3504 -E FM22 -HE HE E1
182 157 7.99 2810 1.1 36 2KJ3504 - @ FM22 - H E D1
193 148 7.52 2820 1.2 36 2KJ3504 - E FM22 - H H C1
219 131 6.63 2810 1.2 36 2KJ3504 - M FM22 - H E B1
253 113 5.7 2810 1.3 36 2KJ3504 - ® FM22 - H H A1

98 290 14.90 5 360 0.85 35 2KJ3502 - ® FM22 -H E M1
104 275 14.02 5330 0.91 35 2KJ3502 - @ FM22 - W W L1
116 245 12.56 5290 1.0 86 2KJ3502 - W FM22 - W H K1
136 210 10.69 5180 1.1 35 2KJ3502 - E FM22 - HE H J1
159 181 9.17 5070 1.3 86 2KJ3502 - @ FM22 - W H H1
184 155 7.89 4 950 1.4 85 2KJ3502 - ® FM22 - H H G1
220 130 6.60 4 890 1.5 35 2KJ3502 - ® FM22 -H H F1

Article No. supplement

Shaft design 1,5,6,70r9 = Page 9/39
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SIMOGEAR Geared Motors
Bevel geared motors

Geared motors up to 55 kW

. Selection and ordering data (continued)

Pyated ny T, i Fro fg m Article No. Order code
kW rom Nm - N - kg (Article No. supplement = below) No. of poles
234 122 6.21 4830 1.6 35 2KJ3502 - ® FM22 - H N E1
262 109 5.56 4720 1.8 85 2KJ3502 - ® FM22 - H H D1
307 93 4.74 4540 2.1 86 2KJ3502 - E FM22 -E HE C1
358 80 4.06 4 370 2.5 35 2KJ3502 - ® FM22 - H H B1
416 69 3.50 4210 2.8 85 2KJ3502 - ® FM22 - H H A1
346 83 4.21 2600 0.89 31 2KJ3501 - FM22 - H H B1
399 72 3.65 2550 1.0 31 2KJ3501 - ® FM22 - H H A1
4.1 9330 237.03 65 000 0.86 248 2KJ3513 - H HH22 - H H J2 PO1
4.8 7980 202.86 65 000 1.0 248 2KJ3513 -E HH22 -E B H2 POl
5.1 7510 190.92 65 000 1.1 248 2KJ3513 -E HH22 -m E G2 POl
5.4 7 040 178.97 65 000 1.1 248 2KJ3513 -E HH22 -EEF2 POl
6.2 6 200 237.03 65 000 1.3 236 2KJ3513 - H GH22 - m H J2
7.2 5300 202.86 65 000 1.5 236 2KJ3513 - B GH22 - B W H2
7.6 4990 190.92 65 000 1.6 236 2KJ3513 - W GH22 - H H G2
8.2 4 680 178.97 65 000 1.7 236 2KJ3513 - H GH22 -E H F2
9.2 4150 158.65 65 000 1.9 236 2KJ3513 - B GH22 - W W E2
10 3680 140.93 65 000 2.2 236 2KJ3513 - ® GH22 - H H D2
6.9 5510 210.74 39 800 0.8 165 2KJ3512 - B GH22 - H W H2
7.5 5070 194.04 40 000 0.87 165 2KJ3512 - ® GH22 - H H G2
8.8 4320 165.47 40 000 1.0 165 2KJ3512 - H GH22 - H H F2
9.4 4070 155.74 40 000 1.1 165 2KJ3512 - B GH22 - H H E2
10 3780 144.53 40 000 1.2 165 2KJ3512 - ® GH22 - H H D2
11 3340 127.77 40 000 1.3 165 2KJ3512 - H GH22 - H H C2
13 2980 114.06 40 000 1.5 165 2KJ3512 - H GH22 - H H B2
14 2680 102.64 40 000 1.6 165 2KJ3512 - H GH22 - H W A2
16 2330 89.09 40 000 1.9 165 2KJ3512 - B GH22 - m H X1
18 2090 80.12 40 000 2.1 165 2KJ3512 - GH22 -E H W1
21 1830 70.03 40 000 2.4 165 2KJ3512 - H GH22 -m H Vi
12 3100 118.65 24 500 0.93 115 2KJ3511 - B GH22 - B H B2
12 3290 126.07 24 500 0.88 115 2KJ3511 - H GH22 - H H C2
13 2860 109.57 24 500 1.0 115 2KJ3511 - B GH22 - H H A2
15 2550 97.49 24 500 1.1 115 2KJ3511 - H GH22 - H H X1
17 2260 86.59 24 500 1.3 115 2KJ3511 - H GH22 -E H W1
19 2020 77.51 24 500 1.4 115 2KJ3511 - H GH22 - m H Vi
22 1730 66.26 24 500 1.7 115 2KJ3511 - H GH22 -m m U1
25 1540 59.17 24 500 1.9 115 2KJ3511 -E GH22 -EE T1
28 1360 52.29 24 500 2.1 115 2KJ3511 - H GH22 - H W Si
32 1200 45.89 24 500 2.4 115 2KJ3511 - GH22 -E H R1
Article No. supplement
Shaft design 1,5,6,70r9 = Page 9/39
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Geared motors up to 55 kW

. Selection and ordering data (continued)

Pyated ny T, i Fro fg m Article No. Order code
kW rom Nm - N - kg (Article No. supplement = below) No. of poles
20 1920 73.64 18 100 0.83 79 2KJ3510 - @ GH22 -m E W1
23 1680 64.39 18 100 0.95 79 2KJ3510 - @ GH22 -E H Vi
26 1440 55.27 18 100 11 79 2KJ3510 - B GH22 - H H U1
30 1270 48.85 18 100 1.3 79 2KJ3510 - @ GH22 -E E T1
35 1080 41.54 18 100 1.4 79 2KJ3510 - ® GH22 - H H S1
37 1020 39.29 18 100 1.6 79 2KJ3510 - B GH22 - H H R1
44 860 32.96 18 100 1.9 79 2KJ3510 - E GH22 -E H Q1
47 810 31.03 18 100 2.0 79 2KJ3510 - GH22 -E H P1
51 745 28.46 18 100 2.1 79 2KJ3510 - B GH22 - H H N1
59 650 24.86 18 100 2.5 79 2KJ3510 - B GH22 -m m M1
66 580 22.26 18 100 2.7 79 2KJ3510 - B GH22 - m H L1
75 505 19.46 18 100 3.1 79 2KJ3510 - ® GH22 - W H K1
139 275 10.51 18 100 3.1 79 2KJ3510 - W GH22 -E N E1
162 235 9.02 18 100 3.4 79 2KJ3510 - @ GH22 - H m D1
183 205 7.97 18 000 3.7 79 2KJ3510 - ® GH22 - E H C1
215 177 6.78 17 300 41 79 2KJ3510 - @ GH22 - m H B1
251 152 5.81 16 600 4.4 79 2KJ3510 - B GH22 - H H A1

40 945 36.26 13 700 0.81 59 2KJ3508 -H GH22 -E E Q1
45 855 32.78 13 900 0.96 59 2KJ3508 - GH22 -E H P1
54 710 27.20 14 100 1.1 59 2KJ3508 - H GH22 - H H N1
57 670 25.60 14 200 1.2 59 2KJ3508 -H GH22 -E E M1
60 630 2417 14 300 1.2 59 2KJ3508 - H GH22 -H H L1
71 585 20.57 14 400 1.4 59 2KJ3508 - ® GH22 - H E K1
83 460 17.62 14 400 1.6 59 2KJ3508 - GH22 -m m J1
94 405 15.49 14 400 1.7 59 2KJ3508 - H GH22 - N H H1
112 340 13.07 14 400 1.9 59 2KJ3508 - H GH22 -H E G1
128 295 11.39 14 000 2.2 59 2KJ3508 -H GH22 -E H F1
139 275 10.51 13 600 1.6 59 2KJ3508 - H GH22 -E HE E1
162 235 9.01 13 200 1.9 59 2KJ3508 - ® GH22 - H m D1
184 205 7.92 12 800 2.2 59 2KJ3508 - H GH22 -E E C1
219 175 6.68 12 300 2.6 59 2KJ3508 - ® GH22 - N W B1
251 152 5.82 11 900 2.8 59 2KJ3508 - H GH22 - H H A1
56 6380 26.05 4910 0.88 58 2KJ3507 - H GH22 - H H N1
60 640 24.52 5000 0.93 53 2KJ3507 - GH22 -E E M1
63 605 23.15 5070 0.97 58 2KJ3507 -H GH22 -H N L1
74 515 19.70 5220 1.1 58 2KJ3507 - ® GH22 - H E K1
86 440 16.88 5310 1.2 58 2KJ3507 - GH22 -E Em J1
98 385 14.84 5 350 1.3 58 2KJ3507 - ® GH22 - H H H1
117 325 12.52 5330 15 53 2KJ3507 - H GH22 -E E G1
134 285 10.91 5270 1.6 58 2KJ3507 -EH GH22 -E E F1

Article No. supplement
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Geared motors up to 55 kW

. Selection and ordering data (continued)

Pyated ny T, i Fro fg m Article No. Order code
kW rom Nm - N - kg (Article No. supplement = below) No. of poles
156 240 9.34 4790 1.5 68 2KJ3507 - E GH22 -E N E1
182 210 8.01 4710 1.7 58 2KJ3507 - B GH22 - H H D1
207 184 7.04 4 660 2.0 68 2KJ3507 - E GH22 -m E C1
246 155 5.94 4570 2.2 68 2KJ3507 - ® GH22 - H H B1
282 136 5.18 4480 2.4 68 2KJ3507 - W GH22 - H H A1
75 505 19.38 2 460 0.83 47 2KJ3505 -E GH22 -E E M1
80 475 18.24 2560 0.88 47 2KJ3505 - W GH22 - H W L1
89 425 16.34 2730 0.98 47 2KJ3505 - ® GH22 - H H K1
105 360 13.91 2920 1.2 47 2KJ3505 - H GH22 - H H J1
122 310 11.93 3020 1.3 47 2KJ3505 - W GH22 - H H H1
142 265 10.27 3110 1.5 47 2KJ3505 - ® GH22 - H H G1
150 255 9.75 2960 1.1 47 2KJ3505 - H GH22 -E H F1
159 240 9.18 2980 1.1 47 2KJ3505 - W GH22 - H W E1
178 215 8.22 3010 1.2 47 2KJ3505 - H GH22 - H H D1
209 183 7.00 3030 1.3 47 2KJ3505 - H GH22 -H H C1
243 157 6.00 3020 1.4 47 2KJ3505 - @ GH22 - H H B1
282 135 5.17 2990 1.6 47 2KJ3505 - B GH22 - H H A1
69 550 21.01 5170 0.82 44 2KJ3503 - @ GH22 - H H R1
74 515 19.77 5230 0.87 44 2KJ3503 - H GH22 - H H Q1
78 485 18.67 5260 0.92 44 2KJ3503 - H GH22 -m H P1
92 415 15.89 5280 1.1 44 2KJ3503 - B GH22 - H H N1
107 558 13.61 5280 1.3 44 2KJ3503 - H GH22 -H B M1
122 310 11.97 5250 1.4 44 2KJ3503 - W GH22 -H N L1
145 260 10.10 5180 1.7 44 2KJ3503 - B GH22 - H H K1
166 230 8.80 5070 2.0 44 2KJ3503 - H GH22 - E H J1
176 215 8.29 5210 15 44 2KJ3503 - B GH22 - H W H1
187 200 7.80 5170 1.6 44 2KJ3503 - H GH22 - H H G1
198 193 7.37 5090 1.7 44 2KJ3503 - H GH22 -E H F1
233 164 6.27 4930 2.0 44 2KJ3503 - W GH22 -H W E1
272 141 .37 4770 2.3 44 2KJ3503 - ® GH22 - H H D1
309 123 4.72 4 640 2.7 44 2KJ3503 - H GH22 -E E C1
367 104 3.98 4 460 3.2 44 2KJ3503 - H GH22 - H H B1
421 91 3.47 4310 3.6 44 2KJ3503 - B GH22 - H H A1
183 205 7.99 2300 0.84 40 2KJ3504 - H GH22 - E E D1
194 197 7.52 2300 0.87 40 2KJ3504 - H GH22 -E H C1
220 173 6.63 2370 0.93 40 2KJ3504 - H GH22 -m HE B1
254 150 8.05 2420 1.0 40 2KJ3504 - B GH22 - H H A1
137 280 10.69 4 640 0.86 39 2KJ3502 - ® GH22 - H N J1
159 240 9.17 4 600 0.96 39 2KJ3502 - B GH22 - H W H1
Article No. supplement
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Geared motors up to 55 kW

. Selection and ordering data (continued)

Pyated ny T, i Fro fg m Article No. Order code
kW rom Nm - N - kg (Article No. supplement = below) No. of poles
185 205 7.89 4 560 1.1 39 2KJ3502 - H GH22 - H H G1
221 173 6.60 4 580 1.2 39 2KJ3502 - H GH22 -H H F1
285 162 6.21 4 550 1.2 39 2KJ3502 - H GH22 - H N E1
263 145 5.56 4 460 14 39 2KJ3502 - B GH22 - m E D1
308 124 4.74 4 320 1.6 39 2KJ3502 - H GH22 - H H C1
360 106 4.06 4180 1.9 39 2KJ3502 - ® GH22 - H H B1
417 92 3.50 4040 2.1 39 2KJ3502 - H GH22 - H H A1

5.5 K.149-LE132MJ6E
5.4 9690 178.97 65 000 0.83 257 2KJ3513 -E HL22 -EEF2 Po1
K.149-LE132SF4E

6.2 8490 237.03 65 000 0.94 247 2KJ3513 - ® HG22 - H W J2
7.2 7270 202.86 65 000 1.1 247 2KJ3513 - W HG22 - W W H2
7.7 6840 190.92 65 000 1.2 247 2KJ3513 - W HG22 - H H G2
8.2 6410 178.97 65 000 1.2 247 2KJ3513 - W HG22 - H H F2
9.2 5680 158.65 65 000 1.4 247 2KJ3513 - W HG22 - W W E2
10 5050 140.93 65 000 1.6 247 2KJ3513 - W HG22 - H W D2
12 4 550 127.16 65 000 1.8 247 2KJ3513 - W HG22 - W W C2
13 4040 112.68 65 000 2.0 247 2KJ3513 - H HG22 - H H B2
15 3570 99.79 65 000 2.2 247 2KJ3513 - W HG22 - W W A2

K.129-LE132SF4E

10 5180 144.53 40 000 0.85 178 2KJ3512 - ® HG22 - H E D2
11 4 580 127.77 40 000 0.96 178 2KJ3512 - HG22 -EH E C2
13 4 080 114.06 40 000 11 178 2KJ3512 - ® HG22 - H H B2
14 3680 102.64 40 000 1.2 178 2KJ3512 - H HG22 - H H A2
16 3190 89.09 40 000 1.4 178 2KJ3512 - H@ HG22 -E K X1
18 2870 80.12 40 000 15 178 2KJ3512 - H HG22 -E B W1
21 2510 70.03 40 000 1.8 178 2KJ3512 - H@ HG22 -E B V1
23 2240 62.49 40 000 2.0 178 2KJ3512 - @ HG22 - H m U1
27 1970 55.05 40 000 2.2 178 2KJ3512 -B HG22 -EET1
30 1730 48.24 40 000 2.5 178 2KJ3512 - @ HG22 -H E S1
15 3490 97.49 24 500 0.83 129 2KJ3511 - @ HG22 -E E X1
17 3100 86.59 24 500 0.93 129 2KJ3511 - H HG22 -E B W1
19 2770 77.51 24 500 1.0 129 2KJ3511 -H@ HG22 -E E V1
22 2 370 66.26 24 500 1.2 129 2KJ3511 - HG22 - H H U1
25 2120 59.17 24 500 1.4 129 2KJ3511 -B HG22 -EET1
28 1870 52.29 24 500 15 129 2KJ3511 - ® HG22 - H H S1
32 1640 45.89 24 500 1.8 129 2KJ3511 - @ HG22 - H H R1
37 1430 39.95 24 500 2.0 129 2KJ3511 - B HG22 -E E Q1
43 1220 34.15 24 500 2.2 129 2KJ3511 - H HG22 -E H P1
50 1040 29.23 24 500 2.5 129 2KJ3511 - @ HG22 - H H N1
59 895 24.98 24 500 2.7 129 2KJ3511 - @ HG22 -E E M1

Article No. supplement
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. Selection and ordering data (continued)

Pyated ny T, i Fro fg m Article No. Order code
kW rom Nm - N - kg (Article No. supplement = below) No. of poles
66 800 22.31 24 500 3.0 129 2KJ3511 - @ HG22 -E N L1
140 375 10.45 21400 3.4 129 2KJ3511 - @ HG22 - H N E1
160 325 9.17 20 700 3.9 129 2KJ3511 - HG22 - H H D1
27 1980 55.27 18 100 0.81 93 2KJ3510 - @ HG22 -m E U1
30 1750 48.85 18 100 0.91 93 2KJ3510 - @ HG22 -EE T1
35 1480 41.54 18 100 1.1 93 2KJ3510 - B HG22 - H N Si
37 1400 39.29 18 100 1.1 93 2KJ3510 - @ HG22 - E E R1
44 1180 32.96 18 100 1.4 93 2KJ3510 - H HG22 - H H Q1
47 1110 31.03 18 100 1.4 93 2KJ3510 - @ HG22 - H H P1
51 1020 28.46 18 100 1.6 93 2KJ3510 - W HG22 - H H N1
59 890 24.86 18 100 1.8 93 2KJ3510 - @ HG22 -E E M1
66 795 22.26 18 100 2.0 93 2KJ3510 - @ HG22 - HE W L1
75 695 19.46 18 100 2.2 93 2KJ3510 - H HG22 - H H K1
88 595 16.71 18 100 2.5 93 2KJ3510 - M HG22 - H H J1
99 530 14.77 18 100 2.7 93 2KJ3510 - @ HG22 - H H H1
117 450 12.56 18 100 3.0 93 2KJ3510 - ® HG22 - EH E G1
136 385 10.76 18 100 3.2 93 2KJ3510 - @ HG22 -E H F1
139 375 10.51 18 100 2.2 93 2KJ3510 - M HG22 - H N E1
162 320 9.02 18 100 2.5 93 2KJ3510 - M HG22 - m H D1
184 285 7.97 17 500 2.7 93 2KJ3510 - ® HG22 -E HE C1
216 240 6.78 16 900 3.0 93 2KJ3510 - @ HG22 - H HE B1
252 205 5.81 16 300 3.2 93 2KJ3510 - ® HG22 - H H A1
54 975 27.20 13 600 0.82 72 2KJ3508 - H HG22 - H H N1
57 915 25.60 13 700 0.86 72 2KJ3508 - W HG22 -E E M1
61 865 24.17 13 800 0.89 72 2KJ3508 - ® HG22 - H H L1
71 735 20.57 14 100 1.0 72 2KJ3508 - W HG22 - H HE K1
83 630 17.62 14 300 1.1 72 2KJ3508 - W HG22 - H H J1
95 £55 15.49 14 000 1.3 72 2KJ3508 - ® HG22 - H H H1
112 465 13.07 13 700 1.4 72 2KJ3508 - ® HG22 - H H G1
129 405 11.39 13 300 1.6 72 2KJ3508 - H HG22 -E H F1
139 375 10.51 13 000 1.2 72 2KJ3508 - W HG22 - H N E1
163 320 9.01 12 600 1.4 72 2KJ3508 - W HG22 - H H D1
185 280 7.92 12 300 1.6 72 2KJ3508 - ® HG22 -E HE C1
219 235 6.68 11 900 1.9 72 2KJ3508 - W HG22 - H H B1
252 205 5.82 11 500 2.1 72 2KJ3508 - M HG22 -H H A1
87 605 16.88 4120 0.88 66 2KJ3507 - ® HG22 - H H J1
99 530 14.84 4300 0.97 66 2KJ3507 - W HG22 - H H H1
117 445 12.52 4 460 1.1 66 2KJ3507 - B HG22 - H H G1
134 390 10.91 4510 1.2 66 2KJ3507 - H HG22 -E HE F1
Article No. supplement
Shaft design 1,5,6,70r9 = Page 9/39
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SIMOGEAR Geared Motors
Bevel geared motors

Geared motors up to 55 kW

. Selection and ordering data (continued)

Pyated ny T, i Fro fg m Article No. Order code
kW rom Nm - N - kg (Article No. supplement = below) No. of poles
157 335 9.34 3930 1.1 66 2KJ3507 - @ HG22 -E H E1
183 285 8.01 4030 1.3 66 2KJ3507 - ® HG22 - W H D1
208 250 7.04 4 060 1.4 66 2KJ3507 - @ HG22 - H H C1
247 210 5.94 4 080 1.6 66 2KJ3507 - ® HG22 - E H B1
283 186 5.18 4020 1.8 66 2KJ3507 - ® HG22 - H H A1
105 495 13.91 1860 0.84 60 2KJ3505 - M HG22 -H H J1
123 425 11.93 2120 0.98 60 2KJ3505 - @ HG22 - H H H1
143 365 10.27 2 320 11 60 2KJ3505 - B HG22 - H H G1
160 325 9.18 2270 0.82 60 2KJ3505 - @ HG22 -E H E1
178 295 8.22 2 340 0.87 60 2KJ3505 - ® HG22 - H H D1
209 250 7.00 2 460 0.96 60 2KJ3505 - @ HG22 - E E C1
244 215 6.00 2530 1.0 60 2KJ3505 - ® HG22 - E H B1
283 185 5.17 2570 11 60 2KJ3505 - B HG22 - H H A1
B.49-LE132SF4E
108 485 13.61 4 400 0.92 57 2KJ3503 - W HG22 -E E M1
122 425 11.97 4 480 1.0 57 2KJ3503 - M HG22 - N N L1
145 360 10.10 4510 1.2 57 2KJ3503 - H HG22 - N H K1
166 315 8.80 4 500 1.4 57 2KJ3503 - M HG22 -H E J1
177 295 8.29 4730 1.1 57 2KJ3503 - ® HG22 - H H H1
188 280 7.80 4 690 1.2 57 2KJ3503 - @ HG22 - E H G1
199 260 7.37 4690 1.2 57 2KJ3503 - H HG22 -H H F1
234 225 6.27 4 570 1.5 57 2KJ3503 - @ HG22 -HE H E1
273 193 5.37 4 460 1.7 57 2KJ3503 - ® HG22 - H m D1
310 169 4.72 4 360 2.0 57 2KJ3503 - @ HG22 -E E C1
368 143 3.98 4220 2.3 57 2KJ3503 - B HG22 - H E B1
422 124 3.47 4110 2.6 57 2KJ3503 - B HG22 - H H A1
7.5 K.149-LE132MF4E

7.2 9910 202.86 65 000 0.81 248 2KJ3513 - W HJ22 - H W H2
7.7 9330 190.92 65 000 0.86 248 2KJ3513 - E HJ22 -H E G2
8.2 8 750 178.97 65 000 0.91 248 2KJ3513 -H HJ22 -H H F2
9.2 7 750 158.65 65 000 1.0 248 2KJ3513 - H HJ22 -H W E2
10 6890 140.93 65 000 1.2 248 2KJ3513 - B HJ22 - H H D2
12 6210 127.16 65 000 1.3 248 2KJ3513 -E HJ22 -EH E C2
13 5500 112.68 65 000 1.5 248 2KJ3513 - H HJ22 - W H B2
15 4 870 99.79 64 100 1.6 248 2KJ3513 - H HJ22 -H H A2
16 4 340 88.81 62 900 1.8 248 2KJ3513 -E HJ22 -E E X1
18 3890 79.59 61 700 2.1 248 2KJ3513 -E HJ22 -E E W1
21 3450 70.56 60 400 2.3 248 2KJ3513 -B HJ22 -EE V1
14 5010 102.64 40 000 0.88 179 2KJ3512 - W HJ22 - H H A2
16 4 350 89.09 40 000 1.0 179 2KJ3512 -E HJ22 -E E X1

Article No. supplement
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SIMOGEAR Geared Motors
Bevel geared motors

Geared motors up to 55 kW

. Selection and ordering data (continued)

Pyated ny T, i Fro fg m Article No. Order code
kW rom Nm - N - kg (Article No. supplement = below) No. of poles
18 3910 80.12 40 000 11 179 2KJ3512 -B HJ22 -EE W1
21 3 420 70.03 40 000 1.3 179 2KJ3512 -E HJ22 -H E Vi
23 3050 62.49 40 000 1.4 179 2KJ3512 - H HJ22 -H H Ui
27 2690 55.05 40 000 1.6 179 2KJ3512 -E HJ22 -EE Tl
30 2350 48.24 39 300 1.9 179 2KJ3512 - H HJ22 -H HE Si
35 2050 42.04 38 400 2.1 179 2KJ3512 - H HJ22 - H H R1
38 1870 38.37 37 700 2.3 179 2KJ3512 - H HJ22 -H E Q1
44 1610 33.03 36 700 2.7 179 2KJ3512 -E HJ22 -E HE P1
22 3240 66.26 24 500 0.9 130 2KJ3511 - E HJ22 -H E U1
25 2890 59.17 24 500 1.0 130 2KJ3511 -E HJ22 -EET1
28 2550 52.29 24 500 1.1 130 2KJ3511 -E HJ22 -E N S1
32 2240 45.89 24 500 1.3 130 2KJ3511 - H HJ22 - H H R1
37 1950 39.95 24 500 1.4 130 2KJ3511 -E HJ22 -H E Q1
43 1670 34.15 24 500 1.6 130 2KJ3511 -E HJ22 -E HEP1
50 1420 29.23 24 500 1.8 130 2KJ3511 - E HJ22 - H H N1
59 1220 24.98 24 500 1.9 130 2KJ3511 -B HJ22 -EE M
66 1090 22.31 24 500 2.2 130 2KJ3511 -E HJ22 -E H L1
74 960 19.71 24 200 2.5 130 2KJ3511 - H HJ22 - H H K1
85 845 17.30 23 600 2.8 130 2KJ3511 -E HJ22 -EH W J1
97 785 15.06 22 900 31 130 2KJ3511 - E HJ22 -H HE H1
114 625 12.87 22100 3.5 130 2KJ3511 -E HJ22 -E E Gi
140 510 10.45 20 800 2.5 130 2KJ3511 - E HJ22 -H N E1
160 445 9.17 20 200 2.8 130 2KJ3511 - ® HJ22 - H H D1
183 390 7.99 19 500 8.8 130 2KJ3511 -E HJ22 -E EC1
214 330 6.83 18 800 3.9 130 2KJ3511 -E HJ22 -H H B1
251 285 5.84 18 100 4.6 130 2KJ3511 -E HJ22 -H HE A1
37 1920 39.29 18 100 0.83 94 2KJ3510 - HJ22 -H HE R1
44 1610 32.96 18 100 0.99 94 2KJ3510 -E HJ22 -E HE Q1
47 1510 31.03 18 100 1.1 94 2KJ3510 - B HJ22 -E E P1
51 1390 28.46 18 100 11 94 2KJ3510 - W HJ22 - H H N1
59 1210 24.86 18 100 1.3 94 2KJ3510 -E HJ22 -EE M1
66 1080 22.26 18 100 15 94 2KJ3510 - ® HJ22 -EH H L1
75 950 19.46 18 100 1.6 94 2KJ3510 - M HJ22 -H HE K1
88 815 16.71 18 100 1.8 94 2KJ3510 - W HJ22 -H E J1
99 720 14.77 18 100 2.0 94 2KJ3510 - W HJ22 - H H H1
117 610 12.56 18 100 2.2 94 2KJ3510 -E HJ22 -E E Gi
136 525 10.76 18 100 2.4 94 2KJ3510 -E HJ22 -E HE F1
139 510 10.51 17 900 1.6 94 2KJ3510 -E HJ22 -E N E1
162 440 9.02 17 400 1.8 94 2KJ3510 - @ HJ22 -H HE D1
184 390 7.97 16 900 2.0 94 2KJ3510 -E HJ22 -E HE C1
Article No. supplement
Shaft design 1,5,6,70r9 - Page 9/39
Frequency and voltage 2o0r9 = Page 10/2
Gearbox mounting type A,D,ForH = Page 9/35

Siemens MD 50.1 - 2014




© Siemens AG 2014

SIMOGEAR Geared Motors
Bevel geared motors

Geared motors up to 55 kW

. Selection and ordering data (continued)

Pyated ny T, i Fro fg m Article No. Order code
kW rom Nm - N - kg (Article No. supplement = below) No. of poles

216 330 6.78 16 400 2.2 94 2KJ3510 - ® HJ22 - H H B1
252 280 5.81 15800 2.4 94 2KJ3510 - H HJ22 - H H A1

83 860 17.62 12900 0.83 73 2KJ3508 - EM HJ22 -H E J1

95 755 15.49 12 900 0.92 73 2KJ3508 - ® HJ22 - H H H1
112 635 13.07 12700 1.0 73 2KJ3508 - M HJ22 -H E Gl
129 555 11.39 12 500 1.2 73 2KJ3508 -HE HJ22 -E HE F1
139 510 10.51 12 100 0.87 73 2KJ3508 - M HJ22 -H N E1
163 440 9.01 11900 1.0 73 2KJ3508 - W HJ22 - H H D1
185 385 7.92 11 700 1.2 73 2KJ3508 - E HJ22 -E E C1
219 825 6.68 11 300 1.4 73 2KJ3508 - M HJ22 - H H B1
252 285 5.82 11 000 1.5 73 2KJ3508 - W HJ22 - H H A1

K.69-LE132MF4E

117 610 12.52 3290 0.80 67 2KJ3507 -E HJ22 -E E Gi
134 530 10.91 3520 0.88 67 2KJ3507 - M HJ22 -E HE F1
157 455 9.34 2 860 0.81 67 2KJ3507 -E HJ22 -E N E1
183 390 8.01 3090 0.93 67 2KJ3507 - ® HJ22 - H H D1
208 340 7.04 3 260 1.1 67 2KJ3507 -E HJ22 -E HE C1
247 290 5.94 3360 1.2 67 2KJ3507 - ® HJ22 - H H B1
283 250 5.18 3450 1.3 67 2KJ3507 - M HJ22 -H H A1

143 500 10.27 1270 0.83 61 2KJ3505 -EH HJ22 -EHHE Gl
283 250 517 2 030 0.83 61 2KJ3505 - HJ22 -H E A1
145 490 10.10 3650 0.91 58 2KJ3503 - H HJ22 - H E K1
166 430 8.80 3 740 1.0 58 2KJ3503 -EH HJ22 -E E J1
177 405 8.29 4080 0.81 58 2KJ3503 - H HJ22 - H EH Hi
188 380 7.80 4100 0.87 58 2KJ3503 -H HJ22 -EHNE Gl
199 360 7.37 4100 0.92 58 2KJ3503 -EH HJ22 -EEF1
234 305 6.27 4100 11 58 2KJ3503 -E HJ22 -E E E1
273 260 5.37 4 060 1.3 58 2KJ3503 - H HJ22 -H E D1
310 230 4.72 4010 1.4 58 2KJ3503 -E HJ22 -E EC1
368 195 3.98 3920 1.7 58 2KJ3503 - H HJ22 - HE HE B1
422 170 3.47 3 840 1.9 58 2KJ3503 - H HJ22 -H E A1
9.2 K.149-LE132ZMM4E
9.5 9 290 158.65 62 700 0.86 261 2KJ3513 - H HV22 -H E E2
11 8 250 140.93 62 500 0.97 261 2KJ3513 - H HvV22 - H E D2
12 7 440 127.16 62 200 1.1 261 2KJ3513 -EH HV22 -H E C2
13 6 600 112.68 61600 1.2 261 2KJ3513 - H HV22 - H H B2
15 5 840 99.79 60 800 1.4 261 2KJ3513 -H HV22 -H H A2
17 5200 88.81 60 000 15 261 2KJ3513 -E HV22 -EE X1
19 4 660 79.59 59 100 1.7 261 2KJ3513 -EH HV22 -E B W1

Article No. supplement
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SIMOGEAR Geared Motors
Bevel geared motors

Geared motors up to 55 kW

. Selection and ordering data (continued)

Pyated ny T, i Fro fg m Article No. Order code
kW rom Nm - N - kg (Article No. supplement = below) No. of poles
21 4130 70.56 58 000 1.9 261 2KJ3513 -E HV22 -EE Vi
24 3640 62.28 56 800 2.2 261 2KJ3513 - H HV22 -H E U1
27 3200 54.76 55 500 2.5 261 2KJ3513 -E HV22 -EE T1
17 5210 89.09 38 600 0.84 192 2KJ3512 -E HV22 -E E X1
19 4690 80.12 38 600 0.94 192 2KJ3512 - E HV22 -E E W1
21 4100 70.03 38 500 1.1 192 2KJ3512 -E HV22 -E E Vi
24 3660 62.49 38 200 1.2 192 2KJ3512 - ® HV22 - H H U1
27 3220 55.05 37 800 1.4 192 2KJ3512 - B HvV22 -EETI
31 2820 48.24 37 300 1.6 192 2KJ3512 - E HV22 -H N S1
36 2 460 42.04 36 600 1.8 192 2KJ3512 - ® HV22 -H H R1
39 2240 38.37 36 200 2.0 192 2KJ3512 -E HV22 -E HE Q1
45 1930 33.03 35 300 2.3 192 2KJ3512 -E HV22 -E HE P1
48 1840 815 35000 2.4 192 2KJ3512 - E HV22 -H H N1
54 1610 27.58 34 200 2.7 192 2KJ3512 - E HV22 -E E M1
25 3460 59.17 24 500 0.84 143 2KJ3511 -E HV22 -EET1
29 3060 52.29 24 500 0.95 143 2KJ3511 -E HV22 -H N S1
88 2680 45.89 24 500 1.1 143 2KJ3511 - ® HV22 -H H R1
38 2 340 39.95 24 500 1.2 143 2KJ3511 -E HV22 -E H Q1
44 2000 34.15 24 500 1.4 143 2KJ3511 -E HV22 -E E P1
51 1710 29.23 24 500 15 143 2KJ3511 - H HV22 - H H N1
60 1460 24.98 24 200 1.6 143 2KJ3511 -E HV22 -EEH M1
67 1300 22.31 23 800 1.8 143 2KJ3511 - H HV22 -H N L1
76 1150 19.71 23 300 2.1 143 2KJ3511 - B HV22 - H N K1
87 1010 17.30 22 800 2.4 143 2KJ3511 - @ HV22 -E E J1
100 880 15.06 22 200 2.6 143 2KJ3511 - H HV22 - H H H1
117 750 12.87 21 500 2.9 143 2KJ3511 - E HV22 -H E Gi
136 645 11.02 20 800 8.3 143 2KJ3511 - H HV22 -H HE F1
144 610 10.45 20 200 2.1 143 2KJ3511 -E HV22 -E N E1
164 535 9.17 19 700 2.4 143 2KJ3511 - @ HV22 - H H D1
188 465 7.99 19 100 2.7 143 2KJ3511 - E HV22 -H HE C1
220 400 6.83 18 400 3.2 143 2KJ3511 - @ HV22 - H H B1
257 340 5.84 17 700 3.8 143 2KJ3511 - H HV22 - H H A1
46 1930 32.96 18 100 0.83 107 2KJ3510 -E HV22 -E HE Q1
48 1810 31.03 18 100 0.88 107 2KJ3510 - @ HV22 -E H P1
3 1660 28.46 18 100 0.96 107 2KJ3510 - ® HV22 - H H N1
60 1450 24.86 18 100 1.1 107 2KJ3510 - HV22 -EE M1
67 1300 22.26 18 100 1.2 107 2KJ3510 - @ HV22 - W N L1
77 1140 19.46 18 100 1.4 107 2KJ3510 - H HV22 - H H K1
90 975 16.71 18 100 15 107 2KJ3510 - W HV22 -E E J1

Article No. supplement

Shaft design 1,5,6,70r9 = Page 9/39
Frequency and voltage 2o0r9 = Page 10/2
Gearbox mounting type A,D,ForH = Page 9/35

Siemens MD 50.1 - 2014 5/39



© Siemens AG 2014

SIMOGEAR Geared Motors
Bevel geared motors

Geared motors up to 55 kW

. Selection and ordering data (continued)

Pyated ny T, i Fro fg m Article No. Order code
kW rom Nm - N - kg (Article No. supplement = below) No. of poles

102 865 14.77 18 100 1.6 107 2KJ3510 - W HV22 - H H H1

119 735 12.56 18 100 1.8 107 2KJ3510 - H HV22 -H H G1

139 630 10.76 17 900 2.0 107 2KJ3510 - E HV22 -E H F1

143 615 10.51 17 200 14 107 2KJ3510 - W HV22 -E MW E1

166 525 9.02 16 800 1.5 107 2KJ3510 - H HV22 - H H D1

188 465 7.97 16 400 1.6 107 2KJ3510 - @ HV22 -E E C1

221 395 6.78 15900 1.8 107 2KJ3510 - ® HV22 - H H B1

258 340 5.81 15 400 2.0 107 2KJ3510 - H HV22 - H H A1

K.79-LE132ZMM4E

115 765 13.07 11 800 0.87 86 2KJ3508 - W HV22 -H E G1
132 665 11.39 11700 0.97 86 2KJ3508 - W HV22 -EE F1
166 525 9.01 11 200 0.85 86 2KJ3508 - W HV22 - H E D1
189 460 7.92 11 100 0.97 86 2KJ3508 - W HvV22 -H Em C1
225 390 6.68 10 800 12 86 2KJ3508 - W HvV22 - H H B1
258 340 5.82 10 600 1.3 86 2KJ3508 - W HV22 -H H A1
K.69-LE132ZMMA4E
213 410 7.04 2580 0.89 80 2KJ3507 - W HvV22 -E Em C1
253 345 5.94 2820 Ui99 80 2KJ3507 - W HvV22 - H H B1
290 300 5.18 2960 1.1 80 2KJ3507 - W HV22 -H H A1

B.49-LE132ZMMA4E

170 515 8.80 3120 0.87 71 2KJ3503 - H HV22 -E E J1
239 365 6.27 3 700 0.90 71 2KJ3503 -EH HV22 -E E E1
279 315 537 3700 1.0 71 2KJ3503 - H HV22 - H E D1
318 275 472 3700 1.2 71 2KJ3503 - H HV22 -E E C1
377 230 3.98 3670 1.4 71 2KJ3503 - H HV22 - H H B1
432 200 3.47 3620 1.6 71 2KJ3503 - H HvV22 -E HE A1
11 K.149-LE160MF4E
12 9 080 127.16 58 100 0.88 269 2KJ3513 -H JP22 -H E C2
13 8 050 112.68 58 000 0.99 269 2KJ3513 -H JP22 -H H B2
15 7130 99.79 57 700 11 269 2KJ3513 - H JP22 -H H A2
17 6 340 88.81 57 200 1.3 269 2KJ3513 -EH JP22 -EE X1
18 5680 79.59 56 700 1.4 269 2KJ3513 -E JP22 -E E W1
21 5 040 70.56 55 900 1.6 269 2KJ3513 -EJP22 -E N Vi
24 4 450 62.28 54 900 1.8 269 2KJ3513 -H JP22 -H E U1
27 3910 54.76 53 900 2.0 269 2KJ3513 -EHJP22 -EET1
30 3540 49.60 53 000 2.3 269 2KJ3513 -H JP22 -EH HE S1
34 3080 43.18 51 800 2.6 269 2KJ3513 - H JP22 -H H R1
21 5000 70.03 35 700 0.88 202 2KJ3512 -EHJP22 -E N Vi
24 4 460 62.49 35 800 0.99 202 2KJ3512 -H JP22 -H E U1
27 3930 55.05 35 700 11 202 2KJ3512 -EHJP22 -EHETH
30 3 440 48.24 35 500 1.3 202 2KJ3512 -H JP22 -EH HE S1
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SIMOGEAR Geared Motors
Bevel geared motors

Geared motors up to 55 kW

. Selection and ordering data (continued)

Pyated ny T, i Fro fg m Article No. Order code
kW rom Nm - N - kg (Article No. supplement = below) No. of poles
35 3000 42.04 35100 15 202 2KJ3512 - H JP22 - H H R1
38 2740 38.37 34 700 1.6 202 2KJ3512 - E JP22 -H H Q1
45 2 360 33.03 34 100 1.9 202 2KJ3512 -E JP22 -H HE P1
47 2 250 31.55 33 900 2.0 202 2KJ3512 - W JP22 - H H N1
53 1970 27.58 33 200 2.2 202 2KJ3512 -E JP22 -EH E M1
60 1750 24.61 32 600 2.5 202 2KJ3512 -E JP22 -H N L1
68 1540 21.68 31900 2.8 202 2KJ3512 -E JP22 -H H K1
77 1350 19.00 31100 3.0 202 2KJ3512 -E JP22 -E E J1
89 1180 16.56 30 200 3.4 202 2KJ3512 - W JP22 - H W H1
125 840 11.80 28 100 3.4 202 2KJ3512 -E JP22 -H N E1
142 735 10.34 27 200 3.9 202 2KJ3512 - H JP22 - H H D1
32 3270 45.89 23 500 0.88 153 2KJ3511 - W JP22 - H N R1
37 2850 39.95 23 600 0.99 153 2KJ3511 -E JP22 -H H Q1
43 2440 34.15 23 600 11 153 2KJ3511 -E JP22 -H HE P1
50 2080 29.23 23 500 1.3 153 2KJ3511 - HE JP22 - H H N1
59 1780 24.98 23 200 1.3 153 2KJ3511 -EJP22 -EE M1
66 1590 22.31 22 900 1.5 153 2KJ3511 -E JP22 -H H L1
75 1400 19.71 22 500 1.7 153 2KJ3511 - H JP22 - H H K1
85 1230 17.30 22 100 1.9 153 2KJ3511 -E JP22 -H E J1
98 1070 15.06 21600 2.1 153 2KJ3511 -E JP22 -EH HE H1
114 920 12.87 21 000 2.4 153 2KJ3511 -E JP22 -H E Gi
133 785 11.02 20 400 2.7 153 2KJ3511 -E JP22 -EH HEF1
141 745 10.45 19 800 1.7 153 2KJ3511 -E JP22 -E N E1
160 655 9.17 19 300 1.9 153 2KJ3511 -E JP22 -H H D1
184 570 7.99 18 800 2.2 153 2KJ3511 -E JP22 -H HE C1
215 485 6.83 18 100 2.7 153 2KJ3511 -E JP22 -H H B1
252 415 5.84 17 500 &1l 153 2KJ3511 - H JP22 -H H A1
59 1770 24.86 18 100 0.90 117 2KJ3510 - E JP22 -H E M1
66 1590 22.26 18 100 1.0 117 2KJ3510 - W JP22 -H N L1
76 1390 19.46 18 100 11 117 2KJ3510 - H JP22 - H H K1
88 1190 16.71 18 100 1.2 117 2KJ3510 - W JP22 -EH E J1
100 1050 14.77 18 100 1.3 117 2KJ3510 - E JP22 -H H H1
117 895 12.56 17 800 1.5 117 2KJ3510 - E JP22 -H H Gi
137 765 10.76 17 400 1.6 117 2KJ3510 - E JP22 -EH HE F1
140 750 10.51 16 500 11 117 2KJ3510 -E JP22 -H HE E1
163 645 9.02 16 200 1.2 117 2KJ3510 - W JP22 - H EH D1
184 570 7.97 15900 1.4 117 2KJ3510 - E JP22 -H HE C1
217 485 6.78 15500 1.5 117 2KJ3510 - H JP22 - H H B1
253 415 5.81 15 000 1.6 117 2KJ3510 - H JP22 -H N A1
Article No. supplement
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SIMOGEAR Geared Motors
Bevel geared motors

Geared motors up to 55 kW

. Selection and ordering data (continued)

Pyated ny T, i Fro fg m Article No. Order code
kW rom Nm - N - kg (Article No. supplement = below) No. of poles
15 9690 99.79 50 500 0.83 286 2KJ3513 - E JU22 -H H A2
17 8 620 88.81 50 800 0.93 286 2KJ3513 -E JU22 -E HE X1
19 7 730 79.59 50 800 1.0 286 2KJ3513 -E JU22 -EE W1
21 6 850 70.56 50 700 1.2 286 2KJ3513 -E JU22 -EE V1
24 6 040 62.28 50 400 1.3 286 2KJ3513 -E JU22 -H E U1
27 5310 54.76 49 900 1.5 286 2KJ3513 -EJU22 -EET1
30 4810 49.60 49 400 1.7 286 2KJ3513 -E JU22 -HE N S1
34 4190 43.18 48 600 1.9 286 2KJ3513 - H JU22 - H H R1
42 3430 35.40 47 200 2.3 286 2KJ3513 -E JU22 -E HE Q1
46 3140 2.5 46 500 2.5 286 2KJ3513 -E JU22 -EH HE P1
51 2780 28.66 45 500 2.8 286 2KJ3513 - W JU22 - H E N1
104 1370 14.15 39 100 2.9 286 2KJ3513 -E JU22 -E E Gl
119 1200 12.44 38 000 3.3 286 2KJ3513 -E JU22 -E EF1
131 1090 11.26 37 100 3.6 286 2KJ3513 -E JU22 -E N E1
K.129-LE160LD4E
27 5 340 55.05 30800 0.82 219 2KJ3512 -EJU22 -EETI
31 4 680 48.24 31200 0.94 219 2KJ3512 -E JU22 -H N S1
85 4080 42.04 31300 1.1 219 2KJ3512 -E JU22 -E HER1
38 3720 38.37 31300 1.2 219 2KJ3512 -E JU22 -EHE Q1
45 3200 33.03 31200 1.4 219 2KJ3512 -EJU22 -E E P1
47 3060 &5 31100 1.4 219 2KJ3512 - H JU22 -H E N1
68 2670 27.58 30 800 1.6 219 2KJ3512 -E Ju22 -E E M1
60 2390 24.61 30 400 1.8 219 2KJ3512 -E JU22 -HE N L1
68 2100 21.68 29 900 2.0 219 2KJ3512 - H JU22 -H HE K1
78 1840 19.00 29 400 2.2 219 2KJ3512 -EJU22 -E N J1
89 1600 16.56 28 800 2.5 219 2KJ3512 - H JU22 -H H H1
98 1460 15.11 28 300 2.7 219 2KJ3512 -E JU22 -H HE Gi
113 1260 13.01 27 500 3.0 219 2KJ3512 -E JU22 -E EF1
125 1140 11.80 27 000 2.5 219 2KJ3512 -E JU22 -E N E1
143 1000 10.34 26 300 2.8 219 2KJ3512 - H JU22 - H E D1
164 875 9.01 25 500 3.2 219 2KJ3512 -E JU22 -E E C1
179 795 8.22 25 000 3.4 219 2KJ3512 - H JU22 - H H Bi
208 685 7.08 24 200 3.7 219 2KJ3512 - H JU22 -H H A1
43 3310 34.15 20 300 0.82 170 2KJ3511 -E JU22 -E HEP1
50 2830 29.23 20 600 0.92 170 2KJ3511 - W JU22 - H H N1
59 2420 24.98 20 700 0.98 170 2KJ3511 -E Ju22 -E E M1
66 2160 22.31 20 700 1.1 170 2KJ3511 -E JU22 -HE N L1
75 1910 19.71 20 600 1.2 170 2KJ3511 - H JU22 - H HE K1
85 1680 17.30 20 400 1.4 170 2KJ3511 -E JU22 -EEJ1
98 1460 15.06 20 100 1.6 170 2KJ3511 - H JU22 - H H H1
115 1250 12.87 19 700 1.8 170 2KJ3511 -E JU22 -H HE Gi
134 1070 11.02 19 300 2.0 170 2KJ3511 -E JU22 -E HE F1

Article No. supplement

Shaft design 1,5,6,70r9 = Page 9/39
Frequency and voltage 2o0r9 = Page 10/2
Gearbox mounting type A,D,ForH = Page 9/35
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SIMOGEAR Geared Motors
Bevel geared motors

Geared motors up to 55 kW

. Selection and ordering data (continued)

Pyated ny T, i Fro fg m Article No. Order code
kW rom Nm - N - kg (Article No. supplement = below) No. of poles
141 1010 10.45 18 600 1.2 170 2KJ3511 -EJU22 -E N E1
161 890 9.17 18 300 1.4 170 2KJ3511 - H JU22 -H E D1
185 775 7.99 17 800 1.6 170 2KJ3511 -E JU22 -E HE C1
216 660 6.83 17 400 2.0 170 2KJ3511 - W JU22 - H N Bi
253 565 5.84 16 900 2.8 170 2KJ3511 -H JU22 -H HE A1
76 1890 19.46 16 300 0.83 134 2KJ3510 - W JU22 - H H K1
88 1620 16.71 16 400 0.91 134 2KJ3510 -E JU22 -E N J1
100 1430 14.77 16 400 0.99 134 2KJ3510 - H JU22 - H H H1
117 1220 12.56 16 300 1.1 134 2KJ3510 -E JU22 -E N Gi
137 1040 10.76 16 100 1.2 134 2KJ3510 -E JU22 -E HE F1
140 1020 10.51 15 000 0.83 134 2KJ3510 - W JU22 -E N E1
164 875 9.02 14 900 0.91 134 2KJ3510 - W JU22 - H E D1
185 770 7.97 14 700 0.99 134 2KJ3510 -E JU22 -E HE C1
218 655 6.78 14 500 11 134 2KJ3510 - W JU22 - H H Bi
254 560 5.81 14 200 1.2 134 2KJ3510 - H JU22 -H H A1
18.5 K.149-LES180MMA4E
18 9 590 79.59 45 800 0.83 368 2KJ3513 -E KL32 -EHE W1
21 8 500 70.56 46 300 0.94 368 2KJ3513 -E KL32 -EE Vi
24 7510 62.28 46 500 1.1 368 2KJ3513 - B KL32 -H E U1
27 6 600 54.76 46 400 1.2 368 2KJ3513 -E KL32 -EET1
30 5980 49.60 46 300 1.3 368 2KJ3513 -E KL32 -H H S1
34 5 200 43.18 45900 15 368 2KJ3513 - M KL32 -H H R1
41 4 260 35.40 45 000 1.8 368 2KJ3513 -E KL32 -EE Q1
45 3890 32.33 44 500 2.1 368 2KJ3513 -E KL32 -H H P1
51 3450 28.66 43 800 2.3 368 2KJ3513 - B KL32 - H H N1
58 3050 25.30 42900 2.5 368 2KJ3513 - E KL32 -E E M1
66 2680 22.25 42 000 2.7 368 2KJ3513 - W KL32 -H N L1
73 2430 20.15 41300 3.0 368 2KJ3513 - M KL32 - N H K1
84 2110 17.54 40 200 3.3 368 2KJ3513 - E KL32 -E E J1
104 1700 14.15 38 200 2.3 368 2KJ3513 - E KL32 -E E G1
118 1500 12.44 37 200 2.6 368 2KJ3513 -E KL32 -EH HE F1
130 1350 11.26 36 400 2.9 368 2KJ3513 - E KL32 -E N E1
149 1180 9.81 35200 8.3 368 2KJ3513 - M KL32 - H D1
182 970 8.04 33600 3.8 368 2KJ3513 - E KL32 -E HE C1
215 820 6.82 32300 4.3 368 2KJ3513 - M KL32 - N H B1
85 5070 42.04 28 000 0.87 303 2KJ3512 - ® KL32 -H H R1
38 4620 38.37 28 400 0.95 303 2KJ3512 - B KL32 -E HE Q1
44 3980 33.03 28 600 1.1 303 2KJ3512 - E KL32 -H HE P1
46 3800 BIlF55 28 600 1.2 303 2KJ3512 - W KL32 - H B N1
53 3320 27.58 28 600 1.3 303 2KJ3512 - B KL32 -mE M1

Article No. supplement

Shaft design 1,5,6,70r9 = Page 9/39
Frequency and voltage 2o0r9 = Page 10/2
Gearbox mounting type A,D,ForH = Page 9/35
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SIMOGEAR Geared Motors
Bevel geared motors

Geared motors up to 55 kW

. Selection and ordering data (continued)

Pyated ny T, i Fro fg m Article No. Order code
kW rom Nm - N - kg (Article No. supplement = below) No. of poles
60 2960 24.61 28 500 1.5 303 2KJ3512 - M KL32 -H N L1
68 2610 21.68 28 300 1.6 303 2KJ3512 - B KL32 - H H K1
77 2290 19.00 27 900 1.8 303 2KJ3512 - E KL32 -E E J1
88 1990 16.56 27 500 2.0 303 2KJ3512 - W KL32 - H W H1
97 1820 15.11 27 100 2.2 303 2KJ3512 - KL32 -H H G1
113 1560 13.01 26 600 2.4 303 2KJ3512 - B KL32 -E H F1
124 1420 11.80 26 100 2.0 303 2KJ3512 - E KL32 -H N E1
142 1240 10.34 25 500 2.3 303 2KJ3512 - B KL32 - H H D1
163 1080 9.01 24 900 2.5 303 2KJ3512 - M KL32 -E HE C1
178 990 8.22 24 400 2.7 303 2KJ3512 - B KL32 - H H B1
207 850 7.08 23 700 3.0 303 2KJ3512 - W KL32 - H N A1

K.109-LES180MM4E

66 2690 22.31 18 700 0.88 253 2KJ3511 - W KL32 -H N L1
74 2370 19.71 18 900 1.0 253 2KJ3511 - W KL32 - N N K1
85 2080 17.30 18 900 1.2 253 2KJ3511 - W KL32 -H H J1
97 1810 15.06 18 900 1.3 253 2KJ3511 - E KL32 -H H H1
114 1550 12.87 18 600 1.4 253 2KJ3511 - W KL32 - H E G1
133 1320 11.02 18 400 1.6 253 2KJ3511 - B KL32 -EEF1
140 1260 10.45 17 600 1.0 253 2KJ3511 - W KL32 -H N E1
160 1100 9.17 17 400 1.1 253 2KJ3511 - W KL32 -H H D1
183 960 229 17 100 1.3 253 2KJ3511 -E KL32 -E E C1
214 820 6.83 16 700 1.6 253 2KJ3511 - W KL32 - W H B1
251 700 5.84 16 300 1.8 253 2KJ3511 - E KL32 -H H A1
22 K.149-LES180ZLJ4E
24 8930 62.28 42 500 0.9 363 2KJ3513 - M KN32 - N m U1
27 7 850 54.76 43 000 1.0 363 2KJ3513 - M KN32 -EE T1
30 7110 49.60 43 100 1.1 363 2KJ3513 - M KN32 - N N S1
34 6 190 43.18 43 100 1.3 363 2KJ3513 - W KN32 - H H R1
41 5070 35.40 42 800 149 363 2KJ3513 - M KN32 -E E Q1
45 4 630 32.33 42 500 1.7 363 2KJ3513 - H KN32 -H H P1
51 4110 28.66 41900 1.9 363 2KJ3513 - W KN32 - H H N1
58 3620 25.30 41 300 2.1 363 2KJ3513 - W KN32 -E E M1
66 3190 22.25 40 600 2.3 363 2KJ3513 - W KN32 -H N L1
73 2890 20.15 40 000 2.5 363 2KJ3513 - W KN32 - H H K1
84 2510 17.54 39 100 2.8 363 2KJ3513 -E KN32 -E E J1
102 2060 14.38 37 700 3.2 363 2KJ3513 - M KN32 -H H H1
104 2020 14.15 37 300 1.9 363 2KJ3513 - M KN32 -H H G1
118 1780 12.44 36 300 2.2 363 2KJ3513 - M KN32 -E H F1
130 1610 11.26 35 600 2.5 363 2KJ3513 - B KN32 -H H E1
149 1400 9.81 34 600 2.8 363 2KJ3513 - W KN32 - H H D1
182 1150 8.04 33 100 3.2 363 2KJ3513 - M KN32 -H H C1
215 975 6.82 31800 3.6 363 2KJ3513 - W KN32 - H H B1

Article No. supplement

Shaft design 1,5,6,70r9 - Page 9/39
Frequency and voltage 2o0r9 = Page 10/2
Gearbox mounting type A,D,ForH = Page 9/35
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SIMOGEAR Geared Motors
Bevel geared motors

Geared motors up to 55 kW

. Selection and ordering data (continued)

Pyated ny T, i Fro fg m Article No. Order code
kW rom Nm - N - kg (Article No. supplement = below) No. of poles
22 K.129-LES180ZLJ4E
38 5500 38.37 25 300 0.80 298 2KJ3512 - H KN32 -E HE Q1
44 4730 33.03 26 000 0.93 298 2KJ3512 - E KN32 -H H P1
46 4 520 3i.55 26 200 0.97 298 2KJ3512 - B KN32 - H B N1
53 3950 27.58 26 500 11 298 2KJ3512 - M KN32 -E E M1
60 3520 24.61 26 600 1.2 298 2KJ3512 - H KN32 -H H L1
68 3100 21.68 26 600 1.4 298 2KJ3512 - B KN32 - H H K1
77 2720 19.00 26 400 15 298 2KJ3512 - E KN32 -E E J1
88 2370 16.56 26 200 1.7 298 2KJ3512 - B KN32 - H H H1
97 2160 15.11 26 000 1.8 298 2KJ3512 - B KN32 - H H G1
113 1860 13.01 25 500 2.0 298 2KJ3512 - B KN32 -H H F1
124 1690 11.80 25 200 1.7 298 2KJ3512 - W KN32 -H N E1
142 1480 10.34 24 700 1.9 298 2KJ3512 - B KN32 - H H D1
163 1290 9.01 24100 2.1 298 2KJ3512 - B KN32 -E E C1
178 1170 8.22 23 800 2.3 298 2KJ3512 - B KN32 - H H B1
207 1010 7.08 23 100 2.5 298 2KJ3512 - B KN32 - H H A1
K.109-LES180ZLJ4E
74 2820 19.71 17 200 0.84 248 2KJ3511 - B KN32 - H H K1
85 2 480 17.30 17 400 0.97 248 2KJ3511 -E KN32 -E E J1
97 2 160 15.06 17 500 1.1 248 2KJ3511 - B KN32 - H H H1
114 1840 12.87 17 600 1.2 248 2KJ3511 - H KN32 -H H G1
133 1580 11.02 17 400 1.3 248 2KJ3511 - H KN32 -H H F1
140 1490 10.45 16 600 0.84 248 2KJ3511 - W KN32 -HE N E1
160 1310 9.17 16 500 0.97 248 2KJ3511 - B KN32 - H H D1
183 1140 7.99 16 300 1.1 248 2KJ3511 - B KN32 -E E C1
214 980 6.83 16 000 1.3 248 2KJ3511 - B KN32 - H H B1
251 835 5.84 15700 1.6 248 2KJ3511 - B KN32 - H H A1
30 K.149-LES200LN4E
30 9 660 49.60 35 900 0.83 423 2KJ3513 -E LM32 -H H S1
34 8410 43.18 36 900 0.95 423 2KJ3513 - H LM32 - H H R1
42 6 890 35.40 37 600 1.1 423 2KJ3513 -E LM32 -E E Q1
45 6 300 32.33 37 700 1.3 423 2KJ3513 -E LM32 -H H P1
51 5580 28.66 37 800 1.4 423 2KJ3513 - H LM32 - H H N1
58 4930 25.30 37 600 1.5 423 2KJ3513 -E LM32 -E E M1
66 4 330 22.25 37 400 1.7 423 2KJ3513 -E LM32 -H N L1
73 3920 20.15 37 100 1.8 423 2KJ3513 - H LM32 - H H K1
84 3410 17.54 36 500 2.0 423 2KJ3513 -E LM32 -EH E J1
102 2 800 14.38 35 600 2.4 423 2KJ3513 - H LM32 - H H H1
104 2750 14.15 35100 1.4 423 2KJ3513 -E LM32 -H H G1
118 2420 12.44 34 400 1.6 423 2KJ3513 -E LM32 -E H F1
131 2190 11.26 33900 1.8 423 2KJ3513 -E LM32 -H N E1
150 1910 9.81 33100 2.0 423 2KJ3513 - H LM32 - H E D1
183 1560 8.04 31 800 2.4 423 2KJ3513 - E LM32 -H H C1
216 1320 6.82 30 800 2.7 423 2KJ3513 - H LM32 - N H B1

Article No. supplement

Shaft design 1,5,6,70r9 - Page 9/39
Frequency and voltage 2o0r9 = Page 10/2
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SIMOGEAR Geared Motors
Bevel geared motors

Geared motors up to 55 kW

. Selection and ordering data (continued)

Pyated ny T, i Fro fg m Article No. Order code
kW rom Nm - N - kg (Article No. supplement = below) No. of poles
30 K.129-LES200LN4E
53 5370 27.58 21 600 0.82 362 2KJ3512 -E LM32 -E E M1
60 4790 24.61 22 200 0.92 362 2KJ3512 -E LM32 -H N L1
68 4220 21.68 22 700 1.0 362 2KJ3512 - H LM32 - H E K1
77 3700 19.00 23100 1.1 362 2KJ3512 -E LM32 -E E J1
89 3220 16.56 23 300 1.2 362 2KJ3512 - ® LM32 - H H H1
97 2940 15.11 23 300 1.3 362 2KJ3512 - E LM32 -H H G1
113 2530 13.01 23 200 1.5 362 2KJ3512 -E LM32 -E H F1
125 2 300 11.80 23100 1.2 362 2KJ3512 -E LM32 -H N E1
142 2010 10.34 22 800 1.4 362 2KJ3512 - ® LM32 - H E D1
163 1750 9.01 22 500 1.6 362 2KJ3512 - E LM32 -H H C1
179 1600 8.22 22 300 1.7 362 2KJ3512 - M LM32 - H W Bi
208 1380 7.08 21800 1.8 362 2KJ3512 - H LM32 - H H A1
37 K.149-LES225SD4E
42 8 500 35.40 33 100 0.91 488 2KJ3513 -E MF32 -E H Q1
45 7770 32.33 33600 1.0 488 2KJ3513 - H MF32 -H H P1
51 6 880 28.66 34100 1.1 488 2KJ3513 - ® MF32 - H H N1
58 6 080 25.30 34 400 1.2 488 2KJ3513 -E MF32 -E E M1
66 5 340 22.25 34 500 1.4 488 2KJ3513 - H MF32 -H N L1
73 4 840 20.15 34 500 15 488 2KJ3513 - ® MF32 - H H K1
84 4210 17.54 34 300 1.6 488 2KJ3513 - E MF32 - HE H J1
102 3450 14.38 33700 1.9 488 2KJ3513 - ® MF32 - H H H1
104 3400 14.15 33 200 1.2 488 2KJ3513 - H MF32 -H H G1
118 2990 12.44 32 700 1.3 488 2KJ3513 - E MF32 - H H F1
131 2700 11.26 32 400 15 488 2KJ3513 - ® MF32 -H H E1
150 2 350 9.81 31800 1.6 488 2KJ3513 - @ MF32 - H E D1
183 1930 8.04 30800 1.9 488 2KJ3513 - H MF32 - H H C1
216 1630 6.82 29 900 2.2 488 2KJ3513 - ® MF32 - H H B1
45 K.149-LES225MF4E
45 9 450 32.33 28 900 0.85 543 2KJ3513 -H MT32 -H H P1
51 8370 28.66 30 000 0.94 543 2KJ3513 - ® MT32 - H H N1
58 7 390 25.30 30 800 1.0 543 2KJ3513 - E MT32 -H E M1
66 6 500 22.25 31 300 11 543 2KJ3513 - H MT32 -H N L1
73 5890 20.15 31600 1.2 543 2KJ3513 - ® MT32 - W H K1
84 5120 17.54 31 700 1.4 543 2KJ3513 - E MT32 - H H J1
102 4 200 14.38 31 700 1.6 543 2KJ3513 - H MT32 - H H H1
104 4130 14.15 31 000 0.95 543 2KJ3513 - H MT32 - H H G1
118 3630 12.44 30 900 1.1 543 2KJ3513 - E MT32 -H H F1
131 3290 11.26 30 600 1.2 543 2KJ3513 - H MT32 -H N E1
150 2 860 9.81 30 300 1.3 543 2KJ3513 - @ MT32 - H H D1
183 2 350 8.04 29 500 1.6 543 2KJ3513 - H MT32 - H H C1
216 1990 6.82 28 800 1.8 543 2KJ3513 - ® MT32 - W W B1

Article No. supplement

Shaft design 1,5,6,70r9 - Page 9/39
Frequency and voltage 20r9 = Page 10/2
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SIMOGEAR Geared Motors
Bevel geared motors

Geared motors up to 55 kW

. Selection and ordering data (continued)

Pyated ny T, i Fro fg m Article No. Order code
kW rom Nm - N - kg (Article No. supplement = below) No. of poles
55 K.149-LES250MD4E
58 9040 25.30 26 100 0.84 629 2KJ3513 - @ NM32 -E E M1
66 7 950 22.25 27 200 0.92 629 2KJ3513 - H NM32 - H N L1
73 7 200 20.15 27 900 1.0 629 2KJ3513 - H NM32 - B H K1
84 6 260 17.54 28 600 1.1 629 2KJ3513 - @ NM32 - H H J1
102 5130 14.38 29100 1.3 629 2KJ3513 - ® NM32 - B H H1
118 4 440 12.44 28 500 0.89 629 2KJ3513 - H NM32 - H H F1
131 4020 11.26 28 500 0.99 629 2KJ3513 - H NM32 - H H E1
150 3500 9.81 28 400 1.1 629 2KJ3513 - ® NM32 - H m D1
183 2870 8.04 28 000 1.3 629 2KJ3513 - @ NM32 - E H C1
216 2430 6.82 27 500 15 629 2KJ3513 - ® NM32 - H H B1

Article No. supplement
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SIMOGEAR Geared Motors
Bevel geared motors

Transmission ratios and torques

. Selection and ordering data

i n, Toy Fro 0" Jg Rex Motor size Article No.

- rom Nm N ‘ 104 kgm? - 63 71 80 90 100 112 132 160 180 200 225 250
4210 34 50 3880 16 0.02 3410/81 2KJ3500 - HENEN - BEE A2
37.28 39 50 3 700 16 0.03 671/18 2KJ3500 - HENEN - BN X1
32.39 45 50 3510 16 0.04 583/18 2KJ3500 - HNNNEEN - BE W1
29.44 49 50 3380 16 0.04 265/9 2KJ3500 - HNENEN - EE V1
25.06 58 50 3170 16 0.06 451/18 2KJ3500 - HNENEN - BN U1
22,78 64 50 3 050 16 0.08 205/9 2KJ3500 - HNNNEN - BN T1

19.86 73 50 2890 17 0.09 715/36
17.78 82 50 2770 17 0.12 160/9
15.79 92 50 2640 17 0.14 1705/108

2KJ3500 - ENNNEN - BN S1
2KJ3500 - NNNNEN - BN R1
2KJ3500 - NNNEN - EN Q1

14.57 100 50 2550 17 0.17 1705/117 2KJ3500 - NENNEN - BN P1
12.66 115 50 2410 17 0.19 1595/126 2KJ3500 - NENNEN - BN N1
11.00 132 50 2270 17 0.19 111 2KJ3500 - NENEN - BN M1
9.93 146 50 2190 17 0.25 715/72 2KJ3500 - NENNEN - BN L1
9.35 155 50 2160 17 0.29 1430/153 2KJ3500 - NENNEN - BN K1
8.15 178 47 2110 17 0.33 220/27 2KJ3500 - NENEN - BN J1
7.87 184 38 2160 25 0.14 1472/187 2KJ3500 - NNNNEN - BN H1
6.99 207 38 2100 26 0.17 713/102 2KJ3500 - NNNNEN - BN G1
6.45 225 39 2060 26 0.20 1426/221 2KJ3500 - NNNNEN - BN F1

5.61 258 37 1990 27 0.22 667/119
4.87 298 35 1930 26 0.24 414/85
4.40 330 34 1880 26 0.32 299/68
4.14 350 33 1850 26 0.37 1196/289
3.61 402 31 1780 27 0.43 184/51

2KJ3500 - NENNEN - BN E1
2KJ3500 - NENNEN - BN D1
2KJ3500 - NNNEN - BN C1
2KJ3500 - NNNNEN - BN B1
2KJ3500 - NENEN - BN A1

SUSISISISISIS SIS IS SRS S SIS SRS S S
S ENEN NN NN NN N NN AN N ENENENENENENENENAN
SUSTSIS IS SIS IS SRS SRS SRS R RS

R Only in conjunction with reduced-backlash version
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SIMOGEAR Geared Motors
Bevel geared motors

Transmission ratios and torques

. Selection and ordering data (continued)

i n, Ton Fro 0" Jg Reyx Motor size Article No.

- rom  Nm N ‘ 10 kgm? - 63 71 80 90 100 112 132 160 180 200 225 250

2 |
46.85 31 110 4130 13 0.04 1265/27 2KJ3501 - NNNENE - BN B2
4156 35 110 4130 13 0.05 374/9 2KJ3501 - NNNEN - BN A2
36.06 40 110 4130 13 0.06 649/18 2KJ3501 - HNENEN - BN X1
32.78 44 110 4130 13 0.07 295/9 2KJ3501 - NNEENE - EH W1
28.11 52 110 4130 13 0.09 253/9 2KJ3501 - HNNNEN - BE V1

25.56 57 110 4130 13 0.11 230/9 2KJ3501 - NNNNEN - BN U1
2241 65 110 4130 14 0.13 605/27 2KJ3501 - NNNNEN - BN T1
20.00 73 110 4130 14 0.16 20/1 2KJ3501 - NNNEN - BN S1

2KJ3501 - NNNNEN - BN R1
2KJ3501 - NNNNEN - BN Q1
2KJ3501 - NNNEN - BN P1
2KJ3501 - NNNNEN - BN N1
2KJ3501 - NNNNEN - BN M1
2KJ3501 - ENNEN - BN L1
2KJ3501 - NNNNEN - BN K1
2KJ3501 - NNNNEN - NN J1
2KJ3501 - NNNEN - BN H1
2KJ3501 - HNNNEN - BN G1
2KJ3501 - NNNNEN - BN F1
2KJ3501 - NNNEN - BN E1
2KJ3501 - NNNNEN - BN D1
2KJ3501 - NNNNEN - BN C1
2KJ3501 - NNNEN - BN B1
2KJ3501 - NENNEN - BN A1

17.82 81 110 4130 14 0.19 1925/108
16.45 88 110 4130 14 0.23 1925/117
14.40 101 110 4020 14 0.28 605/42
12.63 115 110 3800 14 0.27 341/27
11.46 127 110 3650 15 0.38 275/24
10.78 135 110 3560 15 0.44 550/51
9.51 152 110 3370 14 0.50 770/81
8.25 176 110 3170 14 0.67 33/4
7.84 185 75 3350 20 0.41 345/44
7.38 196 75 3270 20 0.48 1380/187
6.51 223 75 3100 1Ie) 0.54 644/99
5.65 257 75 2920 20 0.73 621/110
5.07 286 74 2900 22 0.60 345/68
4.78 303 74 2830 22 0.70 1380/289
4.21 344 74 2690 22 0.82 644/153
3.65 397 73 2 550 22 1.10 621/170

NISIS IS SIS NSNS NSNS NSNS SIS NSNS NSNS
NISIS IS ISIS NSNS INS SN SIS NSNS NSNS NSNS
NISISISISISISNISISISNISIS IS ISIS NSNS NSNS (NS
NISIS IS ISIS NS IS INIS IS INS IS INS S INS SN S

NISIS IS SIS NSNS INSIS NSNS NSNS

N Only in conjunction with reduced-backlash version
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SIMOGEAR Geared Motors
Bevel geared motors

Transmission ratios and torques

. Selection and ordering data (continued)

i n, T Fro 0" Jg Rex Motor size Article No.
- rpm  Nm N : 107 kgm? - 63 71 80 90 100 112 132 160 180 200 225 250

56.36 26 250 6980 10 0.06  4565/81 7 |7 2KJ3502 - NEEEN - BN A2
5011 29 210 6980 11 008  451/9 LSS 2KJ3502 - MEEEN - BN X1
4400 33 250 6980 11 009  44/1 7|7 17 |7 2KJ3502 - EEEEN - BN W1
4000 36 230 6980 11 0.11 40/ 7 |7 |7 |7 2KJ3502 - EEEEE - BN V1
3422 42 250 6980 11 0.13  308/9 7 |7 |7 |7 2KJ3502 - EENEE - BN U1
3111 47 250 6980 11 0.16  280/9 7 |7 |7 |7 2KJ3502 - EEEEN - BN T1
2750 53 250 6980 11 020 552 S S S 2KJ3502 - EEEEE - BN S1
2500 58 250 6980 11 026  25/1 SIS S S 2KJ3502 - EENEE - BN R1
21.90 66 250 6720 11 0.30  2365/108 SIS S 2KJ3502 - EEEEE - BN Q1
2021 72 250 6490 11 0.36 2365117 SIS S S 2KJ3502 - ENENN - BN P1
17.90 81 250 6160 11 043  2255/126 SIS S 2KJ3502 - EEEEN - BN N1
1490 97 250 5680 11 058  715/48 SIS S 2KJ3502 - NEEEN - BN M1
14.02 103 250 5530 11 067  715/51 SIS S 2KJ3502 - EEEEN - BN L1
1256 115 250 5260 12 075  2035/162 S Y S S 2KJ3502 - EEEEN - BN K1
1069 136 240 4960 12 098  385/36 771777 |7 2KJ3502 - NEEEN - BN J1
917 158 230 4700 12 129 5506 LSS 2KJ3502 - EENEE - BN H1
7.89 184 220 4550 12 166 1705/216 7717 17 2KJ3502 - NEEEN - BN G1
6.60 220 200 4590 18 0.94  897/136 S S S 2KJ3502 - EEEEE - BN Fi
6.21 233 200 4550 18 108 1794/289 S S S 2KJ3502 - EEEEE - BN E1
556 261 200 4460 18 126  851/153 SIS S S 2KJ3502 - EENEE - BN D1
474 306 200 4330 19 169  161/34 SIS S S 2KJ3502 - EEEEE - BN C1
406 357 200 4190 20 230  69/17 777 |7 2KJ3502 - NNEEN - NN B1
350 414 192 4050 20 3.00  713/204 LSS 2KJ3502 - EEEEN - BN Af
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SIMOGEAR Geared Motors
Bevel geared motors

Transmission ratios and torques

. Selection and ordering data (continued)

i n, T Fro 0" Jg Rex Motor size Article No.
- rpm  Nm N : 107 kgm? - 63 71 80 90 100 112 132 160 180 200 225 250

5928 24 450 9510 9 0.19  1067/18 7 |7 7 7 2KJ3503 - EEEEN - BN C2
53.89 27 450 9120 9 023  485/9 LSS 2KJ3503 - NENEEN - BN B2
45.83 32 450 8480 9 028  275/6 S S 2KJ3503 - EEEEN - BN A2
4167 35 450 8120 9 034  125/3 77 17 |7 2KJ3503 - EEEENE - BN X1
3718 39 450 7710 9 040  4015/108 771777 |7 2KJ3503 - HEEEE - BN W1
3333 44 450 7330 9 048  100/3 771777 |7 2KJ3503 - NEEENE - BN V1
3005 48 450 6980 9 056  3245/108 771777 |7 2KJ3503 - EENEN - BN U1
2774 52 450 6710 9 067  3245/117 S YT/ 2KJ3503 - EEEEN - BN T1
2532 57 450 6420 9 0.80  1595/63 771777 |7 |7 2KJ3503 - EEEEE - BN S1
21.01 69 450 5850 10 1.03  3025/144 7|77 7|7 |7 |7 2KJ3503 - NNEEN - NN Ri
1977 73 450 5680 10 118 3025/153 S S S 2KJ3503 - NNEEN - BN Q1
1867 78 450 5510 10 134  3025/162 77177 |7 |7 |7 2KJ3503 - NNENN - BN P1
1589 91 450 5070 10 166  143/9 7777 |7 |7 |7 2KJ3503 - MEEEN - BN N1
13.61 107 450 4660 10 210  245/18 7|77 17 |7 2KJ3503 - MENEN - BN M1
11.97 121 450 4340 10 250  2585/216 7|77 17 |7 2KJ3503 - NEEEN - BN L1
1010 144 450 3940 10 330  2090/207 7|77 17 |7 2KJ3503 - EENEE - BN K1
880 165 450 3630 11 440  44/5 7717 |7 |7 2KJ3503 - HEEEE - BN J1
829 175 330 4550 16 152  2255/272 771777 |7 |7 2KJ3503 - EENEE - BN H1
7.80 186 330 4420 16 174  2255/289 771777 |7 |7 2KJ3503 - NEEEN - BN G1
7.37 197 330 4300 16 197  2255/306 771777 |7 |7 2KJ3503 - EEEEE - BN Fi
6.27 231 330 3970 16 250  533/85 771777 |7 |7 2KJ3503 - MEEEE - BN E1
537 270 330 3700 17 330  2009/374 S S 2KJ3503 - NNENN - NN D1
472 307 330 3690 17 410 1927/408 S S S 2KJ3503 - NNEEN - NN Ci
3.98 364 330 3660 17 540  1558/391 S S 2KJ3503 - NNEEN - NN B1
347 418 325 3610 19 720 1476/425 S S S 2KJ3503 - NEEEN - BN A1
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SIMOGEAR Geared Motors
Bevel geared motors

Transmission ratios and torques

. Selection and ordering data (continued)

i n, T Fro 0" Jg Rex Motor size Article No.
- rom Nm N : 104 kgm? - 63 71 80 90 100 112 132 160 180 200 225 250
kK9 |
157.32 9.2 220 6 080 10 0.04 3933/25 2KJ3504 - HEEEN - BN J2
139.54 10 220 6 080 10 0.05 17442/125 2KJ3504 - HENEN - BN H2
121.07 12 220 6 080 10 0.06 30267/250 2KJ3504 - HNEEN - BE G2
110.06 13 220 6 080 10 0.07 30267/275 2KJ3504 - HNNNEEN - BN F2
94.39 15 220 6 080 10 0.09 11799/125 2KJ3504 - HNENEN - BN E2
85.81 17 220 6 080 10 0.11 23598/275 2KJ3504 - HNNNEN - BN D2
75.24 19 220 6 080 10 0.12 1881/25 2KJ3504 - HNENEN - BE C2
67.16 22 220 6 080 10 0.15 18468/275 2KJ3504 - NNNNEN - BN B2
59.85 24 220 6 080 10 0.18 1197/20 2KJ3504 - NNNEN - BN A2
55.25 26 220 6 080 10 0.22 3591/65 2KJ3504 - HENEN - BN X1
48.37 30 220 6 080 10 0.26 16929/350 2KJ3504 - HNEEN - BE W1
42.41 34 220 5790 10 0.24 5301/125 2KJ3504 - HNNEEN - EE V1
38.47 38 220 5 540 10 0.34 1539/40 2KJ3504 - HENEN - BN U1
36.21 40 220 5 390 10 0.40 3078/85 2KJ3504 - HENEN - BN T1
31.92 45 220 5090 10 0.44 798/25 2KJ3504 - HEEEN - BN S1
27.70 52 220 4 760 10 0.60 13851/500 2KJ3504 - HENEN - BN R1
26.89 54 220 4 690 12 0.26 6804/253 2KJ3504 - HNENEN - BN Q1
23.97 60 220 4 440 12 0.32 2205/92 2KJ3504 - HENEN - BN P1
22.12 66 220 4270 12 0.38 6615/299 2KJ3504 - NNNNEN - BN N1
19.37 75 220 4 000 12 0.47 891/46 2KJ3504 - NNNEN - Em M1
16.98 85 220 3 740 12 0.51 1953/115 2KJ3504 - NNNNEN - BN L1
15.41 94 220 3 560 12 0.67 2835/184 2KJ3504 - HNENNEN - BN K1
14.50 100 220 3 450 12 0.78 5670/391 2KJ3504 - HNNNEN - EE J1
12.78 113 220 3220 12 0.92 294/23 2KJ3504 - HNENEN - BN H1
11.09 131 220 2990 12 1.24 5103/460 2KJ3504 - HENNEN - BN Gi1
10.04 144 184 2890 19 0.55 231/23 2KJ3504 - HENNEN - BN F1
8.81 165 183 2790 19 0.62 3038/345 2KJ3504 - HENNEN - BN E1
7.99 181 175 2810 19 0.80 735/92 2KJ3504 - HNNNNEN - BE D1
7.52 193 171 2810 19 0.92 2940/391 2KJ3504 - HENNNEN - BE C1
6.63 219 161 2820 19 1.11 1372/207 2KJ3504 - HINNNEN - BN B1
5.75 252 150 2810 19 1.49 1323/230 2KJ3504 - HNNEN - Bm A1

NN NN NN N NN N N NN N NN NN N ENENENENENENENENENENENENEN
NS A AN A A A A A A A A A A A A A A A A A A A A A A A A AR
AN RN N N NN N N NN N N NN N N ENENEN AN ENENENENENENENEN
N A A A S A S A A A A A A A A A A A A A A A A A A A A A AR
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SIMOGEAR Geared Motors
Bevel geared motors

Transmission ratios and torques

. Selection and ordering data (continued)

i n, T Fro 0" Jg Rex Motor size Article No.
- rpm  Nm N : 107 kgm? - 63 71 80 90 100 112 132 160 180 200 225 250

20025 7.2 420 7820 8 006  12616/63 7 |7 2KJ3505 - NEEEN - BN J2
178.06 81 420 7820 8 007  6232/35 LSS 2KJ3505 - EEEEN - BN H2
156.34 93 420 7820 8 0.08  5472/35 VA 2KJ3505 - NENEEN - BN G2
14213 10 420 7820 8 0.10  10944/77 77 17 |7 2KJ3505 - NEEEE - BN F2
121.60 12 420 7820 8 0.12  608/5 7 |7 |7 |7 2KJ3505 - NEEENE - BN E2
11055 13 420 7820 8 0.14  1216/11 7 |7 |7 |7 2KJ3505 - NENEE - BN D2
9771 15 420 7720 8 017  684/7 S S S 2KJ3505 - NENEN - BN C2
8883 16 420 7370 8 022  6840/77 SIS S S 2KJ3505 - NENEE - BN B2
7781 19 420 6910 8 025  1634/21 SIS S 2KJ3505 - NEEEE - BN A2
71.82 20 420 6650 8 0.30  6536/91 SIS/ 2KJ3505 - EEEEN - BN X1
6359 23 420 6250 8 0.37  3116/49 7777 |7 |7 |7 2KJ3505 - NEEEN - BN W1
5293 27 420 5680 8 050  741/14 77177 |7 |7 |7 2KJ3505 - ENEEN - BN V1
4982 29 420 5510 8 058  5928/119 7777 |7 |7 |7 2KJ3505 - EEEEN - BN U1
4463 32 420 5190 9 065  2812/63 S S S S 2KJ3505 - NEEEN - BN T1
3800 38 420 4750 9 084  38/1 S Y S S 2KJ3505 - NNEEN - BN S1
3257 45 420 4350 9 111 22877 7|77 17 |7 2KJ3505 - EENEE - BN R1
2805 52 420 3970 9 143 589/21 S S S 2KJ3505 - NEEEN - BN Q1
2630 55 420 3820 10 052 5504002098  / V 2KJ3505 - HEEEE - BN P1
2328 62 420 3540 11 065 262401127 V' V & 2KJ3505 - EEEEE - BE N1
1938 75 420 3130 11 0.90  3120/161 771777 |7 |7 2KJ3505 - MEEENE - HE M1
1824 79 420 3010 11 103 499202737 S / / / J 2KJ3505 - EEEENE - BN L1
1638 89 420 2780 11 121 23680/1449 V / / V 2KJ3505 - EEEEN - BN K1
13.91 104 420 2880 11 162 320/23 S S S S 2KJ3505 - NEEEN - BN J1
11.93 122 420 3000 11 220  1920/161 S S 2KJ3505 - EEEEN - BN H1
1027 141 415 3080 11 290  4960/483 S S S 2KJ3505 - EEEEN - BN G1

975 149 275 2960 17 103 39/4 771777 |7 |7 2KJ3505 - REEEN - BN F1

918 158 270 2980 17 119 156/17 771777 |7 |7 2KJ3505 - MEENN - BN E1

822 176 255 3010 17 140  74/9 771777 |7 |7 2KJ3505 - NEEEN - NN D1

7.00 207 240 3030 18 188 7/ SIS S 2KJ3505 - NEEEN - BN Ci

6.00 242 225 3020 18 250  6/1 777 |7 |7 2KJ3505 - NEEEN - BN B1

517 280 210 2990 19 330 316 S S S S 2KJ3505 - NENEE - BN Al
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SIMOGEAR Geared Motors
Bevel geared motors

Transmission ratios and torques

. Selection and ordering data (continued)

i n, T Fro 0" Jg Rex Motor size Article No.
- rpm  Nm N : 107 kgm? - 63 71 80 90 100 112 132 160 180 200 225 250

19659 7.4 600 10800 9 017  14744/75 7 |7 7 7 2KJ3507 - EEEEN - BN H2
17872 81 600 10800 9 020 29488/165 2KJ3507 - EEEEN - BN G2
15200 95 600 10800 9 025  152/1 7|7 17 |7 2KJ3507 - EEEEN - BN F2
13818 10 600 10800 9 030  1520/11 77 17 |7 2KJ3507 - EEEEN - BN E2
12329 12 600 10800 9 0.35  5548/45 S S S 2KJ3507 - EENEE - BN D2
11055 13 600 10800 9 042  1216/11 S S/ 2KJ3507 - EENEE - BN C2
9964 15 600 10800 9 049  4484/45 S S S 2KJ3507 - MEEEN - BN B2
91.98 16 600 10600 9 058 17936/195 o  V V / 2KJ3507 - NEEEE - BN A2
8396 17 600 10100 9 0.69  8816/105 771777 |7 |7 2KJ3507 - EEEEE - BN X1
69.67 21 600 9300 9 0.87  209/3 S S S 2KJ3507 - REEEN - BN W1
6557 22 600 9030 9 101 3344/51 S S S 2KJ3507 - EEEEN - BN V1
61.93 23 600 8780 9 115  1672/27 YA S S 2KJ3507 - EEEEN - BN U1
5269 28 600 8100 9 140 395275 7777 |7 |7 |7 2KJ3507 - EEEEN - BN T1
4514 32 600 7470 9 170 7448/165 7|77 17 |7 2KJ3507 - EEEEN - BN S1
3969 37 600 6980 9 210  1786/45 7|77 17 |7 2KJ3507 - ENEEN - BN R1
3348 43 580 6500 9 260  11552/345 S S S S 2KJ3507 - EEEEN - BN Q1
2018 50 555 6200 9 350  3648/125 7717 |7 |7 2KJ3507 - EEEEE - BN P1
2605 56 600 5510 11 125  3751/144 S S S S 2KJ3507 - EEEEE - HE N1
2452 59 595 5350 11 144  3751/153 771777 |7 |7 2KJ3507 - HEEENE - HE M1
2315 63 585 5240 11 163  3751/162 771777 |7 |7 2KJ3507 - EEEEE - BN L1
1970 74 555 4960 11 210  4433/225 771777 |7 |7 2KJ3507 - EEEEE - BN K1
16.88 86 530 4690 11 260  1519/90 777 |7 |7 2KJ3507 - REEEN - NN J1
1484 98 515 4440 11 330  16027/1080 S S S 2KJ3507 - ENEEN - NN H1
1252 116 490 4170 11 430  12958/1035 S S S 2KJ3507 - NENEN - BN G1
1091 133 470 3970 12 570  1364/125 S S S 2KJ3507 - EEEEN - BN F1

934 155 370 3640 16 240  3224/345 771777 |7 |7 2KJ3507 - ENENN - BN E1

801 181 365 3330 16 310  6076/759 777 17 |7 2KJ3507 - EEEEN - NN D1

7.04 206 365 3210 16 390  1457/207 S S S 2KJ3507 - ENEEN - BN Ci

5.94 244 345 3350 17 510  9424/1587 777 |7 |7 2KJ3507 - ENEEN - BN B1

518 280 330 3420 18 6.80  2976/575 7717 |7 |7 2KJ3507 - NEEEN - BN Al
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SIMOGEAR Geared Motors
Bevel geared motors

Transmission ratios and torques

. Selection and ordering data (continued)

i n, T Fro 0" Jg Rex Motor size Article No.
- rpm  Nm N : 107 kgm? - 63 71 80 90 100 112 132 160 180 200 225 250

24425 59 820 13900 6 017  175861/720  « / 2KJ3508 - NEEEN - BN J2
22205 65 820 13900 6 020 175861/792 / o 2KJ3508 - EEEEN - BN H2
188.85 7.7 820 13900 6 025  9065/48 S S 2KJ3508 - NEEEN - BN G2
17169 84 820 13900 6 031 45325/264 J 2KJ3508 - NEEEN - BN F2
15318 95 820 13900 6 035 132349864 o  V / / 2KJ3508 - NEENN - BN E2
13735 11 820 13900 6 042  9065/66 S S/ 2KJ3508 - NENEN - BN D2
123.80 12 820 13900 6 050 106967/864 o  V 2KJ3508 - NENEN - HE C2
11428 13 820 13900 6 059 106967/936 «  / 2KJ3508 - NENEN - BN B2
10432 14 820 13900 6 070  7511/72 YA S S 2KJ3508 - NENEN - BN A2
8656 17 820 13900 6 089 99715152 o /' / V 2KJ3508 - EEEEN - BN X1
81.47 18 820 13900 6 102 99715/1224 V' / / / / 2KJ3508 - NEEEN - BN W1
76.94 19 820 13900 6 116 99715/1296 « 2KJ3508 - NNEEN - BN V1
65.47 22 820 13900 6 142 23569360  / / S / / 2KJ3508 - NEEEN - BN U1
56.08 26 820 13900 6 173  88837/1584 7|77 17 |7 2KJ3508 - NEEEN - BN T1
4931 29 820 13900 6 210  85211/1728 7|77 17 |7 2KJ3508 - NEEEN - BN S1
4160 35 800 14000 6 270  34447/828 S S S S 2KJ3508 - EENEE - BN R1
3626 40 770 14000 6 360  1813/50 S S S 2KJ3508 - EENEEN - BN Q1
3278 44 820 13900 7 094  6293/192 S S S S 2KJ3508 - HEEEE - BN P1
2720 53 800 14000 7 123 8354513072 S V/ / V V 2KJ3508 - EENEE - BN N1
2560 57 785 14000 7 141 8354513264 S  /  / 2KJ3508 - NEEEE - BN M1
2417 60 770 14000 7 160 8354513456 S  / 2KJ3508 - MEEENE - BN L1
2057 70 740 14100 7 200 19747/960 o S S S S 2KJ3508 - EEEEN - BN K1
1762 82 715 13800 8 260  74431/4224 S S S 2KJ3508 - NEEEN - BN J1
1549 94 695 13300 8 320  71393/4608 S S 2KJ3508 - NEEEN - NN H1
13.07 111 665 12600 8 420  28861/2208 S S S 2KJ3508 - NEEEN - BN G1
1139 127 645 12000 8 550  4557/400 7|77 17 |7 2KJ3508 - NEEEN - BN F1
1051 138 445 12600 10 230  1209/115 S S S S 2KJ3508 - ENENN - BN E1

9.01 161 450 11900 11 300  4557/506 7|77 17 |7 2KJ3508 - NEEEN - NN D1

7.92 183 450 11300 11 370  1457/184 777 |7 |7 2KJ3508 - NEEEN - BN Ci

6.68 217 455 10900 11 490  3534/529 7717 |7 |7 2KJ3508 - NENEEN - BN B1

582 249 430 10700 12 6.60  3348/575 7717 |7 |7 2KJ3508 - NENEE - BN A1
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SIMOGEAR Geared Motors
Bevel geared motors

Transmission ratios and torques

. Selection and ordering data (continued)

i n, T Fro 0" Jg Rex Motor size Article No.
- rpm  Nm N : 107 kgm? - 63 71 80 90 100 112 132 160 180 200 225 250

231.80 6.3 1600 18100 7 0.42  10199/44 VY 2KJ3510 - NEEEN - BN K2
210.72 69 1600 18100 7 051  50995/242 LS 2KJ3510 - NEEEN - BN J2
189.01 7.7 1600 18100 7 071  149695/792 VAV 2KJ3510 - EEEEN - BN H2
169.94 85 1600 18100 7 0.80  41125/242 S S S 2KJ3510 - NNEEE - BN G2
153.70 94 1600 18100 7 0.88  60865/396 S Y S S 2KJ3510 - NEEEE - BN F2
141.88 10 1600 18100 7 1.05  60865/429 S Y S S 2KJ3510 - EEEEE - BN E2
12096 11 1600 18100 7 137  17155/132 S S LSS 2KJ3510 - NENEE - BN D2
109.04 13 1600 18100 7 145  57575/528 77717 |7 |7 |7 2KJ3510 - NENEN - BN C2
102.63 14 1600 18100 7 166  57575/561 77717 |7 |7 |7 2KJ3510 - NENEN - BN B2
9416 15 1600 18100 7 181 27965/297 77717 |7 |7 |7 2KJ3510 - NEEEN - BN A2
8225 18 1600 18100 7 260  329/4 S Y S S LS 2KJ3510 - EEEEN - BN X1
7364 20 1600 18100 7 320  106925/1452 S S S S 2KJ3510 - NEEEN - BN W1
6439 23 1600 18100 7 370  50995/792 S S S S 2KJ3510 - EEEEN - BN V1
5527 26 1600 18100 7 410 27965/506 A S LS 2KJ3510 - REEEN - BN U1
4885 30 1600 18100 7 520  16121/330 7|77 |7 |7 |7 2KJ3510 - NEEEN - BN T1
4154 35 1570 18100 7 6.60  8225/198 S S S S 2KJ3510 - EEEEE - BN S1
3929 37 1600 18100 9 1.86  11315/288 S S S LS 2KJ3510 - EENEE - BN R1
3296 44 1600 18100 8 210  37975/1152 S S S S 2KJ3510 - NENEEN - BN Q1
31.08 47 1600 18100 8 240  37975/1224 S Y S S LS 2KJ3510 - EEEENE - BN P1
2846 51 1600 18100 8 270 18445648 S Y S S LS 2KJ3510 - EENEE - BE N1
2486 58 1600 18100 9 380  2387/96 S Y S S LS 2KJ3510 - HEEEE - HE M1
2226 65 1600 18100 9 470  70525/3168 777 |7 |7 |7 2KJ3510 - NEEEN - NN L1
1946 75 1560 17900 9 570  33635/1728 S S S S 2KJ3510 - EEEEN - BN K1
1671 87 1480 17200 9 6.80  18445/1104 S S S 2KJ3510 - NEEEN - BN J1
1477 98 1420 16600 9 8.60  10633/720 A S LS 2KJ3510 - NEEEN - BN H1
1256 115 1330 16300 9 1100  5425/432 S S S 2KJ3510 - NEEEN - BN G1
1076 135 1250 16100 9 1500  775/72 S S S 2KJ3510 - EEEEN - BN F1
1051 138 845 16100 13 6.40  6727/640 A S S 2KJ3510 - NEENN - BN E1

9.02 161 800 15400 14 770 33201/3680 S S TS 2KJ3510 - NEENN - BN D1

7.97 182 770 14800 14 9.80  31899/4000 A S TS 2KJ3510 - NEEEN - BN Ci

6.78 214 720 14500 14 1300  217/32 S S S/ 2KJ3510 - EENEN - BN B1

581 250 675 14200 14 1700  93/16 7 |7 7 |7 2KJ3510 - NEEEE - BN Al
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SIMOGEAR Geared Motors
Bevel geared motors

Transmission ratios and torques

. Selection and ordering data (continued)

i n, T Fro 0" Jg Rex Motor size Article No.
- rom Nm N : 104 kgm? - 63 71 80 90 100 112 132 160 180 200 225 250
216.65 6.7 2900 24500 - 127 107242/495 /S S 2KJ3511 - ENEEE - BN H2
195.60 7.4 2900 24500 - 1.37 118336/605 AN NS S 2KJ3511 - HHNEN - BEE G2
177.43 8.2 2900 24500 - 1.61 35131/198 SN NS S 2KJ3511 - HHNEN - BN F2
163.78 89 2900 24500 - 1.90 70262/429 v Vv Vv V 2KJ3511 - HENEN - BN E2
148.88 9.7 2900 24500 @ - 220  57319/385 VAV AV A AR A 4 2KJ3511 - ENEENE - BN D2
126.07 12 2900 24500 - 260  5547/44 VAV A A AR A 4 2KJ3511 - ENNENE - BN C2
118.65 12 2900 24500 - 2.60 22188/187 v Vv v Vv V V 2KJ3511 - HNNNNEN - BN B2
109.57 13 2900 24500 - 410 14792/135 SN NS NZ T | 2KJ3511 - HINNEN - BN A2
97.49 15 2900 24500 - 5.00 53621/550 SN NS NZ T | 2KJ3511 - HINNEN - EE X1
86.59 17 2900 24500 - 6.00 31433/363 SN NS NS T | 2KJ3511 - HNNNEN - BE W1
77.51 19 2900 24500 - 5.90 153467/1980 AN NS N S A 2KJ3511 - HNNNEN - BE V1
66.26 22 2900 24500 - 6.80 251464/3795 AN NS N S A 2KJ3511 - HNNNEN - BN U1
59.17 25 2900 24500 - 8.60 7396/125 AN NS N S |V S 2KJ3511 - HHNEN - BN T1
52.29 28 2900 24500 - 9.70 25886/495 7 NS NS S | 2KJ3511 - HHEEN - BN S1
45.89 32 2900 24500 - 14.00 159014/3465 7 NS NS S | 2KJ3511 - HENNEN - BN R1
39.95 36 2820 23900 - 16.00 151618/3795 v v v Vv V 2KJ3511 - HENEN - BN Q1
3415 42 2710 22700 - 21.00  118336/3465 7 N7 |7 |7 |7 2KJ3511 - ENEENE - BN P1
29.23 50 2620 21600 - 27.00 7396/253 S NS NS S S 2KJ3511 - HENEN - BN N1
24.98 58 2380 21000 - 9.90 163744/6555 v v v Vv V V 2KJ3511 - INNEN - Em M1
22.31 65 2380 20000 - 13.00 52976/2375 SN NS |NZ T |7 S 2KJ3511 - NNNEN - BN L1
19.71 74 2380 18900 - 15.00 16856/855 7 NS NS T | 2KJ3511 - HNNNEN - BN K1
17.30 84 2400 17800 - 20.00 14792/855 7 NS NS T | 2KJ3511 - HNNNNEN - EE J1
15.06 96 2310 17500 - 25.00 98728/6555 7 NS NS |7 |/ 2KJ3511 - HNNNNEN - BN H1
12.87 113 2200 17500 - 33.00 11008/855 7 NS NS |7 |/ 2KJ3511 - HNNEENE - BN G1
11.02 132 2100 17400 - 43.00 4816/437 7 NS N7 |7 |/ 2KJ3511 - HHNEN - BN F1
1045 139 1260 17 700 - 17.00 784/75 7 NS NS S | 2KJ3511 - HENNEN - BN E1
917 158 1270 16700 - 23.00  688/75 S /S /7 S 2KJ3511 - EEEENE - BN D1
7.99 181 1280 16300 - 29.00  4592/575 v /7 7/ 2KJ3511 - ENNENE - BN Ci
6.83 212 1300 16100 - 3800  512/75 7 N7 |7 |7 |7 2KJ3511 - ENEENE - BN B1
5.84 243 1300 15700 - 49.00  672/115 7 N7 |7 |7 |7 2KJ3511 - EEEEE - BN A1

n Only in conjunction with reduced-backlash version
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Transmission ratios and torques

. Selection and ordering data (continued)

i n, T Fro 0" Jg Rex Motor size Article No.
- rom Nm N : 104 kgm? - 63 71 80 90 100 112 132 160 180 200 225 250
228.30 6.4 4400 40000 - 3.30 30821/135 7N A 2KJ3512 - HHEEN - BN J2
210.74 6.9 4400 40000 - 3.90 123284/585 AN NS 2KJ3512 - HNEEN - BN H2
194.04 75 4400 40000 - 450  8732/45 JN7 |7 |7 |7 2KJ3512 - ENEEE - BN G2
165.47 8.8 4400 40000 - 5.60 5957/36 v v Vv V V 2KJ3512 - HENEN - BN F2
155.74 9.3 4400 40000 - 6.40 23828/153 v v V V 2KJ3512 - HENEN - BN E2
144.53 10 4 400 40000 = 7.00 58534/405 v Vv V V 2KJ3512 - HNENEN - BN D2
127.77 11 4400 40000 - 8.40 9583/75 v v V V 2KJ3512 - HNENEN - BEE C2
114.06 13 4400 40000 - 10.00 56462/495 7N S NZ |7 2KJ3512 - HENNNEN - BN B2
102.64 14 4400 40000 - 12.00 27713/270 J NS S NS |7 2KJ3512 - HNNEN - BN A2
89.09 16 4400 40000 - 14.00 92204/1035 J NS S NS |7 2KJ3512 - HENEN - BN X1
80.12 18 4400 40000 - 17.00 30044/375 SN NV T S | S 2KJ3512 - HNNNEN - BE W1
70.03 21 4400 38000 - 19.00 18907/270 v Vv Vv V V V 2KJ3512 - HNNEN - BE V1
62.49 23 4400 36200 - 23.00 2812/45 v Vv  V V V 2KJ3512 - HHNEN - BN U1
55.056 26 4400 34300 - 27.00  11396/207 /S S S/ 2KJ3512 - ENEEE - BN T1
4824 30 4400 32400 - 33.00 6512/135 a7 2 7 7 2KJ3512 - ENEEE - BN S1
42.04 34 4400 30500 = 39.00 14504/345 7 NSNS S S S 2KJ3512 - HHNEN - BN R1
38.37 38 4400 29200 @ - 4500  1036/27 v S/ 2KJ3512 - ENNENE - BN Q1
33.03 44 4400 27 300 - 55.00 11396/345 7 NS NS S 2KJ3512 - HENEN - BN P1
31.55 46 4400 26700 - 23.00 3944/125 v v Vv V V V 2KJ3512 - HNNNNEN - BN N1
27.58 58 4400 25100 - 27.00 1241/45 7 NS NS S |V S 2KJ3512 - NNNEN - BEm M1
24.61 59 4400 23700 - 33.00 2584/105 7 NS NS S |V S 2KJ3512 - NNNNEN - BN L1
21.68 67 4270 22700 - 40.00 1496/69 7 NS NS S S S 2KJ3512 - HENEN - BN K1
19.00 76 4140 21700 - 50.00 5984/315 7 NS NS S |V | F 2KJ3512 - HNNNEN - BE J1
16.56 88 4020 20700 - 62.00 1904/115 v Vv v Vv V V 2KJ3512 - HENNEN - BN H1
15.11 96 3940 20000 - 72.00 136/9 7 NS NS S |V S 2KJ3512 - HENEN - BN Gi1
13.01 111 3810 19000 - 91.00 1496/115 7 NS NS A 2KJ3512 - HENNEN - BN F1
11.80 123 2830 21400 - 46.00  119680/10143 A R R 2KJ3512 - ENEENE - BN E1
10.3¢ 140 2850 20100 - 57.00  95744/9261 S /S S S/ 2KJ3512 - ENEENE - BN D1
9.01 161 2760 19500 - 71.00  4352/483 7 |7 |7 |7 |7 | 2KJ3512 - ENENEN - NN Ci1
822 176 2680 19500 - 83.00  10880/1323 7 |\ |z |z |7 |~/ 2KJ3512 - ENNENE - BN Bi
7.08 205 2530 19500 - 107.00 23936/3381 v v v V 2KJ3512 - HNNEN - BEm A1

" Only in conjunction with reduced-backlash version
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Bevel geared motors

Transmission ratios and torques

. Selection and ordering data (continued)

i n, T Fro 0" Jg Rex Motor size Article No.
- rom Nm N : 104 kgm? - 63 71 80 90 100 112 132 160 180 200 225 250
237.03 6.1 8000 65000 = 71 83433/352 SN NS N S A 2KJ3513 - HHNEN - BN J2
202.86 71 8000 65000 - 9 285621/1408 JN7 N7 |7 |7 |7 2KJ3513 - ENNEE - BN H2
190.92 76 8000 65000 - 10 285621/1496 TNz N7 |7 |7 |7 2KJ3513 - ENNEE - BN G2
178.97 81 8000 65000 - 11 188993/1056 JN7 N7 |7 |7 |7 2KJ3513 - ENEEN - BN F2
158.65 9.1 8000 65000 - 14 558453/3520 VAV AV A AR A 4 2KJ3513 - ENNEN - BN E2
140.93 10 8000 64100 - 16 17052/121 VAV A A AR A 4 2KJ3513 - ENNEN - BN D2
127.16 11 8000 61500 - 19 89523/704 v Vv v Vv V V 2KJ3513 - HENEN - BN C2
112.68 13 8000 58500 - 23 456141/4048 SN NS NZ T | 2KJ3513 - HNNNNEN - BN B2
99.79 15 8000 55600 - 26 439089/4400 SN NS NZ S |7 S 2KJ3513 - HINNNEN - BN A2
88.81 16 8000 52900 - 31 1421/16 7 NS NS |7 |7 S 2KJ3513 - HENEN - BN X1
7959 18 8000 50500 - 37 14007/176 S /S S S S S/ 2KJ3513 - ENNEE - BN W1
70.56 21 8000 47900 - 43 285621/4048 s NSNS SV | | S 2KJ3513 - HNNEN - BE V1
62.28 23 8 000 45300 - 52 5481/88 v Vv Vv Vv V V V V 2KJ3513 - HiEENE - BN U1
5476 26 8000 42700 - 63 55419/1012 v / V V V V  2KJ3513 - HENEEE - BN T1
4960 29 8000 40800 - 70 8729/176 /Y V V V V < 2KJ3513 - EEEEE - EE Si
4318 34 8000 38300 - 85 174783/4048 S / V V V / 2KJ3513 - EEEENE - BN R1
35.40 41 7 760 35400 - 110 80997/2288 v V V V V V 2KJ3513 - HIHEEE - BN Qi
32.33 45 8000 33200 - 49 12673/392 SN NS S T T | S 2KJ3513 - HNNEN - BN P1
2866 51 7860 31600 - 59 36917/1288 g N7 |z |7 |7 |7 |7 2KJ3513 - ENEEN - BN Ni
2530 57 7600 30400 @ - 73 4959/196 S / / V V V V  2KJ3513 - HEEEE - BN M1
2225 65 7340 29200 @ - 89 7163/322 Vv /Y V V V V  2KJ3513 - HEEEN - BN L1
20.15 72 7170 28200 - 103 23693/1176 S /J / V V V V V 2KJ3513 - ENEEE - BN K1
17.54 83 6930 28500 - 128 22591/1288 v Vv V V V V 2KJ3513 - IHEENE - EE J1
14.38 101 6610 29000 - 174 10469/728 v Vv Vv V V V 2KJ3513 - HNEEN - BN H1
1415 102 3920 31800 - 79 17328/1225 v Vv Vv VvV V V V V 2KJ3513 - HEEEN - BN Gi
12.44 117 3960 30100 - 97 150176/12075 S /v V V V v 2KJ3513 - ENEEE - EE F1
11.26 129 3980 28800 - 113 124184/11025 S /Y V V V V < 2KJ3513 - EEEEE - EE Ei
9.81 148 3870 28400 - 141 118408/12075 v V V V V V 2KJ3513 - EEEEE - EN D1
8.04 180 3690 28000 - 194 54872/6825 S V V V v  2KJ3513 - HEEEEE - BN Ci
6.82 213 3550 27600 - 266 89528/13125 S V V V V  2KJ3513 - EEEEE - BN Bl

n Only in conjunction with reduced-backlash version
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Bevel geared motors

Dimensions

. Dimensional drawing overview

Representation Gearbox type Dimensional drawing on page

B..19 5/62

B..29 5/66

B..39 5/70

B..49 5/74

K..39 5/78

K..49 5/82

K..69 5/86

K.79 5/90

K..89 5/94

K..109 5/98
K..129 5/102
K..149 5/106

B.F19 5/63

B.F.29 5/67

B.F.39 5/71

B.F.49 5/75

K.F.39 5/79

K.F.49 5/83

K.F.69 5/87

K.F.79 5/91

K.F.89 5/95

K.F109 5/99
K.F129 5/103
K.F.149 5/107

B.Z.19 5/64

B.Z.29 5/68

’]\‘ B.Z.39 5/72

B B.Z.49 5/76
J‘) K.Z.39 5/80
G_D087_XX_00197 K.Z.49 5/84
K.Z.69 5/88

K.Z.79 5/92

K.Z.89 5/96
K.Z.109 5/100
K.Z.129 5/104
K.Z.149 5/108

BAD.19 5/65

~ BAD.29 5/69
o \L BAD.39 5/73
L BAD.49 5/77
P KAD.39 5/81
KAD.49 5/85

KAD.69 5/89

KAD.79 5/93

KAD.89 5/97

KAD.109 5/101
KAD.129 5/105
KAD.149 5/109
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Bevel geared motors

Dimensions

. Dimensional drawing overview (continued)

Representation Gearbox type Dimensional drawing on page
SIMOLOC assembly system 5/110
Protection cover for hollow shaft 5/112

Inner contour of the flange design 5/113

Pin holes 5/115
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Dimensions

. B..19 gearbox in a foot-mounted design
B030, BA030
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q 133.0 141.0 149.5 149.5
AC 117.8 138.8 156.3 156.3
ADY 1240 134.0 149.2 149.2
k 3435 375.5 439.5 4745
kB 388.0 430.5 499.5 534.5
LB 160.5 184.5 240.0 275.0
LBL 205.0 239.5 300.0 335.0
@ 1SO 4014 ® DIN 332 (® Feather key/keyway DIN 6885

) AD depends on the motor options, for other dimensions see Page 7/42.
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Dimensions

. B.F.19 gearbox in a flange-mounted design
BF030, BAF030
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q 133.0 141.0 149.5 149.5
AC 117.8 138.8 156.3 156.3
AD" 124.0 134.0 149.2 149.2
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LB 160.5 184.5 240.0 275.0
LBL 205.0 239.5 300.0 335.0
@ I1SO 4014 ® DIN 332 (® Feather key/keyway DIN 6885
) AD depends on the motor options, for other dimensions see Page 7/42. For inner contour, see Page 5/113.
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Dimensions

. B.Z.19 in a housing flange design
BZ030, BAZ030
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) AD depends on the motor options, for other dimensions see Page 7/42.
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Dimensions

. BAD.19 gearbox in a shaft-mounted design

BADO030
BAD19
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kB 388.0 4305 499.5 534.5
LB 160.5 184.5 240.0 275.0
LBL 205.0 239.5 300.0 335.0
@ 1SO 4014 ® DIN 332 (® Feather key/keyway DIN 6885

) AD depends on the motor options, for other dimensions see Page 7/42.
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Dimensions

. B..29 gearbox in a foot-mounted design
B030, BA030, BAS030
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k 374.0 406.0 470.0 505.0 6315 571.5 588.0 623.0
kB 418.5 461.0 530.0 565.0 601.5 641.5 666.5 701.5
LB 194.0 226.0 290.0 325.0 1.5 391.5 408.0 443.0
LBL 238.5 281.0 350.0 385.0 421.5 461.5 486.5 521.5
@ 1SO 4014 ® DIN 332 (® Feather key/keyway DIN 6885

) AD depends on the motor options, for other dimensions see Page 7/42.
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Dimensions

. B.F.29 gearbox in a flange-mounted design
BF030, BAF030, BAFS030
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AC 117.8 138.8 156.3 156.3 173.8 173.8 198.0 198.0
AD " 124.0 134.0 149.2 149.2 154.2 154.2 170.5 170.5
k 374.0 406.0 470.0 505.0 581.5 571.5 588.0 623.0
kB 418.5 461.0 530.0 565.0 601.5 641.5 666.5 701.5
LB 194.0 226.0 290.0 325.0 51,5 391.5 408.0 443.0
LBL 238.5 281.0 350.0 385.0 421.5 461.5 486.5 521.5
@ 1SO 4014 ® DIN 332 (® Feather key/keyway DIN 6885
" AD depends on the motor options, for other dimensions see Page 7/42. For inner contour, see Page 5/113.
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Dimensions

. B.Z.29 gearbox in a housing flange design
BZ030, BAZ030, BAZS030
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) AD depends on the motor options, for other dimensions see Page 7/42.
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. BAD.29 gearbox in a shaft-mounted design
BADO030, BADS030
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) AD depends on the motor options, for other dimensions see Page 7/42.
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. B..39 gearbox in a foot-mounted design
B030, BA030, BAS030
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@ 1SO 4014 ® DIN 332 (® Feather key/keyway DIN 6885

) AD depends on the motor options, for other dimensions see Page 7/42.
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SIMOGEAR Geared Motors
Bevel geared motors

Dimensions

. B.F.39 gearbox in a flange-mounted design
BF030, BAF030, BAFS030
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Shaft d 19 M t u
30 326 M10 333 8
35 37 M12 38.3 10
40 47.75 M16 433 12
Motor LA LE
63M 71M 80M 80ZM 90S/L 90ZL 100L 100ZL 112M 112ZM
AC 117.8 138.8 156.3 156.3 173.8 173.8 198.0 198.0 2220 2220
ADY 1240 134.0 149.2 149.2 154.2 154.2 170.5 170.5 1815 1815
k 4220 454.0 518.0 553.0 579.5 619.5 636.0 671.0 646.0 671.0
kB 466.5 509.0 578.0 613.0 649.5 689.5 7145 749.5 719.0 744.0
LB 194.0 226.0 290.0 325.0 3515 3915 408.0 443.0 418.0 443.0
LBL 2385 281.0 350.0 385.0 4215 461.5 486.5 5215 491.0 516.0
@ 1SO 4014 ® DIN 332 (® Feather key/keyway DIN 6885

) AD depends on the motor options, for other dimensions see Page 7/42.

For inner contour, see Page 5/113.
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Bevel geared motors

Dimensions

. B.Z.39 in a housing flange design
BZ030, BAZ030, BAZS030
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AC 117.8 138.8 156.3 156.3 173.8 173.8 198.0 198.0 222.0 2220
AD" 1240 134.0 149.2 149.2 154.2 154.2 170.5 170.5 181.5 181.5
k 422.0 454.0 518.0 553.0 579.5 619.5 636.0 671.0 646.0 671.0
kB 466.5 509.0 578.0 613.0 649.5 689.5 714.5 749.5 719.0 744.0
LB 194.0 226.0 290.0 325.0 3515 3915 408.0 443.0 418.0 4430
LBL 238.5 281.0 350.0 385.0 4215 4615 486.5 521.5 491.0 516.0
@ 1SO 4014 ® DIN 332 (® Feather key/keyway DIN 6885

) AD depends on the motor options, for other dimensions see Page 7/42.
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SIMOGEAR Geared Motors
Bevel geared motors

Dimensions

. BAD.39 gearbox in a shaft-mounted design
BADO030, BADS030

BAD39
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Shaft d 19 M t u
30 326 M10 33.3 8
35 37 M12 38.3 10
40 4775 M16 433 12
Motor LA LE
63M 71M 80M 80ZM 90S/L 90ZL 100L 100ZL 112M 112ZM
AC 117.8 138.8 156.3 156.3 173.8 173.8 198.0 198.0 222.0 222.0
ADD 1240 134.0 149.2 149.2 154.2 154.2 170.5 170.5 1815 181.5
k 422.0 454.0 518.0 553.0 579.5 619.5 636.0 671.0 646.0 671.0
kB 466.5 509.0 578.0 613.0 649.5 689.5 7145 7495 719.0 744.0
LB 194.0 226.0 290.0 325.0 3515 391.5 408.0 443.0 418.0 443.0
LBL 2385 281.0 350.0 385.0 4215 461.5 4865 5215 491.0 516.0
@ 1SO 4014 ® DIN 332 (® Feather key/keyway DIN 6885

) AD depends on the motor options, for other dimensions see Page 7/42.
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Bevel geared motors

Dimensions

. B..49 gearbox in a foot-mounted design
B030, BA030, BAS030

B49
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shaft  d 19 M t u
35 57 M12 383 10
40 67.75 M16 43.3 12
Motor LA LE
63M 71M 80M 80ZM  90SL  90ZL 100L 100ZL  112m 112ZM  1328/M  132zZM
AC 117.8 138.8 156.3 156.3 173.8 173.8 198.0 198.0 222.0 222.0 264.0 264.0
AD " 124.0 134.0 149.2 149.2 154.2 154.2 170.5 170.5 181.5 181.5 207.0 207.0
k 463.5 495.5 559.5 594.5 621.0 661.0 677.5 712.5 687.5 722.0 740.5 790.5
KB 508.0 5505 6195 654.5 691.0 7310 756.0 7910 7605 795.0 845.0 895.0
LB 184.5 2165 2805 3155 342.0 382.0 3985 4335 4085 4430 4615 5115
[BL 2290 2715 3405 3755 412.0 452.0 4770 5120 4815 516.0 566.0 616.0
@ IS0 4014 @ DIN 332 ® Feather key/keyway DIN 6885

Y AD depends on the motor options, for other dimensions see Page 7/42.
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SIMOGEAR Geared Motors
Bevel geared motors

Dimensions

. B.F.49 gearbox in a flange-mounted design
BF030, BAF030, BAFS030
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Shaft d 19 M t u
85) 57 M12 38.3 10
40 67.75 M16 43.3 12
Motor LA LE
63M 71M 80M 80ZM 90S/L 90ZL 100L 100ZL 112M 112ZM 132S/M 132ZM
AC 117.8 138.8 156.3 156.3 173.8 173.8 198.0 198.0 222.0 222.0 264.0 264.0
AD" 124.0 134.0 149.2 149.2 154.2 164.2 170.5 170.5 181.5 181.5 207.0 207.0
k 463.5 495.5 559.5 594.5 621.0 661.0 677.5 712.5 687.5 722.0 740.5 790.5
kB 508.0 550.5 619.5 654.5 691.0 731.0 756.0 791.0 760.5 795.0 845.0 895.0
LB 184.5 216.5 280.5 315.5 342.0 382.0 398.5 433.5 408.5 443.0 461.5 511.5
LBL 229.0 271.5 340.5 BEES 412.0 452.0 477.0 512.0 481.5 516.0 566.0 616.0
@ 1SO 4014 ® DIN 332 (® Feather key/keyway DIN 6885
) AD depends on the motor options, for other dimensions see Page 7/42. For inner contour, see Page 5/113.
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Bevel geared motors

Dimensions

. B.Z.49 in a housing flange design
BZ030, BAZ030, BAZS030
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Shaft d 19 M t u
35 57 M12 38.3 10
40 67.75 M16 43.3 12
Motor LA LE
63M 71M 80M 80ZM 90S/L 90ZL 100L 100ZL 112M 112ZM  132S/M  132ZM
AC 117.8 138.8 156.3 156.3 173.8 173.8 198.0 198.0 222.0 222.0 264.0 264.0
ADV 1240 134.0 149.2 149.2 154.2 154.2 1705 1705 1815 1815 207.0 207.0
k 463.5 4955 559.5 594.5 621.0 661.0 677.5 712.5 687.5 722.0 740.5 790.5
kB 508.0 550.5 619.5 654.5 691.0 731.0 756.0 791.0 760.5 795.0 845.0 895.0
LB 184.5 216.5 280.5 3155 342.0 382.0 398.5 433.5 408.5 443.0 4615 511.5
LBL 229.0 2715 340.5 375.5 412.0 452.0 477.0 512.0 4815 516.0 566.0 616.0
@ 1SO 4014 ® DIN 332 (® Feather key/keyway DIN 6885

) AD depends on the motor options, for other dimensions see Page 7/42.
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Bevel geared motors

Dimensions

. BAD.49 gearbox in a shaft-mounted design
BADO030, BADS030
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Shaft d 19 M t u
35 57 M12 38.3 10
40 67.75 M16 433 12
Motor LA LE
63M 71M 80M 80ZM 90S/L 90ZL 100L 100ZL 112M 112ZM  132S/M  132ZM
AC 117.8 138.8 156.3 156.3 173.8 173.8 198.0 198.0 222.0 222.0 264.0 264.0
ADD 1240 134.0 149.2 149.2 154.2 154.2 170.5 170.5 181.5 181.5 207.0 207.0
k 4635 4955 559.5 594.5 621.0 661.0 6775 7125 687.5 722.0 7405 7905
kB 508.0 550.5 619.5 654.5 691.0 731.0 756.0 791.0 760.5 795.0 845.0 895.0
LB 184.5 2165 280.5 3155 342.0 382.0 398.5 4335 408.5 443.0 4615 5115
LBL 229.0 2715 3405 3755 412.0 452.0 477.0 512.0 4815 516.0 566.0 616.0
@ 1SO 4014 ® DIN 332 (® Feather key/keyway DIN 6885

) AD depends on the motor options, for other dimensions see Page 7/42.
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Bevel geared motors

Dimensions

. K..39 gearbox in a foot-mounted design
K030, KA030, KAS030, KAT030
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Motor LA LE
63M 71M 80M 80ZM 90S/L 90ZL 100L 100ZL 112M 112ZM
AC 117.8 138.8 156.3 156.3 173.8 173.8 198.0 198.0 222.0 222.0
AD" 124.0 134.0 149.2 149.2 154.2 154.2 170.5 170.5 181.5 181.5
k 392.0 424.0 488.0 523.0 549.5 589.5 606.0 641.0 616.0 641.0
kB 436.5 479.0 548.0 583.0 619.5 659.5 684.5 719.5 689.0 714.0
LB 194.0 226.0 290.0 325.0 &51.5 391.5 408.0 443.0 418.0 443.0
LBL 238.5 281.0 350.0 385.0 421.5 461.5 486.5 521.5 491.0 516.0
® 1ISO 4014 (@ DIN5480  (® DIN 332-D ® DIN 332  (® Feather key/keyway DIN 6885 (@ ISO 4762 Without locating shoulder +1 mm

Y AD depends on the motor options, for other dimensions see Page 7/42.

5/78

Siemens MD 50.1 - 2014



© Siemens AG 2014

SIMOGEAR Geared Motors
Bevel geared motors

Dimensions

. K.F.39 gearbox in a flange-mounted design
KF030, KAF030, KAFS030, KAFT030
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Motor LA (L=
63M 71M 80M 80ZM 90S/L 90ZL 100L 100ZL 112M 112ZM
AC 117.8 138.8 156.3 156.3 173.8 173.8 198.0 198.0 222.0 2220
ADD 1240 134.0 149.2 149.2 154.2 154.2 1705 170.5 1815 1815
k 395.0 4270 4910 526.0 552.5 592.5 609.0 644.0 619.0 644.0
kB 439.5 482.0 551.0 586.0 622.5 662.5 687.5 7225 692.0 717.0
LB 194.0 226.0 290.0 325.0 3515 3915 408.0 443.0 4180 4430
LBL 2385 281.0 3500 385.0 4215 4615 486.5 5215 4910 516.0

® 1ISO 4014 (@ DIN5480  (® DIN 332-D ® DIN 332  (® Feather key/keyway DIN 6885 (@ ISO 4762 Without locating shoulder +1 mm
Y AD depends on the motor options, for other dimensions see Page 7/42. For inner contour, see Page 5/113.
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SIMOGEAR Geared Motors
Bevel geared motors

Dimensions

. K.Z.39 gearbox in a housing flange design
KZ030, KAZ030, KAZS030, KAZT030
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Motor LA LE
63M 71M 80M 80ZM 90S/L 90ZL 100L 100ZL 112M 112zZM
AC 117.8 138.8 156.3 156.3 173.8 173.8 198.0 198.0 222.0 222.0
ADT 1240 134.0 149.2 149.2 154.2 154.2 170.5 170.5 1815 1815
k 395.0 427.0 491.0 526.0 552.5 592.5 609.0 644.0 619.0 644.0
kB 4395 482.0 551.0 586.0 622.5 662.5 687.5 7225 692.0 717.0
LB 194.0 226.0 290.0 325.0 3515 391.5 408.0 443.0 418.0 443.0
LBL 238.5 281.0 350.0 385.0 4215 4615 486.5 5215 491.0 516.0
® 1ISO 4014 (@ DIN5480  (® DIN 332-D ® DIN 332  (® Feather key/keyway DIN 6885 (@ ISO 4762 Without locating shoulder +1 mm

Y AD depends on the motor options, for other dimensions see Page 7/42.
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SIMOGEAR Geared Motors
Bevel geared motors

Dimensions

. KAD.39 gearbox in a shaft-mounted design
KAD030, KADS030, KADT030
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Motor LA LE
63M 71M 80M 80ZM 90S/L 90ZL 100L 100ZL 112M 112ZM
AC 117.8 138.8 156.3 156.3 173.8 173.8 198.0 198.0 2220 222.0
ADY 1240 134.0 149.2 149.2 154.2 154.2 170.5 170.5 181.5 181.5
k 395.0 427.0 491.0 526.0 552.5 592.5 609.0 644.0 619.0 644.0
kB 439.5 4820 551.0 586.0 622.5 662.5 687.5 7225 692.0 717.0
LB 194.0 226.0 290.0 325.0 3515 391.5 408.0 443.0 418.0 443.0
LBL 238.5 281.0 350.0 385.0 4215 461.5 486.5 5215 491.0 516.0
® 1ISO 4014 (@ DIN5480  (® DIN 332-D ® DIN 332  (® Feather key/keyway DIN 6885 (@ ISO 4762 Without locating shoulder +1 mm

Y AD depends on the motor options, for other dimensions see Page 7/42.
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Dimensions

. K..49 gearbox in a foot-mounted design
K030, KA030, KAS030, KAT030
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ADT 1240 134.0 149.2 149.2 154.2 154.2 1705 1705 1815 1815 207.0 207.0
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kB 458.0 500.5 569.5 6045 641.0 681.0 706.0 741.0 7105 745.0 795.0 845.0
B 1845 216.5 280.5 315.5 3420 382.0 3985 4335 4085 4430 4615 5115
[BL 2290 2715 3405 375.5 4120 452.0 477.0 512.0 4815 516.0 566.0 616.0

® 1SO 4014 (@ DIN5480  (® DIN 332-D ® DIN 332  (® Feather key/keyway DIN 6885 (@ ISO 4762 Without locating shoulder +1 mm
Y AD depends on the motor options, for other dimensions see Page 7/42.
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Dimensions

. K.F.49 gearbox in a flange-mounted design
KF030, KAF030, KAFS030, KAFT030
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AC 117.8 138.8 156.3 156.3 173.8 173.8 198.0 198.0 2220 2220 264.0 264.0
AD 1240 134.0 149.2 149.2 154.2 154.2 170.5 170.5 181.5 181.5 207.0 207.0
k 418.0 450.0 514.0 549.0 575.5 615.5 632.0 667.0 642.0 676.5 695.0 745.0
kB 4625 505.0 574.0 609.0 645.5 685.5 7105 7455 715.0 7495 7995 849.5
LB 184.5 216.5 280.5 3155 342.0 382.0 3985 4335 4085 443.0 4615 5115
LBL 229.0 2715 3405 375.5 412.0 452.0 477.0 512.0 4815 516.0 566.0 616.0

® 1SO 4014 (@ DIN5480  (® DIN 332-D ® DIN 332  (® Feather key/keyway DIN 6885 (@ ISO 4762 Without locating shoulder +1 mm
Y AD depends on the motor options, for other dimensions see Page 7/42. For inner contour, see Page 5/113.
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Dimensions

. K.Z.49 in a housing flange design
KZ030, KAZ030, KAZS030, KAZT030
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AC 117.8 138.8 156.3 156.3 173.8 173.8 198.0 198.0 222.0 222.0 264.0 264.0
ADT 1240 134.0 149.2 149.2 154.2 154.2 170.5 170.5 181.5 181.5 207.0 207.0
k 418.0 450.0 514.0 549.0 575.5 615.5 632.0 667.0 642.0 676.5 695.0 745.0
kB 4625 505.0 574.0 609.0 645.5 685.5 7105 7455 715.0 749.5 799.5 849.5
LB 184.5 216.5 280.5 315.5 342.0 382.0 398.5 4335 408.5 443.0 4615 5115
LBL 229.0 2715 3405 375.5 412.0 452.0 477.0 512.0 4815 516.0 566.0 616.0
® 1SO 4014 (@ DIN5480  (® DIN 332-D ® DIN 332  (® Feather key/keyway DIN 6885 (@ ISO 4762 Without locating shoulder +1 mm

Y AD depends on the motor options, for other dimensions see Page 7/42.
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Dimensions

. KAD.49 gearbox in a shaft-mounted design
KAD030, KADS030, KADT030
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Motor LA LE

63M 71M 80M 80ZM 90S/L 90ZL 100L 100ZL 112M 112ZM 132S/M 132ZM
AC 117.8 138.8 156.3 156.3 173.8 173.8 198.0 198.0 222.0 222.0 264.0 264.0
AD " 124.0 134.0 149.2 149.2 154.2 154.2 170.5 170.5 1815 1815 207.0 207.0
k 418.0 450.0 514.0 549.0 575.5 615.5 632.0 667.0 642.0 676.5 695.0 745.0
kB 462.5 505.0 574.0 609.0 645.5 685.5 710.5 7455 715.0 749.5 799.5 849.5
LB 184.5 216.5 280.5 315.5 342.0 382.0 398.5 433.5 408.5 443.0 461.5 5115
LBL 229.0 2715 340.5 375.5 412.0 452.0 477.0 512.0 481.5 516.0 566.0 616.0

® 1SO 4014 (@ DIN5480  (® DIN 332-D ® DIN 332  (® Feather key/keyway DIN 6885 (@ ISO 4762 Without locating shoulder +1 mm

Y AD depends on the motor options, for other dimensions see Page 7/42.
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Dimensions

. K..69 gearbox in a foot-mounted design
K030, KA030, KAS030, KAT030
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63M 71M 80M 80ZM 90S/L 90ZL 100L 100ZL  112m 112ZM  1328/M  132ZM
AC 117.8 138.8 156.3 156.3 173.8 173.8 198.0 198.0 222.0 222.0 264.0 264.0
ADT 1240 134.0 149.2 149.2 154.2 154.2 170.5 170.5 181.5 1815 207.0 207.0
k 4375 469.5 5335 568.5 595.0 635.0 651.5 686.5 661.5 696.0 7145 764.5
kB 482.0 5245 593.5 6285 665.0 705.0 730.0 765.0 7345 769.0 819.0 869.0
LB 184.5 216.5 280.5 3155 342.0 382.0 398.5 4335 4085 4430 4615 511.5
LBL 2290 2715 3405 375.5 4120 452.0 477.0 512.0 4815 516.0 566.0 616.0

® 1SO 4014 (@ DIN5480  (® DIN 332-D ® DIN 332  (® Feather key/keyway DIN 6885 (@ ISO 4762 Without locating shoulder +1 mm
Y AD depends on the motor options, for other dimensions see Page 7/42.
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Bevel geared motors

Dimensions

. K.F.69 gearbox in a flange-mounted design
KF030, KAF030, KAFS030, KAFT030
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63M 71M 80M 80ZM 90S/L 90ZL 100L 100ZL 112M 112ZM 132S/M 132ZM
AC 117.8 138.8 156.3 156.3 173.8 173.8 198.0 198.0 222.0 222.0 264.0 264.0
AD " 124.0 134.0 149.2 149.2 154.2 154.2 170.5 170.5 181.5 181.5 207.0 207.0
k 448.0 480.0 544.0 579.0 605.5 645.5 662.0 697.0 672.0 706.5 725.0 775.0
kB 492.5 535.0 604.0 639.0 675.5 715.5 740.5 775.5 745.0 779.5 829.5 879.5
LB 184.5 216.5 280.5 3165 342.0 382.0 398.5 433.5 408.5 443.0 461.5 5175
LBL 229.0 271.5 340.5 155 412.0 452.0 477.0 512.0 481.5 516.0 566.0 616.0
® 1SO 4014 (@ DIN5480  (® DIN 332-D ® DIN 332  (® Feather key/keyway DIN 6885 (@ ISO 4762 Without locating shoulder +1 mm

Y AD depends on the motor options, for other dimensions see Page 7/42.

For inner contour, see Page 5/113.
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Dimensions

. K.Z.69 gearbox in a housing flange design
KZ030, KAZ030, KAZS030, KAZT030
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Motor LA LE

63M 71M 80M 80ZM 90S/L 90ZL 100L 100ZL 112M 112ZM 132S/M 132ZM
AC 117.8 138.8 156.3 156.3 173.8 173.8 198.0 198.0 222.0 222.0 264.0 264.0
AD " 124.0 134.0 149.2 149.2 154.2 154.2 170.5 170.5 1815 1815 207.0 207.0
k 448.0 480.0 544.0 579.0 605.5 645.5 662.0 697.0 672.0 706.5 725.0 775.0
kB 492.5 535.0 604.0 639.0 675.5 715.5 740.5 775.5 745.0 779.5 829.5 879.5
LB 184.5 216.5 280.5 315.5 342.0 382.0 398.5 433.5 408.5 443.0 461.5 5115
LBL 229.0 2715 340.5 375.5 412.0 452.0 477.0 512.0 481.5 516.0 566.0 616.0

® 1SO 4014 (@ DIN5480  (® DIN 332-D ® DIN 332  (® Feather key/keyway DIN 6885 (@ ISO 4762 Without locating shoulder +1 mm
Y AD depends on the motor options, for other dimensions see Page 7/42.
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Dimensions

. KAD.69 gearbox in a shaft-mounted design
KAD030, KADS030, KADT030
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AC 117.8 138.8 156.3 156.3 173.8 173.8 198.0 198.0 222.0 222.0 264.0 264.0
ADT 1240 134.0 149.2 149.2 154.2 154.2 170.5 170.5 181.5 181.5 207.0 207.0
k 448.0 480.0 544.0 579.0 605.5 645.5 662.0 697.0 672.0 706.5 725.0 775.0
kB 4925 535.0 604.0 639.0 6755 715.5 7405 7755 745.0 779.5 8295 879.5
LB 184.5 216.5 280.5 315.5 342.0 382.0 398.5 4335 408.5 443.0 4615 5115
LBL 229.0 2715 3405 375.5 412.0 452.0 477.0 512.0 4815 516.0 566.0 616.0
® 1SO 4014 (@ DIN5480  (® DIN 332-D ® DIN 332  (® Feather key/keyway DIN 6885 (@ ISO 4762 Without locating shoulder +1 mm

Y AD depends on the motor options, for other dimensions see Page 7/42.
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Dimensions

. K..79 gearbox in a foot-mounted design
K030, KA030, KAS030, KAT030

K79
kB
k
90 -0,5 180,5 LBL
24 | LB
L o
J AF oo = :
Sl I i ™ Q
i “’l @ EniiE N
- - — e)
S S
0o O w_‘ ] I
C.’ ()} ‘(E [
o m#,,:\ A |
f_f ’Og .
- 128
3 i |
2 -
DR M16x36\
KAS79
125,5 90

33
~ —
< | 20 o 50,5 32 N45x2x30x21x9H
I Q @
S > M16x50 [ 't =< =
Yo}
e —— e
16 SIS ey N
© 47,75 = @4 25 42] la2] | 25
196 3 ] 0.1x45" . W45x2x30x21x8f
© 180 S| © 208 © AEXT e IX
= = < @
Q 138 2 43 25 o 129 4 5
) - - ] 1 M16 S
‘ 8 | s | — ! =
%—— I [ ) 8
@)/ - * - ks -
Motor LA LE
63M 71M 80M 80ZM 90S/L 90ZL 100L 100ZL 112M 112ZM  132S/M  132ZM
AC 117.8 138.8 156.3 156.3 173.8 173.8 198.0 198.0 222.0 222.0 264.0 264.0
ADT 1240 134.0 149.2 149.2 154.2 154.2 170.5 170.5 181.5 181.5 207.0 207.0
k 4545 486.5 550.5 585.5 612.0 652.0 668.5 703.5 678.5 713.0 7315 7815
kB 499.0 5415 610.5 645.5 682.0 722.0 747.0 782.0 7515 786.0 836.0 886.0
LB 184.5 216.5 280.5 315.5 342.0 382.0 398.5 4335 408.5 443.0 4615 5115
LBL 229.0 2715 340.5 375.5 412.0 452.0 477.0 512.0 4815 516.0 566.0 616.0
® 1SO 4014 (@ DIN5480  (® DIN 332-D ® DIN 332  (® Feather key/keyway DIN 6885 (@ ISO 4762 Without locating shoulder +1 mm

Y AD depends on the motor options, for other dimensions see Page 7/42.
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Dimensions

. K.F.79 gearbox in a flange-mounted design
KF030, KAF030, KAFS030, KAFT030
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Motor LA LE
63M 71M 80M 80ZM 90S/L 90ZL 100L 100ZL 112M 112ZM 132S/M 132ZM
AC 117.8 138.8 156.3 156.3 173.8 173.8 198.0 198.0 222.0 222.0 264.0 264.0
AD " 124.0 134.0 149.2 149.2 154.2 154.2 170.5 170.5 181.5 181.5 207.0 207.0
k 454.0 486.0 550.0 585.0 611.5 651.5 668.0 703.0 678.5 712.5 731.0 781.0
kB 498.5 541.0 610.0 645.0 681.5 721.5 746.5 781.5 751.0 785.5 835.5 885.5
LB 184.5 216.5 280.5 3165 342.0 382.0 398.5 433.5 408.5 443.0 461.5 5175
LBL 229.0 271.5 340.5 155 412.0 452.0 477.0 512.0 481.5 516.0 566.0 616.0
® 1SO 4014 (@ DIN5480  (® DIN 332-D ® DIN 332  (® Feather key/keyway DIN 6885 (@ ISO 4762 Without locating shoulder +1 mm

Y AD depends on the motor options, for other dimensions see Page 7/42. For inner contour, see Page 5/113.
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Dimensions

. K.Z.79 gearbox in a housing flange design
KZ030, KAZ030, KAZS030, KAZT030
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AC 117.8 138.8 156.3 156.3 173.8 173.8 198.0 198.0 222.0 222.0 264.0 264.0
ADD 1240 134.0 149.2 149.2 154.2 154.2 170.5 170.5 1815 181.5 207.0 207.0
k 454.0 486.0 550.0 585.0 611.5 651.5 668.0 703.0 678.5 7125 731.0 781.0
kB 4985 541.0 610.0 645.0 681.5 7215 746.5 7815 751.0 785.5 835.5 885.5
LB 1845 216.5 280.5 3155 342.0 382.0 3985 4335 4085 443.0 4615 5115
LBL 229.0 2715 3405 3755 412.0 452.0 477.0 512.0 4815 516.0 566.0 616.0
® 1SO 4014 (@ DIN5480  (® DIN 332-D ® DIN 332  (® Feather key/keyway DIN 6885 (@ ISO 4762 Without locating shoulder +1 mm

Y AD depends on the motor options, for other dimensions see Page 7/42.
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Dimensions

. KAD.79 gearbox in a shaft-mounted design
KAD030, KADS030, KADT030
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Motor LA LE

63M 71M 80M 80ZM 90S/L 90ZL 100L 100ZL 112M 112ZM 132S/M 132ZM
AC 117.8 138.8 156.3 156.3 173.8 173.8 198.0 198.0 222.0 222.0 264.0 264.0
ADY 124.0 134.0 149.2 149.2 154.2 154.2 170.5 170.5 1815 1815 207.0 207.0
k 454.0 486.0 550.0 585.0 611.5 651.5 668.0 703.0 678.5 7125 731.0 781.0
kB 498.5 541.0 610.0 645.0 681.5 721.5 746.5 781.5 751.0 785.5 835.5 885.5
LB 184.5 216.5 280.5 315.5 342.0 382.0 398.5 433.5 408.5 443.0 461.5 5115
LBL 229.0 2715 340.5 375.5 412.0 452.0 477.0 512.0 481.5 516.0 566.0 616.0

® 1SO 4014 (@ DIN5480  (® DIN 332-D ® DIN 332  (® Feather key/keyway DIN 6885 (@ ISO 4762 Without locating shoulder +1 mm

Y AD depends on the motor options, for other dimensions see Page 7/42.
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SIMOGEAR Geared Motors
Bevel geared motors

Dimensions

. K..89 gearbox in a foot-mounted design
K030, KA030, KAS030, KAT030
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Motor LA LE
71M 80M 80ZM 90S/L 90ZL 100L 100ZL 112M 112ZM  132S/M  132ZM  160M/L  160ZL
AC 138.8 156.3 156.3 173.8 173.8 198.0 198.0 222.0 222.0 264.0 264.0 318.0 318.0
ADY 1340 149.2 149.2 154.2 154.2 170.5 170.5 1815 1815 207.0 207.0 241.0 241.0
k 538.0 598.0 633.0 659.5 699.5 716.0 751.0 726.0 751.0 779.0 829.0 861.0 921.0
kB 593.0 658.0 693.0 729.5 769.5 7945 829.5 799.0 824.0 883.5 9335 977.0 1.037.0
LB 2145 2745 309.5 336.0 376.0 3925 4275 402.5 4275 455.5 505.5 537.5 597.5
LBL 269.5 334.5 369.5 406.0 446.0 471.0 506.0 4755 500.5 560.0 610.0 653.5 7135
® 1SO 4014 (@ DIN5480  (® DIN 332-D ® DIN 332  (® Feather key/keyway DIN 6885 (@ ISO 4762 Without locating shoulder +1 mm

Y AD depends on the motor options, for other dimensions see Page 7/42.
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SIMOGEAR Geared Motors
Bevel geared motors

Dimensions

. K.F.89 gearbox in a flange-mounted design
KF030, KAF030, KAFS030, KAFT030
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Motor LA LE
71M 80M 80zZM  90S/L  90ZL  100L  100ZL  112M  112ZM  132S/M  132ZM  160M/L  160ZL
AC 1388 1563 1563 1738 1738 1980 1980 2220 2220 2640 2640 3180 318.0
AD" 1340 1492 1492 1542 1542 1705 1705 1815 1815 2070 2070 2410 2410
K 5380 5980 6330 6595 6995 7160 7510 7260 7510 7790 8290 8610 921.0
KB 5030 6580 6930 7295 7695 7945 8295 7990 8240 8835 9335 9770 10370
LB 2145 274.5 309.5 336.0 376.0 392.5 427.5 402.5 427.5 455.5 505.5 537.5 597.5
[BL 2695 3345 3695 4060 4460 4710 5060 47565 5005 5600 6100 6535 7135

® 1SO 4014 (@ DIN5480  (® DIN 332-D ® DIN 332  (® Feather key/keyway DIN 6885 (@ ISO 4762 Without locating shoulder +1 mm
Y AD depends on the motor options, for other dimensions see Page 7/42. For inner contour, see Page 5/113.
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SIMOGEAR Geared Motors
Bevel geared motors

Dimensions

. K.Z.89 gearbox in a housing flange design
KZ030, KAZ030, KAZS030, KAZT030
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Motor LA LE
71M 80M 80ZM  90S/L  90ZL 100L 100zL  112M  112ZM  132S/M  132ZM  160M/L  160ZL
AC 1388 1563 1563 1738 1738 1980 1980 2220 2220 2640 2640 3180 318.0
ADD 1340 1492 1492 1542 1542 1705 1705 1815 1815  207.0 2070 2410 241.0
K 5380 5980 6330 6595 6995 7160 7510 7260 7510 7790 8290  861.0 921.0
kB 5930 6580 6930 7295 7695 7945 8295 7990 8240 8835 9335  977.0 1037.0
(B 2145 2745 3095 3360 3760 3925 4275 4025 4275 4555 5055 5375 5975
LBL 2695 3345 3695 4060 4460 4710 5060 4755 5005 5600 6100 6535 7135

® 1SO 4014 (@ DIN5480  (® DIN 332-D ® DIN 332  (® Feather key/keyway DIN 6885 (@ ISO 4762 Without locating shoulder +1 mm
Y AD depends on the motor options, for other dimensions see Page 7/42.
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SIMOGEAR Geared Motors
Bevel geared motors

Dimensions

. KAD.89 gearbox in a shaft-mounted design
KAD030, KADS030, KADT030
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Motor LA LE
71M 80M 80ZM 90S/L  90ZL 100L 100ZL  112Mm 112ZM  132S/M  132ZM  160M/L  160ZL
AC 138.8 156.3 156.3 173.8 173.8 198.0 198.0 222.0 222.0 264.0 264.0 318.0 318.0
ADD 1340 149.2 149.2 154.2 154.2 170.5 170.5 181.5 181.5 207.0 207.0 241.0 241.0
k 538.0 598.0 633.0 659.5 699.5 716.0 751.0 726.0 751.0 779.0 829.0 861.0 921.0
kB 593.0 658.0 693.0 7295 769.5 794.5 829.5 799.0 824.0 883.5 9335 977.0 1037.0
LB 2145 2745 309.5 336.0 376.0 392.5 4275 4025 4275 4555 505.5 537.5 597.5
LBL 269.5 334.5 369.5 406.0 446.0 471.0 506.0 4755 500.5 560.0 610.0 653.5 7135
® 1SO 4014 (@ DIN5480  (® DIN 332-D ® DIN 332  (® Feather key/keyway DIN 6885 (@ ISO 4762 Without locating shoulder +1 mm

Y AD depends on the motor options, for other dimensions see Page 7/42.
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SIMOGEAR Geared Motors
Bevel geared motors

Dimensions

. K..109 gearbox in a foot-mounted design
K030, KA030, KAS030, KAT030
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Motor LE LES
80M 80ZM  90S/L 90ZL  100L  100ZL  112M  112ZM 132S/M 132ZM 160M/L 160ZL  180M/L 180ZL
AC 156.3  156.3  173.8 1738 1980 1980 2220 2220 2640  264.0 3180 3180 3525 3525
AD" 1492 1492 1542 1542 1705 1705 1815 1815  207.0  207.0 2410 2410 2920  292.0
k 6450 6800 7065 7465  759.0 7940  769.0 7940 8220 8720 9040 9640  977.0 1007.0
kB 7050 7400 7765 8165 8375 8725 8420 867.0 9265 9765 10200 10800 11060 1136.0
LB 2615 2965 3230 3630 3755 4105 3855 4105 4385 4885 5205 5805 5935 6235
LBL 3215 3565  393.0 4330 4540 4890 4585 4835 5430  593.0 6365 6965 7225 7525
® 1ISO 4014 (@ DIN5480  (® DIN 332-D ® DIN 332  (® Feather key/keyway DIN 6885 (@ ISO 4762  (® Without locating shoulder +1 mm

Y AD depends on the motor options, for other dimensions see Page 7/42.
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SIMOGEAR Geared Motors
Bevel geared motors

Dimensions

. K.F.109 gearbox in a flange-mounted design
KF030, KAF030, KAFS030, KAFT030
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Motor LE LES
80M 80ZM  90S/L  90ZL  100L  100ZL 112M  112ZM  132S/M 132ZM 160M/L 160ZL  180M/L 180ZL
AC 1563 1563 1738 1738 1980 1980 2220 2220 2640 2640 3180 3180 3525 3525
ADT 1492 1492 1542 1542 1705 1705 1815 1815 2070  207.0 2410 2410 2920 2920
k 6520 6870 7135 7535 7660 8010 7760  801.0 8290 8790 9110 9710 9840 10140
kB 7120 7470 7835 8235 8445 8795 8490 8740 9335 9835 10270 1087.0 11130 11430
LB 2615 2965 3230 3630 3755 4105 3855 4105 4385 4885 5205 5805 5935 6235
LBL 3215 3565 3930 4330 4540 4890 4585 4835 5430  593.0 6365 6965 7225 7525

® 1ISO 4014 (@ DIN5480  (® DIN 332-D ® DIN 332  (® Feather key/keyway DIN 6885 (@ ISO 4762 Without locating shoulder +1 mm
Y AD depends on the motor options, for other dimensions see Page 7/42. For inner contour, see Page 5/113.
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SIMOGEAR Geared Motors
Bevel geared motors

Dimensions

. K.Z.109 gearbox in a housing flange design
KZ030, KAZ030, KAZS030, KAZT030
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Motor LE LES
80M 80ZM  90S/L  90ZL  100L  100ZL 112M  112ZM 132S/M 132ZM 160M/L 160ZL  180M/L 180ZL
AC 156.3 1563 1738 1738 1980 1980 2220 2220 2640 2640 3180 3180 3525 3525
ADD 1492 1492 1542 1542 1705 1705 1815 1815 2070  207.0 2410 2410 2920 2920
K 6520 6870 7135 7535 7660 8010 7760 801.0 8290  879.0 9110 9710 9840 10140
kB 7120 7470 7835 8235 8445 8795 8490 8740 9335 9835 10270 1087.0 11130 11430
(B 2615 2965 3230 3630 3755 4105 3855 4105 4385 4885 5205 5805 5935 6235
LBL 3215 3565 3930 4330 4540 4890 4585 4835 5430 5930 6365 6965 7225 7525

® 1ISO 4014 (@ DIN5480  (® DIN 332-D ® DIN 332  (® Feather key/keyway DIN 6885 (@ ISO 4762 Without locating shoulder +1 mm
) AD depends on the motor options, for other dimensions see Page 7/42. @ For pin holes, see Page 5/115.
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SIMOGEAR Geared Motors
Bevel geared motors

Dimensions

. KAD.109 gearbox in a shaft-mounted design
KAD030, KADS030, KADT030
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Motor LE LES
80M 80ZM  90S/L  90ZL  100L  100ZL 112M  112ZM 132S/M 132ZM 160M/L 160ZL  180M/L 180ZL
AC 156.3 1563 1738 1738 1980 1980 2220 2220 2640 2640 3180 3180 3525 3525
ADD 1492 1492 1542 1542 1705 1705 1815 1815 2070  207.0 2410 2410 2920  292.0
k 652.0 6870 7135 7535 7660  801.0 7760 8010 8290  879.0 911.0 9710 9840 1014.0
kB 7120 7470 7835 8235 8445 8795 8490 8740 9335 9835 10270 10870 11130 11430
LB 2615 2965 3230 3630 3755 4105 3855 4105 4385 4885 5205 5805 5935 6235
LBL 3215 3565 3930 4330 4540 4890 4585 4835 5430 5930 6365 6965 7225 7525

® 1ISO 4014 (@ DIN5480  (® DIN 332-D ® DIN 332  (® Feather key/keyway DIN 6885 (@ ISO 4762 Without locating shoulder +1 mm
) AD depends on the motor options, for other dimensions see Page 7/42. @ For pin holes, see Page 5/115.
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SIMOGEAR Geared Motors
Bevel geared motors

Dimensions

. K..129 gearbox in a foot-mounted design
K030, KA030, KAS030, KAT030
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Motor LE LES
90S/L  90ZL 100L 100ZL 112M 112ZM 132S/M 132ZM 160M/L 160ZL 180M/L 180ZL 200L 200ZL 225S/M 225YM
AC 173.8 173.8 198.0 198.0 222.0 222.0 264.0 264.0 3180 3180 3525 3525 3925 3925 439.0 439.0
AD " 154.2 154.2 170.5 170.5 181.5 1815 207.0 207.0 2410 2410 2920 2920 3150 3150 337.0 337.0
k 766.0 806.0 8165 8515 8265 8515 8795 9295 9615 10215 10345 10645 11025 11275 1148.0 1208.0
kB 836.0 876.0 8950 930.0 8995 9245 984.0 10340 10775 11375 11635 11935 12495 12745 - -
LB 316.0 356.0 366.5 401.5 376.5 401.5 429.5 479.5 511.5 5715 584.5 614.5 652.5 677.5 698.0 758.0
LBL 386.0 426.0 445.0 480.0 4495 474.5 534.0 584.0 627.5 687.5 713.5 743.5 799.5 824.5 - -
® 1SO 4014 (@ DIN5480  (® DIN 332-D @ DIN 332  (® Feather key/keyway DIN 6885 (@ ISO 4762 Without locating shoulder +1 mm

Y AD depends on the motor options, for other dimensions see Page 7/42.
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SIMOGEAR Geared Motors
Bevel geared motors

Dimensions

. K.F.129 gearbox in a flange-mounted design
KF030, KAF030, KAFS030, KAFT030
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Motor LE LES
90S/L  90ZL 100L 100ZL 112M 112ZM 132S/M 132ZM 160M/L 160ZL 180M/L 180ZL 200L 200ZL 225S/M 225YM
AC 173.8 173.8 198.0 198.0 222.0 222.0 264.0 264.0 3180 3180 3525 3525 3925 3925 439.0 439.0
AD " 154.2 154.2 170.5 170.5 181.5 1815 207.0 207.0 2410 2410 2920 2920 3150 3150 337.0 337.0
k 7675 8075 818.0 8530 8280 853.0 8810 931.0 963.0 1023.0 1036.0 1066.0 11040 1129.0 1149.5 1209.5
kB 8375 8775 8965 9315 901.0 926.0 985.5 10355 1079.0 1139.0 1165.0 1195.0 1251.0 1276.0 - -
LB 316.0 356.0 366.5 401.5 376.5 401.5 429.5 479.5 511.5 5715 584.5 614.5 652.5 677.5 698.0 758.0

LBL 386.0 426.0 4450 480.0 449.5 4745 5340 584.0 6275 6875 7135 7435 7995 8245 - -

® 1SO 4014 (@ DIN5480  (® DIN 332-D @ DIN 332  (® Feather key/keyway DIN 6885 (@ ISO 4762 Without locating shoulder +1 mm
Y AD depends on the motor options, for other dimensions see Page 7/42. For inner contour, see Page 5/113.
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SIMOGEAR Geared Motors
Bevel geared motors

Dimensions

. K.Z.129 in a housing flange design
KZ030, KAZ030, KAZS030, KAZT030

KZ129
kB
k ‘ 290
161,5 290 LBL 146 | 146
{A/E;' M16x25 LB 5 5
E _ b\@g\/, o3|l
- %ﬁ N = — i3 —
i [ . \ ] ‘ 3 g 0. ‘ o g B
04— — e &3 B —-—- 3|
PN . / T *J"*‘g (SIRS 1 g%
< (N Q — |1 L No | o
@ L./ — Ol —
° i
K O o O
AT il 20 () 11;15O 7,5 E :
; L[]} — N 80
(9) 83‘ M20x31 H ‘ H 5
65 | 165 _ 160
| 248 | «J i 240
~
l.__AD
DR M20x42 \
KAZ129
152,5 150
®) -
2 749 123 123 z © 60,5 39,5 N70x2x30x34x9H
| 142 o 0 j
o _ 8 Q @
Y r-\i > T M20x55 A =
‘SN =mmmi fon iRl
PN - e 1
M20 =
0 585 = 25 | | 72| \ 72| | 25
270 S 7 0,2x45° || W70x2x30x34x8f
© 300 S © 340 © REXS XX
= = ~
o 248 o 50 55 o ]
8§ 8 1§ <
%—— - ————— —+ 2
@ / L $ ) I~
Motor LE LES
90S/L 90ZL 100L 100ZL 112M 112ZM 132S/M 132ZM 160M/L 160ZL 180M/L 180ZL 200L 200ZL 225S/M 225YM
AC 1738 1738 1980 1980 2220 2220 2640 2640 3180 3180 3525 3525 3925 3925 439.0 439.0
ADD 1542 1542 1705 1705 1815 1815 2070  207.0 2410 2410 2920 2920 3150 3150 337.0 337.0
k 7675 807.5 8180 8530 8280 8530 8810  931.0 963.0 10230 10360 10660 11040 1129.0 11495 1209.5
kB 8375 8775 8965 9315 901.0 9260 9855 10355 1079.0 1139.0 11650 11950 1251.0 1276.0 - B
LB 316.0 3560 3665 4015 3765 4015 4295 4795 5115 5715 5845 6145 6525 677.5 6980 7580

LBL 386.0 426.0 4450 480.0 449.5 4745 5340 584.0 6275 6875 7135 7435 7995 8245 - -

® 1SO 4014 (@ DIN5480  (® DIN 332-D @ DIN 332  (® Feather key/keyway DIN 6885 (@ ISO 4762 Without locating shoulder +1 mm
) AD depends on the motor options, for other dimensions see Page 7/42. @ For pin holes, see Page 5/115.
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Bevel geared motors

Dimensions

. KAD.129 gearbox in a shaft-mounted design
KAD030, KADS030, KADT030

KAD129
kB
k ‘ AD
161,5 290 LBL 146 | 146
5 M16x25 LB 5 |5
ﬁ/jk\@ﬁ 6o 9l ||
[ [=a=— 1 T
- ’ \ — ‘ ole ‘ °
E 1 0| [0} Ol re)
LD —] o S o
P I . e S8 1T :
AN 0 ] | [ \ |
< : N ) ~ o | o
Ty y; .
0| 3 & S | !
I g |
(32) . O |
[
o ©®
=] .
@25 HY
70| 62
208
KAD129 KADS129 KADT129
152,5. 150 198,5 150 150 . 150
(2]
©
g
45
® s
o 749 123 123 z | 50 o 60,5 39,5 N70x2x30x34x9H
X 5 (i) (1 & @
8 R =1 SS s M20x55 = — =
O TPl . TS e
| M20 Sy L - . 1]
0 58,5 = @ 25 | | 72| \ 72| | 25
270 N ] 0245 |, W70x2x30x34x8f
© 300 S © 340 © KEXS XK -
o 248 © 50 55 0 8
S =
— 1 8§ 1§ £
= | f——— ] =
1 = 7 -

Hoter I9-(".\ES/L 90ZL  100L 100ZL 112M  112ZM 132S/M 132ZM 160M/L 160ZL !I-EOSM/L 180ZL 200L 200ZL 225S/M 225YM
AC 173.8 1738 198.0 198.0 222.0 2220 2640 2640 3180 3180 3525 3525 3925 3925 439.0 4390
AD Y 1542 1542 1705 1705 1815 1815 207.0 207.0 2410 2410 2920 2920 3150 3150 337.0 337.0
k 7675 8075 8180 8530 8280 853.0 8810 931.0 9630 1023.0 1036.0 1066.0 11040 1129.0 1149.5 12095
kB 8375 8775 8965 9315 901.0 9260 9855 10355 1079.0 1139.0 1165.0 11950 1251.0 1276.0 - -

LB 316.0 356.0 3665 4015 3765 4015 4295 4795 5115 5715 5845 6145 6525 6775 698.0 758.0

LBL 386.0 426.0 4450 480.0 449.5 4745 5340 584.0 6275 6875 7135 7435 7995 8245 - -

® 1SO 4014 (@ DIN5480  (® DIN 332-D @ DIN 332  (® Feather key/keyway DIN 6885 (@ ISO 4762 Without locating shoulder +1 mm
) AD depends on the motor options, for other dimensions see Page 7/42. @ For pin holes, see Page 5/115.
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Bevel geared motors

Dimensions

. K..149 gearbox in a foot-mounted design
K030, KA030, KAS030, KAT030

K149
kB
k
200-0,5 347,5 LBL 345 345
40 | LB 170 169 169
] € €
T \/. o o
e AN ~ g :
= | — |
S7/pp SR
-l O m‘ ] || *
w|N @ ‘/
s 1o #7: 1L 1
& 7 | |
L i 19 25 () 114700 15%
95|  |llesz o i r*l—ké 233
90 |90 | ¥ I 270 210
|._280 | 81 e 340 \
|l.__AD
DR M24x50 \
KA14 KAS149 KAT149
5_ 175
3
S
S
6 6
.40 .40
A9
N~
135 135 = | 60 o 60,5, 41 N85x3x30x27x9H
S [] & [ ®
> of < > M20x60 awe =
. [E— D — | — N ¢ ¥+ - | — 3 E— I — -H
&8 - O = o8
SN e N
75 = @—l 2 _| |89] 89| | 26
313 S ] 02x4%° | WB5X3x30x27x8f
350 Q © 404 © . )@X * 0
287 r 54 65 r () 289 6 |8
Q S M20 5)
%—— I [ ) 2
@ i L ? i) O |
Motor LE LES
90S/L 90ZL 100L 100ZL 112M 112ZM 132S/M 132ZM 160M/L 160ZL 180M/L 180ZL 200L 200ZL 225S/M 225YM 250M
AC 1738 1738 1980 1980 2220 2220 2640 2640 3180 3180 3525 3525 3925 3925 4390 4390 487.0
AD' 1542 1542 1705 1705 1815 1815 2070 2070 2410 2410 2920 2920 3150 3150 3370 3370 4075
k 856.5 8965 9050 9400 9150 9400 9660 1016.0 10480 1108.0 1121.0 1151.0 1189.0 12140 12405 13005 1346.0
kB 9265 9665 9835 10185 9880 1013.0 10705 11205 1164.0 1224.0 12500 1280.0 1336.0 1361.0 = = =
LB 309.0 3490 3575 3925 3675 3925 4185 4685 5005 5605 5735 6035 6415 6665 6930 7530 7985
LBL 379.0 4190 4360 4710 4405 4655 5230 5730 6165 6765 7025 7325 7885 8135 . . .
® 1SO 4014 (@ DIN5480 (® DIN 332-D ® DIN 332  (® Feather key/keyway DIN 6885 (@ ISO 4762 Without locating shoulder +1 mm

Y AD depends on the motor options, for other dimensions see Page 7/42.
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SIMOGEAR Geared Motors
Bevel geared motors

Dimensions

. K.F.149 gearbox in a flange-mounted design
KF030, KAF030, KAFS030, KAFT030

KF149 kB 169 402
‘ 170
LBL 22
LB s
_
©
_ —|e[—
(e} iO [e) 8
| — N
™ © 1O SIPS
] N o L o — Sk
S I U | g
] 1S |
. 5 O . O
ol 0 Ol
[s2) i -
o o O
25 (5) 1118 15 E ! \
o
| | 8 -
d 190
gj [ E—— 278
\ AD
DR M24x50 \
KAF149 216 KAFS149 216 KAFT149 216
181,5| 175 233,5 | 175 175_| 175 ‘
o [T 1o
b s 1 o = | el - o b e Bl o
{,L, off | 9] gl o - off | ('} {,L, ol Yo}
' < ' < ' <
N S R S o Q
o 0 o , 0 o | o
© © O
O —_—1 o] —_—l O % — 1
1 1 1
(5) A9
N~
o| 954 135 135 I | 60 60,5 41 N85x3x30x27x9H
D] = 7o) -~
= AL 8 [ ®
0 Q Q
(Y r-\ =T S M20x60 S =Y =
(G =R 7 I e —— O =S
? M24 St === &g <k —
) it b @ 26 | |s9] |s9| | 26
313 ) T 0,2x45°_||
e 350 Q © 404 ©
ey = n
S 287 0 54 65 0 =
Q ) ) 1S
L 1 <
N
= - ————— —+ S
@ / L $ = =)
Motor LE LES
90S/L 90ZL 100L 100ZL 112M 112ZM 132S/M 132ZM 160M/L 160ZL 180M/L 180ZL 200L 200ZL 225S/M 225YM 250M
AC 1738 1738 198.0 1980 2220 2220 2640 2640 3180 3180 3525 3525 3925 3925 4390 4390 487.0
AD" 1542 1542 1705 1705 1815 1815 2070 2070 2410 2410 2920 2920 3150 3150 3370 3370 4075
K 850.0 890.0 8985 9335 9085 9335 9595 10095 10415 11015 11145 11445 11825 1207.5 1234.0 1294.0 13395
kB 920.0 960.0 977.0 10120 9815 10065 1064.0 1114.0 1157.5 1217.5 12435 12735 13295 13545 = = -
LB 309.0 349.0 3575 3925 3675 3925 4185 4685 5005 5605 5735 6035 6415 6665 6930 7530 7985

LBL 379.0 419.0 436.0 4710 4405 46565 5230 5730 6165 6765 7025 7325 7885 8135 - - -

® 1SO 4014 (@ DIN5480 (® DIN 332-D ® DIN 332  (® Feather key/keyway DIN 6885 (@ ISO 4762 Without locating shoulder +1 mm
Y AD depends on the motor options, for other dimensions see Page 7/42. For inner contour, see Page 5/113.
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Bevel geared motors

Dimensions

. K.Z.149 in a housing flange design
KZ030, KAZ030, KAZS030, KAZT030

KZ149
kB
k 345
193,5 347,5 LBL 169 | 169
{A/s"- M20x31 LB 5| 5
I L e
© ] ‘ 1O
A / \ — ‘ © © ‘ ©l 6w
il - L = B (O of o 218
920 — TS SI8 | 8|S
= E —_— |1  No | o
© |/ S Ol —
® i
K O o O
L 25 (5) 11Zc(>) 15 E :
10‘0\ ‘ e =2 S 90
M20x38 H ‘ H g
70 | Y o 190
|20 | 81 - 278
l.__AD
DR M24x50 \
KAZ149 KAZS149
181,5 175
3
N
)
(5) A9
N~
@ 954 135 135 = | 60 60,5, 41 N85x3x30x27x9H
o === ] | i = /
0 _ 8 Q @
SN =13 =SS M20x60 —/ og
= Hr=— .1 | &g I o~ Lot . —3 -/ mi
'S - Eimm—— o sl
M24 —
0 75 = @ 2 | | 89 | \ so| | 26
313 3 ] 0,245 |, W85x3x30x27x8f
© 350 S © 404 © XX XL X
e = w0
) 287 8\ 54 65 0 9
Q ) Q o
— n T <
%—— - ————— —+ S
@) / - * - o
Motor LE LES
90S/L 90ZL 100L 100ZL 112M 112ZM 132S/M 132ZM 160M/L 160ZL 180M/L 180ZL 200L 200ZL 225S/M 225YM 250M
AC 1738 1738 1980 1980 2220 2220 2640 2640 3180 3180 3525 3525 3025 3925 4300 4390 487.0
ADD 1542 1542 1705 1705 1815 1815 2070 2070 2410 2410 2920 2920 3150 3150 3370 337.0 4075
K 850.0 890.0 8985 9335 9085 9335 9595 1009.5 1041.5 11015 11145 11445 11825 1207.5 12340 1294.0 1339.5
kB 920.0 960.0 977.0 10120 9815 10065 1064.0 1114.0 1157.5 1217.5 12435 12735 1329.5 13545 - - -
LB 300.0 3490 3575 3925 3675 3925 4185 4685 5005 5605 5735 6035 6415 6665 6930 7530 7985
LBL 379.0 419.0 4360 4710 4405 4655 5230 5730 6165 6765 7025 7325 7885 8135 - - -
® 1SO 4014 (@ DIN5480 (® DIN 332-D ® DIN 332  (® Feather key/keyway DIN 6885 (@ ISO 4762 Without locating shoulder +1 mm

Y AD depends on the motor options, for other dimensions see Page 7/42.

5/108 Siemens MD 50.1 - 2014




© Siemens AG 2014

SIMOGEAR Geared Motors
Bevel geared motors

Dimensions

. KAD.149 gearbox in a shaft-mounted design
KAD030, KADS030, KADT030

KAD149
kB
Kk AD
193,5 347,5 LBL 169 169
{A/BDT M20x31 LB 5 | .5
N L o e\
© Q ‘ O
® \ © i
]l ([ ] N o g|e o1 o 8
@280l /)] = - - 8|8 \ 8
T | N | 3 — ‘ ‘ — o ‘ S T
1oy J -
[=1Ip% \\ ‘ O \
Sk ‘
ot g ) ©
o .
°
N _
@40 H9
|74 57
346
KAD149 KADS149 KADT149
181,5 175 2335 175 175 175
3
N
)
(5) A9
~
@ 954 135 135 ,_,I., J 60 0 60,5 41 N85x3x30x27x9H
| === ] ‘%ﬁ‘ ‘0 =
res B8 Q @
3% lf\l Q:b OJ F’V“ > M20x60 't <Y \';) =
G —mEE e ma— Bili
f M24 / (i Swuay s @ "™ == Q
0 75 = @ 2% | | 89 | \ 89| | 26
313 S 7 0.2x45° || W85x3x30x27x8f
© 350 (S © 404 © KX XX
< < w0
S 287 o __ 54 65 . &
S S S} 1
— <
%—— -+ ————— ‘—;L g
@/ : - B ”
Motor LE LES
90S/L 90ZL 100L 100ZL 112M 112ZM 132S/M 132ZM 160M/L 160ZL 180M/L 180ZL 200L 200ZL 225S/M 225YM 250M
AC 1738 1738 198.0 1980 2220 2220 2640 2640 3180 3180 3525 3525 3925 3925 4390 4390 487.0
ADD 1542 1542 1705 1705 1815 1815 207.0 207.0 2410 2410 2920 2920 3150 3150 3370 3370 4075
k 850.0 890.0 8985 9335 9085 9335 9595 1009.5 10415 1101.5 11145 11445 11825 1207.5 1234.0 1294.0 1339.5
kB 9200 960.0 9770 10120 9815 10065 1064.0 1114.0 11575 1217.5 12435 12735 13295 13545 5 5 5
LB 309.0 349.0 357.5 3025 3675 3925 4185 4685 5005 5605 5735 6035 6415 6665 6930 7530 7985
LBL 379.0 419.0 436.0 4710 4405 4655 5230 5730 6165 6765 7025 7325 7885 8135 = = 5
® 1SO 4014 (@ DIN5480 (® DIN 332-D ® DIN 332  (® Feather key/keyway DIN 6885 (@ ISO 4762 Without locating shoulder +1 mm

Y AD depends on the motor options, for other dimensions see Page 7/42.
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Bevel geared motors

Dimensions

. SIMOLOC assembly system

BADR KADR
q1 _____Qg2to10 q1 I g2 to10
‘ o 10 O
1O
O ! O 777777777 ‘ 777777777 o ©
\ - do i Qll
****** N i
1T 7% [ O ‘ O
********* e ol
O ‘ o \
| Q O g;
———
|l al0to10 a10 to10
o8
m4
T
N ~
la’ o I | B N I O o (8)
8 © S8
N |
; N O
E=E=n
i
=
kel
[S! Rz16

Note mounting tolerance to10 when positioning the torque arm.
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Bevel geared motors

Dimensions

. SIMOLOC assembly system (continued)

d g6 g7 mé o8 ql q2 al0 to10
20 58.5 56 18.5 151 102 75 11 +2.1
1" +0.6
0.75"

30 62.0 76 22 180.5 116 85 25 +2.2
25 +0.7
T

35 65.0 84 24 210.0 134 100 -2.5 +2.6
30 +0.8
1.375"

1.4375"

1.25¢

1.1875"

40 79.5 94 30 220 140 104 1.5

1.625"

30 62.0 76 22 160.5 106 75 39 +2.2
25 +0.7
1.25¢

1.1875"

1“7

35 65.0 84 24 192.0 124 90 85 +2.6
30 +0.8
1.375"

1.4375"

1.25¢

1.1875"

40 79.5 94 30 217.5 138 102 39 +2.5
35 +0.7
1.5"

1.625"

1.4375"

1.375¢

40 79.5 94 30 232.0 150 109 46 +3.2
35 +1.4
1.5"

1.625"

1.4375"

1.375¢

50 89.0 114 82 264.0 171 124 45 +3.4
40 +1.5
o

1.9375"

1.75¢

1.625"
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Bevel geared motors

Dimensions

. Protection cover for hollow shaft

Protection cover for hollow shaft and hollow shaft with shrink disk

BAS, BAFS, BAZS, BADS KAFS,KAZS,KADS
- q
i Rotating
protective cover
Rotating ‘
protective cover 0 ! @) b= i
\ 0|8 i
- ‘ N~ "
| s
N~
Q
i Protection cover
|

Protection cover

BA..29 BA..39 BA..49 KA..39 KA..49 KA..69 KA..79 KA..89 KA..109 KA..129 KA..149

Gearbox type

Rotating protective cover with shrink disk version

g7 55 84 84 76.0 84 84 94.0 119.0 142.0 159.0 201.0
gt 85 102 117 89.5 107 115 125.5 142.5 162.5 198.5 2335
Protection cover

g7s 58 86 86 82.5 86 99 99.0 137.0 186.8 186.8 217.0
qls 91 119 134 109.0 122 126 132.5 176.5 195.0 225.0 243.0

Protection cover for hollow shaft with SIMOLOC assembly system
BADR KADR

Rotating
protective cover
Rotating
protective cover ~
ol
N~
'S S}
o Q  _
N~
Protection cover
Steel
Protection cover :
Steel . .
qls
Gearbox type BADR29 BADR39 BADR49 KADR39 KADR49 KADR69 KADR79 KADR89
Rotating protective cover
a7 56 76 84 (94) 76 84 94 94 114
ql 102 116 134 (140) 106 124 138 150 171
Protection cover
a7s 58 82.5 86 (99) 82.5 86 99 99 137
qls 105 119.0 137 (143) 109 127 141 153 174

() Dimension in brackets for hollow shaft d=40 and d=1.625"
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Bevel geared motors

Dimensions

. Inner contour of the flange design

Notes regarding the design of the customer's interface.

BF, KF i2
il

-

i ENR T A L 3 5 5 3T
S g g v
X/
11
L le
Gearbox type ail d d7 d1 d2 f1 i2 | I 12
BF19 120 20 30 60 68 3.0 40 40 23.5 295
BF29 120 20 40 - 70 3.0 40 40 24.0 -
160 20 40 70 101 35 40 40 8.5 245
BF39 160 30 55) 93 100 815 60 60 11.0 &5
200 30 55) 93 119 815 60 60 16.0 &5
BF49 200 35 55} 93 119 3.5 70 70 16.0 31.5
KF39 160 25 30 - 100 3.5 50 50 5.0 -
KF49 200 30 85) - 118 3.5 60 60 515 =
KF69 250 85) 45 - 165 4.0 70 70 6.5 -
KF79 250 40 55) - 165 4.0 80 80 6.5 -
KF89 300 50 55} - 165 4.0 100 100 8.0 -
KF109 350 60 65 - 235 5.0 120 120 9.0 -
KF129 450 70 75 - 336 5.0 140 140 9.0 -
KF149 450 90 100 - 336 5.0 170 170 10.0 -
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Bevel geared motors

Dimensions

. Inner contour of the flange design (continued)

Notes regarding the design of the customer's interface, e.g. plug-in shaft for hollow shaft design

BAF., KAF. f4

N

N
FH 888 s
X
i
12

Gearbox type al d d7 di d2 f1 f4 [} 12
BAF.19 120 20 30 60 68 3.0 30.0 23.5 29.5
BAF.29 120 20/ 40 - 70 3.0 20.0 24.0 -

25
160 20 40 70 101 3.5 20.0 8.5 245

25
BAF.39 160 30 55 93 100 815 27.0 11.0 Bilf5

85

40
BAF.39 200 30 55 93 119 3.5 27.0 16.0 31.5

35

40
BAF.49 200 85 55 93 119 815 27.0 16.0 Bilf5

40
KAF.39 160 30 45 80 102 3.5 24.0 2.0 29.5
KAF.49 200 35 50 90 120 3.5 25.0 4.0 30.5
KAF.69 250 40 55 104 165 4.0 23.5 2.0 2915
KAF.79 250 40 55 104 165 4.0 23.0 2.0 29.5
KAF.89 300 50 70 135 215 4.0 37.0 2.0 445
KAF.109 350 60 85 184 210 5.0 36.0 13.0 45.0
KAF.129 450 70 95 184 336 5.0 415 16.5 48.5
KAF.149 450 90 120 214 219 5.0 41.0 40.0 50.0
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Bevel geared motors

Dimensions

. Pin holes

In the case of gearboxes K.Z.109 and K.Z.129, the customer's
interface can be pinned on the housing flange (C type).

The output flanges have been designed to ensure the reliable
transmission of the permissible torques and radial forces by the
bolt connections.
K.Z.109
AA 103 103 0,07

@12 H11

28 +0,07

28

28 £0,07

103 +0,07 103

If additional fastening is required, in the case of high shock
loads, for example, the existing drilled pin holes can be used.

The gearboxes can also be drilled and pinned together with the
machine. The listed dimensions must be complied with.

K.Z.129
AA 98 _ 98+007_

@12 H11

42 +0,07

42

42 £0,07

98 +0,07

(B Spring pins, heavy-duty design, to DIN 1481: Use pin holes provided in the housing flange.
@ Grooved cylindrical pins with chamfer to DIN EN 28740 / ISO 8740: Drill connecting component together with housing.
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